
Events and NRC Technical Reports
Historical Timeline

The NRC began its first reassessment of PWR sump and BWR suction strainer 
performance in 1979.  The first reassessment (incl., all technical and regulatory actions) 
was completed in 1985.    

In 1992, the NRC started a second reassessment of BWR suction strainer performance 
and completed that reassessment (incl., all technical and regulatory actions) in 1998.  

In 1997, the NRC started a second reassessment of PWR sump performance and that 
reassessment is ongoing. 
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LaSalle (BWR, 03/96)

Limerick (BWR, 09/95)

Perry (BWR, 09/93)

Barseback (BWR, 08/92)

Perry (BWR, 05/92)

NUREG/CR-6369, Vol. 1 (09/99) 
NUREG/CR-6369, Vol. 2 (09/99) 
NUREG/CR-6369, Vol. 3 (09/99)

NUREG/CR-6224 (10/95) 
NUREG/CR-6368 (12/95)

NUREG/CR-3170 (03/83) 
NUREG/CR-2982, Rev 1 (07/83) 
NUREG/CR-6368 (12/95) 
NUREG/CR-3394, Vol. 1 (07/83) 

NUREG/CR-6367 (02/96) 
NUREG/CR-6370 (12/96) 
NUREG/CR-6371 (12/96)

NUREG/CR-6762, Vol. 1 (08/02) 
NUREG/CR-6762, Vol. 2 (08/02) 
NUREG/CR-6762, Vol. 3 (08/02) 
NUREG/CR-6762, Vol. 4 (08/02) 
NUREG/CR-6771 (08/02)  

NUREG/CR-6808 (02/03)

NUREG-0897, Rev. 1 (10/85) 
NUREG/CR-3803 (03/85)

NUREG/CR-3616 (01/84)

NUREG/CR-2403, Sup. 1 (05/82) 
NUREG/CR-2772 (06/82) 
NUREG/CR-2760 (06/82 
NUREG/CR-2758 (07/82) 
NUREG/CR-2792 (09/82) 
NUREG/CR-2761 (09/82) 
NUREG/CR-2791 (09/82)

NUREG/CR-2403 (10/81)


