
APPENDIX A:  GLOSSARY OF TERMS COMMONLY USED IN SPIROMETRY 
 
ACCEPTABLE SPIROGRAM.  A forced expiratory maneuver, after a maximal inhalation, 
that is free from hesitation or false starts, coughs, early termination, variable effort, or baseline 
errors.  Three acceptable maneuvers should be obtained before evaluating excessive variability. 
 
ACCURATE.  A measurement that is very close to the true value or is free of error.  In practical 
terms, a measurement that is within a predetermined range of the true measurement value. 
 
AIRFLOW RESISTANCE.  The degree of ease in which air can pass through the airways.  The 
number, length, and diameter of the airways determine the amount of resistance that exists.  
 
ATS.  The American Thoracic Society promotes the improvement of spirometry through the use 
of their recommendations. 
 
ATPS.  The letters stand for ambient temperature and pressure saturated with water vapor.  
Volumes measured directly from the spirogram of a volume type spirometer (not yet adjusted for 
BTPS) are at ATPS.  
 
BACK EXTRAPOLATION.  The method for determining zero time from a spirogram, 
particularly important when the exact starting point of a forced expiratory maneuver is not 
obvious.  Since the FEV1 is affected by the point on the graph that is selected as the start, a 
uniform way to determine this must be used. 
 
BEST CURVE.  An acceptable spirogram that has the largest sum of the FEV1 and the FVC. 
 
BTPS.  The letters stand for body temperature and pressure saturated with water vapor.  A 
volume of gas will shrink when cooled.  The volume of air exhaled into a spirometer from the 
lungs will contract because the lungs are warmer than the spirometer.  Therefore, it is necessary 
to adjust the recorded values with a BTPS conversion factor to determine the actual volume of 
air exhaled before it contracted.  This corrects the volume of air saturated with water vapor to 
body temperature for various spirometer temperatures. 
 
CALIBRATION CHECK.  Periodic determination of a spirometer's ability to make accurate 
measurements of volume and time (and flow if appropriate). 
 
COMPLIANCE.  This affects the amount of pressure needed to increase or decrease the volume 
of the lung.  Lungs with emphysema have a high compliance while lungs with interstitial lung 
disease have a low lung compliance. 
 
ELASTIC RECOIL.  The ability of the lung to return to its resting state.  The natural recoil or 
elasticity of the lung during expiration. 
 
END OF TEST.  The point during the forced expiratory maneuver when a plateau is reached. 
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EXPIRATORY RESERVE VOLUME (ERV).  The maximal amount of air forcefully exhaled 
after a normal inspiration and expiration. 
 
EXPIRATORY TIME.  The time required for the subject to reach his largest volume (FVC).  
For quality control purposes, total expiratory time is the time from the beginning of exhalation to 
the end of the subject=s expiratory maneuver.  As a rule of thumb, total expiratory time should be 
greater than 6-seconds. 
 
EXTRAPOLATED VOLUME.  The volume that was determined by a perpendicular line 
drawn from the point where time equals zero to where it intersects the FVC curve.  The 
extrapolated volume must be less than 150 ml (for FVCs less than 3 L) or less than 5% (for 
FVCs greater than 3 L) for the tracing to be acceptable.  A high extrapolated volume is due to a 
slow start or hesitation in the start of the maneuver. 
 
FEF25-75%.  Mid forced expiratory flow measured from the point at which 25% of the FVC is 
achieved to the 75% point ( during the middle half of the FVC).  Also called mid-expiratory flow 
and abbreviated MMEF, MMFR, or MMF. 
 
FEV1/FVC (given as % or ratio).  Forced expiratory volume in one second expressed as a 
percent of the forced vital capacity is the fraction of the total that is exhaled in the first second.  
It is the index of the speed of expiratory airflow.  It is calculated by using the largest FEV1 and 
the largest FVC, even if they are not from the same curve.  A low FEV1/FVC% is associated 
with airways obstruction. 
 
FLOW/VOLUME LOOP.  A tracing of flow rate (on the "y" or vertical axis) against volume 
(on the "x" or horizontal axis) for a forced expiratory maneuver followed by a maximal 
inhalation. 
 
FLOW SPIROMETER.  A type of spirometer that measures how fast the air moves in or out of 
the lungs.  Flow spirometers are usually smaller than volume spirometers.  Examples include 
pneumotachograph, hot wire anemometer, and rotating vane. 
 
FORCED EXPIRATORY MANEUVER.  The basic maneuver of spirometry where the 
subject takes the deepest possible breath and blows into the mouthpiece as hard, fast and 
completely as possible.  Also known as the forced vital capacity maneuver. 
 
FORCED EXPIRATORY VOLUME IN ONE SECOND (FEV1).  The volume of air exhaled 
during the first second of a forced expiratory maneuver.  It may also be considered the average 
flow during the first second of the FVC maneuver. 
 
FORCED VITAL CAPACITY (FVC).  The maximal volume of air which can be exhaled 
forcefully after maximal inspiration.  NOTE:  The vital capacity is the amount of air that can be 
exhaled by an individual after taking the deepest breath possible, whether or not the air is 
exhaled forcefully (FVC) or slowly (VC).   
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INSPIRATORY RESERVE VOLUME (IRV).   The maximal amount of air forcefully inhaled 
after a normal inhalation. 
 
INSTRUMENT FACTOR.  In certain water-seal spirometers, it refers to a constant indicating 
the volume of displacement per millimeter of vertical movement of the bell. 
 
LLN.  The lower limit of normal is the value below which only 5% of a Anormal@ reference 
population should have observed values.  The specific value of the LLN is dependent on the 
study population and methods used to derive the reference values.  LLNs should be available 
from the reference value source. 
 
LONGITUDINAL STUDIES.  Data collected from the same individual or group at regular 
intervals over an extended period of time.  The values of a current test are compared to the 
individual's or group's previous test results. 
 
OBSTRUCTIVE LUNG DISEASES.  Diseases that reduce flow from the lungs.  These 
diseases include asthma, chronic bronchitis, and emphysema. 
 
PRECISE.  Capable of giving consistent, reproducible results on successive times.  A 
spirometer that is not properly calibrated may produce precise results that are not accurate. 
 
PREDICTED NORMAL VALUES.  Expected values for various lung volumes and flow rates, 
derived from healthy non-smoking populations.  The values are adjusted for sex, age, height, and 
race. 
 
REAL TIME TRACING.  A spirogram that is made as the forced expiratory maneuver is 
performed. 
 
REPRODUCIBILITY.  The ability of a test to obtain the same result from an individual when 
it is repeated several times.  Reproducibility is determined by checking for excess variability 
between the two largest values for FVC and FEV1 obtained from three acceptable spirograms. 
 
RESIDUAL VOLUME (RV).  The amount of air remaining in the lungs after a complete 
exhalation.  This cannot be measured by spirometry. 
 
RESTRICTIVE LUNG DISEASES.  Diseases that reduce the ability of the lungs to expand 
fully but do not necessarily affect air flow.  Asbestosis and silicosis, two of the most common of 
the occupationally caused restrictive diseases, are caused by the development of fibrotic tissue in 
the lungs. 
 
SPIROGRAM.  A single tracing or graphic recording of breathing maneuvers.  Given as 
volume/time or flow/volume tracings depending on the type of spirometer used. 
 
SPIROMETER.  An instrument for measuring lung volumes and flow rates.  The two primary 
types are volume sensing and flow sensing spirometers. 
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SYNERGISM.  The combined effect of two or more substances is greater than the effects of 
each substance added together. 
 
TIDAL VOLUME (TV).  The volume of air inhaled and exhaled during quiet, normal 
breathing. 
 
TOTAL LUNG CAPACITY (TLC).  The sum of the vital capacity and the residual volume. 
 
VITAL CAPACITY (VC).  The maximum amount of air that can be exhaled after the fullest 
inhalation possible.  The sum of tidal volume, expiratory reserve volume, and inspiratory reserve 
volume.  May be measured either during inhalation or exhalation. 
 
VOLUME SPIROMETER.  A type of spirometer that records the amount of air inhaled or 
exhaled within a certain time.  Examples include water-seal, dry rolling-seal, and bellows 
instruments. 
 
ZERO TIME POINT.  In the measurement of the FEV1, the point selected as the start of the 
test, obtained using back extrapolation. 
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APPENDIX B.  AN OVERVIEW OF OCCUPATIONAL LUNG HAZARDS 
 
Types of Lung Hazards 
 
Occupational pulmonary contaminants come in many forms.  Some can be seen, smelled, or felt 
as irritants in the nose or throat.  But others can only be detected with special equipment.  Short-
term exposure to many toxicants can cause immediate, acute damage.  However, most 
contaminants take repeated or constant exposure over months or years to cause disease or 
permanent harm.  The impact of pulmonary hazards is also influenced by air pollution in general, 
age, smoking history, nutritional status, and other less well understood factors such as genetics 
and stress. 
 
Many work processes generate several contaminants at the same time.  The health consequences 
of these hazards can simply be additive or, worse, they can be synergistic.  Thus it is essential to 
know what materials and processes are used on the job to be able to evaluate, monitor, and 
control potential pulmonary hazards.  (It is beyond the scope of this guide to cover hazard 
control measures.  However it should be noted that most occupational exposures to airborne 
hazards can be greatly reduced or eliminated through engineering controls, such as improving 
ventilation; good work practices; and the use of personal protective equipment, such as properly 
selected and maintained respirators.  Refer to Fundamentals of Industrial Hygiene for an 
overview of control measures (43). 
 
Two approaches are commonly used to categorize occupational lung hazards.  The first approach 
uses a medical framework to classify hazards by their impact on the respiratory tract.  Thus, 
hazards causing similar health effects are grouped together, whether or not the hazards 
themselves share similar properties.  In the second approach, an industrial hygiene framework is 
used to group hazards by their common properties and the methods by which they are generated. 
 Both approaches are given below. 
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Hazards Classified by Their Impact on the Respiratory Tract 
 
ASPHYXIANTS: Gases that deprive the body tissues of oxygen. 
 
Simple  
Asphyxiants: Physiologically inert gases that displace oxygen in the blood and at 

high enough concentrations cause suffocation. 
  Examples: Nitrogen, methane, argon, neon, helium. 
 
Chemical  
Asphyxiants: Gases that interfere with the body's ability to utilize oxygen (e.g., 

by binding to hemoglobin or preventing chemical reactions needed 
to utilize oxygen in the cells). 

  Examples: Carbon monoxide, cyanide compounds, arsenic. 
 
IRRITANTS: Substances that irritate air passages leading to airway constriction. 

 Asthmatic symptoms, difficulty breathing, pulmonary edema and 
infection may result. 

  Examples: Chlorine, hydrogen chloride, hydrogen fluoride, ammonia, 
fluorine, sulfur dioxide, phosgene, oxides of nitrogen, ozone. 

 
FIBROSIS 
PRODUCERS: Substances that cause fibrotic tissues changes associated with 

restrictive diseases. 
  Examples: Asbestos, beryllium, silica, coal dust, other inorganic and organic 

dusts. 
 
ALLERGENS: Substances that induce an allergic response characterized by 

bronchoconstriction.  This can occur even if previous exposures 
produced no ill effects. 

  Examples: Isocyanates, fungal spores, formaldehyde, animal dander. 
 
CARCINOGENS: Substances that can cause or lead to cancer. 
  Examples: Asbestos, cigarette smoke, chromium, uranium, arsenic, coke oven 

emissions. 
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Hazards Classified by Their Properties 
 
Although some contaminants may not adversely affect the lungs, the lungs provide the means 
through which they enter the bloodstream and harm other organs or impair the blood's oxygen-
carrying capacity.  These types of health effects are not detectable through spirometry.  
However, the hazards that cause them are included to show the range of ways in which 
respirable contaminants damage the body. 
 
The information below was adapted from Occupational Lung Diseases:  An Introduction (44). 
 
DUSTS 
Mineral Dusts: Dusts and mineral fibers formed from stones, rocks, and ores. Examples 

include asbestos, crystalline silica, and coal dust. 
 
Sources: Mining, quarrying, tunneling, blasting, smelting, grinding, milling, 

processing, etc. 
 
Health Effects:   Most are inert and not readily dissolved or broken down.  They 

accumulate in the lungs after overloading lung-clearing mechanisms.  Can 
lead to pneumoconioses, chronic bronchitis, emphysema, cardiac 
complications and can initiate other disease processes, such as fibrosis or 
cancer.  They are associated with the class of fibrotic occupational lung 
diseases called pneumoconioses. 

 
Organic Dusts:   Dusts formed from living materials (e.g., microorganisms, plants, and 

animals) and natural products such as wood and leather.   
 
Sources:   Plant products (e.g., cotton, wood, cereal grains, spices, coffee beans, 

etc.): planting, harvesting, storing, transporting, processing (grinding, 
cutting, spinning, etc.).  Animal husbandry:  droppings, dander, feathers, 
etc. 

 
Health Effects:   Don't usually accumulate, but dissolve or break down.  Can cause 

hypersensitivity reactions, such as occupational asthma, byssinosis (from 
cotton), or hypersensitivity pneumonitis.  Can lead to permanent 
obstructive disease or diffuse lung fibrosis.  Certain wood dusts have also 
been associated with cancer. 
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Chemical Dusts:   Synthetic chemicals that come in powder form (e.g., pesticides, 
pharmaceuticals, dyes, bleaching agents, detergents, paints, etc.) 

 
Sources: While making, drying, and packaging mixtures; preparing for use, 

applying, drying, as a result of weathering (such as paints on exterior 
walls), etc. 

 
Health Effects:   Dependent on the toxic properties of the specific chemicals.  A number are 

irritants or allergens; others have a caustic effect and can cause chemical 
burns.  Some are toxic to cells or tissue.  Some enter the body through the 
lungs and cause cancer in the lungs or other parts of the body. 

 
 
FUMES: Very small solid particles formed when hot vapors (usually from metals or 

polymers) cool rapidly and condense.  Hazardous gases may be given off 
at the same time.  In the lungs, fumes act like a very fine mineral dust. 

 
Sources:          High heat processes (e.g., welding, furnace work, smelting). 
 
Health Effects:   Difficult to assess effects of individual materials since usually several 

hazards are present at the same time.  Can lead to Metal or Polymer Fume 
Fever, emphysema, and lung cancer. 

 
NOTE:  Smoke is not usually classified as a separate category because it 
is a mixture of gases and solid particles.   

 
MISTS & SPRAYS:  Liquid droplets suspended in air or other propellant gas. 
 
Sources:     Used widely in industry, especially for applying substances to hard-to- 

reach surfaces; or substances that might damage the skin if applied by 
hand (e.g., cleaning products, pesticides, paints, cosmetic products, rust 
removers, etc.)  Also, as by-products from other processes, such as from 
cutting oils in machine shops. 

 
Health Effects:   The finer the spray, the deeper the penetration in the lungs.  Effects 

depend on the material being sprayed, the concentration and the 
temperature.  Can range from chemical burns to the lungs to various forms 
of cancer. 
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GASES:            Fluids that expand to fill the space that contains them.  Can travel quickly 
from the point of origin.  Many are highly flammable, explosive when 
mixed with air, or chemically or physiologically reactive.  Some are both 
colorless and odorless. 

 
Sources:      Natural chemical reactions (e.g., methane from coal fields, nitrogen oxides 

from fermenting silage, and methane and hydrogen sulfide from sewage 
treatment or landfills).  Manmade chemical reactions (e.g., from industrial 
processes, ozone from smog, and interactions between cleaning products 
such as ammonia and chlorine bleach).  In industrial settings, gases may 
be emitted during their manufacture, handling, or transporting, if 
protective measures aren't taken.  Also produced during high-heat 
processes (e.g., furnace work, welding, brazing, smelting, oven-drying, 
accidental burning of some synthetic materials). 

 
Health Effects:  Physiologically inert gases (e.g., methane and nitrogen) can cause 

suffocation by displacing oxygen (simple asphyxiants).  Others interfere 
with the use of oxygen (e.g., carbon monoxide and cyanide) (physiologic 
asphyxiants). 

 
Gases that are immediately irritating (e.g., ammonia, bromine, sulfur 
dioxide, chlorine):  Sudden intense exposure to these gases can cause 
severe irritation that burns the lungs or closes the trachea.  Low level 
exposures may constrict airways and aggravate existing lung disease. 

 
Gases that are not immediately irritating (e.g., phosgene and nitrogen 
oxides):  These gases penetrate deeply into the lungs causing pulmonary 
edema and other serious complications without producing upper 
respiratory symptoms. 

 
Carcinogenic gases (e.g., radioactive gases, nickel carbonyl, vinyl chloride 
gas):  Cancers from these gases typically take years to develop and the 
exact cause may be hard to trace.  The site of the cancer may be other than 
the lung. 

 
VAPORS:    The technical term for the gaseous form of a liquid that always is found 

over that liquid.  More vaporizing occurs as the liquid approaches the 
boiling point.  Vapors affect the lungs in similar ways to gases.  The main 
difference between vapors and gases is that vapors are always found over 
their parent liquids while gases aren't always associated with their liquid 
forms. 
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Sources:     Inorganic substances:  Most have high boiling points and don't vaporize at 
room temperature.  These usually are not associated with lung disease.  
Organic vapors:  Many vaporize at room temperature.  Usually used as 
solvents (ketones, aromatic hydrocarbons, alcohols, acetates). 

 
Health Effects:   Many organic vapors enter the body through the lungs.  Although the 

lungs are not harmed, extensive harm may be done to other organs.  
Damage to the brain and central nervous system, pulmonary edema, and 
tracheobronchitis (mercury and related compounds).  Hypersensitivity 
reactions (polyvinyl chloride), cancer (benzidene and related compounds). 

 
RADIATION:      Non-ionizing radiation includes electromagnetic waves (e.g., infrared, 

ultraviolet, microwave, laser, radar, radio frequency).  Ionizing radiation 
includes alpha, beta, and gamma rays; neutron particles, and X-rays. 

 
Sources:       Mining radioactive ores.  Also used in medicine, weapons, power plants, 

industry (e.g., high energy electrical equipment, lasers, microwaves, and 
radar). 

 
Health Effects:  Electromagnetic waves do not appear to harm the lungs unless the energy 

is sufficient to cause thermal burns.  However, it can cause eye damage.  
Ionizing radiation damages human tissue and can lead to various kinds of 
cancer, including lung cancer. 

 
BIOLOGICAL  
HAZARDS:  Bacteria, viruses, fungi, and rickettsial, chlamydial, and parasitic agents. 
 
Sources:      Health care facilities, child care facilities, poorly maintained ventilation 

systems, biological research laboratories, animal care and processing 
facilities. 

 
Health Effects: Depends on the type of hazard.  Can range in severity from minor allergies 

and respiratory infections to lethal nervous system disease and cancers. 
Vaccinations are available for some. 
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APPENDIX C.  OVERVIEW OF OCCUPATIONAL LUNG DISEASE 
 
A. Some of the Pulmonary Diseases that Show Obstructive Patterns 
 
Occupational Asthma 
Occupational asthma is caused by repeated exposure to certain airborne contaminants, which 
results in sensitization, leading to a chronic allergic response.  On subsequent exposures, the 
smooth muscles of the bronchial tubes go into a spasm and some of the smaller airways close 
down.  Excessive mucous is also produced, which further aggravates the problem by clogging 
small airways.  Coughing, difficulty breathing, and wheezing are common symptoms.  A wide 
variety of sensitizing agents can induce attacks.  These may occur in people who are essentially 
normal and who become sensitized, or in individuals with a prior history of allergies or 
childhood asthma.  (Certain agents, such as the diisocyanates, are such potent sensitizers and 
irritants that they cause respiratory reactions in most individuals.)  Workers can sometimes relate 
their asthmatic symptoms to a specific exposure, or at least to a specific part of the workplace.  
In many cases, however, the symptoms begin after the work shift and subside by the following 
morning. 
 
Reactive Airways Dysfunction Syndrome (RADS) 
Reactive Airways Dysfunction Syndrome mimics asthma, but is due to an irritant rather than an 
allergic stimulus.  Individuals with RADS will experience airflow obstruction at exposure levels 
much lower than would produce a response in non-affected individuals. 
 
One special case of RADS involves a heightened response to cold air.  It is known that 
asthmatics can have their attacks initiated by cold air.  Other individuals with no known history 
of asthma may develop bronchoconstriction and tightness and shortness of breath when exposed 
to cold air, either on the job or during exercise.  Removal from the exposure usually causes 
symptoms to subside within 1-2 hours. 
 
Emphysema 
Chronic exposure to irritant substances, most notably cigarette smoking, can cause emphysema.  
These exposures lead to the destruction of the elasticity of the smaller bronchi.  When pressure 
in the chest begins to increase upon exhalation, these bronchi may collapse, trapping air inside.  
As a result, the air sacs remain partially expanded.  Shortness of breath is a permanent problem 
and trying to breathe faster or more deeply only causes more air to become trapped inside.  The 
lungs frequently become distended, causing a barrel-chested appearance.  The disease is 
progressive and damage to the heart is a frequent side effect. 
 
Chronic Bronchitis 
Chronic bronchitis is caused by repeated infections and/or exposure to irritants such as fumes 
and dusts (including wood dusts and mineral fibers), oil aerosols, gases such as ozone and 
nitrogen dioxide, and smoke from cigarettes or exposure to fire (such as fire-fighting).  
Inflammation, swelling, and increased mucous production occur, fostering chronic bacterial 
infections in the mucous-plugged small airways.  Symptoms include shortness of breath and a 
persistent and productive cough. 
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B. Some of the Pulmonary Diseases that Show Restrictive Patterns 
 
Pneumoconioses 
The three major types of pneumoconioses in the United States are asbestosis, silicosis, and coal 
worker's pneumoconiosis (Black Lung Disease).  The pneumoconioses are some of the best-
known of the occupational lung diseases, yet for a long time the courts doubted their existence 
and refused to consider them as compensable illnesses.  Most causes of pneumoconioses are 
inorganic dusts or fibers, with particles less than 5 microns in size.  Particles of this size are 
called "respirable particulates."  Since these particulates are invisible, it is possible to be exposed 
without knowing it.  However, many of the heaviest exposures were accompanied by larger 
particulates so that the industries were recognizably "dusty". 
 
The pathology in the lung is fibrosis, a profusion of fibrous tissue between the alveoli which 
interferes with the normal expansion of the lungs.  The fibrosis can take two forms:  nodular and 
localized around the bronchi (peribronchial), (typical of silicosis), or interstitial (between the 
alveoli) and diffuse (typical of asbestosis).  With continued exposure, the fibrosis increases, 
leading to shortness of breath and a persistent cough, and, in late stages, heart failure.  
Pneumoconioses are almost exclusively occupational diseases and therefore are compensable. 
 
Hypersensitivity Pneumonitis 
Hypersensitivity Pneumonitis is also referred to as Extrinsic Allergic Alveolitis.  The disease 
occurs mainly in the alveoli and terminal bronchi in response to organic dusts associated with 
specific occupations.  In some cases the offending agents are fungi, such as in Farmer's lung and 
Bagassosis.  In other cases they are animal proteins (such as bird breeder's lung, and furrier's 
lung) or vegetable proteins (such as coffee worker's lung).  The workers develop an acute illness 
with cough and shortness of breath, usually without wheezing, but often accompanied by chills 
and fever.  The first occurrence may be mistaken for a "flu syndrome".  Once workers are 
sensitized, they may respond to very small doses of the allergen.  Fluid accumulates in the 
alveoli interfering with the oxygen diffusing capacity.  Termination of exposure allows the acute 
phase to resolve over a period of 1-2 weeks.  However, recurrent exposures may produce a 
chronic disease with interstitial fibrosis and severe shortness of breath.  
 
Granulomatous Disease 
Granulomas are inflammatory responses that occur as a reaction to infections (e.g., tuberculosis) 
or toxins.  Large inflammatory cells move in and begin to collect around the point of exposure. 
Later fibrous tissue migrates in and surrounds the site, producing a globular mass that can be 
seen under the microscope.  Berylliosis is the best known occupational example of this class of 
lung diseases.  
 
Other Health Conditions 
Several preexisting conditions can cause restrictive patterns.  These include pregnancy, obesity, 
anatomical abnormalities, and thoracic or abdominal surgery.  Although these conditions are not 
occupationally induced, they are mentioned here because their impact must be considered when 
reviewing spirometric results. 
C. Some of the Pulmonary Diseases that Show either Obstructive or Restrictive Patterns 
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Pneumonias 
Pneumonias may have a restrictive effect due to accumulation of fluid and inflammatory cells in 
the alveoli (much like alveolitis) or an obstructive effect due to accumulation of cells around the 
bronchi (bronchial pneumonia).  Pneumonias can arise as part of a toxic process, or more 
commonly through infections.  Occupational lung disease of infectious origin occurs primarily in 
health care workers, child care workers, and animal care workers.  The offending agents may be 
fungi, bacteria, viruses, or other microorganisms.  In many cases these diseases are accompanied 
by chills and fever. 
 
Pneumoconioses 
Although pneumoconioses are primarily restrictive diseases, in advanced cases the fibrous tissue 
may impinge on the bronchial tree causing obstructive symptoms as well. 
 
 
Occupational Lung Cancer 
Lung cancer is characterized by an enlarging mass of cells that grow uncontrollably.  Smoking is 
the single most important cause and has a synergistic effect with some occupational carcinogens. 
 Epidemiological studies have shown higher than normal rates of lung cancer for individuals 
exposed repeatedly to bis-chloromethyl ether, coal tar, pitch volatiles, mustard gas, arsenic, 
asbestos, radium, petroleum, chromates, and uranium.  Lung cancer is especially insidious 
because symptoms frequently do not appear until it is too late to intervene medically.  Depending 
on where the tumor(s) grows, in late stages it may cause obstructive or restrictive pattern 
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APPENDIX D.  RESPIRATORY SURVEILLANCE PROGRAMS 
 
Employment settings where workers use or are potentially exposed to pulmonary hazards should 
have a respiratory surveillance program.  Although lung diseases are not the most common 
occupational diseases, they are the most significant due to their severity.  The human and 
economic toll from occupational asthma, the pneumoconioses (asbestosis, black lung disease, 
silicosis, etc.), and occupational lung cancer is very large.  These diseases are significant causes 
of morbidity, disability, early retirement, and death.  Moreover, they are entirely preventable 
once their causes are recognized.  Therefore, recognition of the hazards associated with 
occupational lung disease and prevention of exposure must be a high priority. 
 
Ideally a respiratory surveillance program has four primary objectives: 
 
1. To reduce the human suffering and economic impact of occupational disease.  Prevention, 

early detection, and treatment are less expensive both to a company and to society than 
reduced productivity, worker's compensation payments, litigation, higher insurance 
premiums, and medical bills.   

 
2. To detect occupational and non-occupational lung diseases in their earliest stages when 

reduction of exposure is likely to be most effective.  For example, early detection and 
removal of the offending allergens reduces the chances of permanent damage for individuals 
with occupational asthma. 

 
3. To identify working conditions that are hazardous so that improvements in industrial hygiene 

can be made.  Ideally this should not be necessary.  However, occupational health is not an 
exact science.  As more is learned about the relationship between exposure and disease, it 
may be found that current standards are not adequate.  In addition, some individuals develop 
occupational lung disease at exposure levels below those considered safe. 

 
4. To establish baseline function for new employees and to identify job applicants with 

preexisting pulmonary damage so that they can be placed in positions that do not jeopardize 
their health.  For example, a job that requires using a respirator may not be appropriate for 
someone with emphysema (45). 

 
Spirometry plays an important role in a respiratory surveillance program.  It is portable, safe for 
both the subject and the technician, non-invasive, inexpensive, and reproducible.  With skilled 
and experienced staff, it is also relatively simple to perform.  However, as discussed earlier, 
spirometric test results must be evaluated in the context of other medical information to offset its 
limitations.  Respiratory surveillance programs should contain at least the following regularly 
scheduled components: 
 
1. A detailed health history, with emphasis on smoking patterns, previous lung disease, and 

current respiratory symptoms. 
2. A comprehensive employment history, with emphasis on potential occupational exposures to 

pulmonary hazards and respirator usage.  Information should also be sought on potential 
exposures from hobbies, recreational activities, and part-time employment. 
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3. A thorough physical examination, with emphasis on the chest. 
 
4. Chest radiographs (X-rays) where appropriate.  It is important to consult with radiologists 

who have had special training in reading chest x-rays for occupational diseases, such as B-
readers.  These are physicians trained and certified by NIOSH to read chest x-rays for 
evidence of pneumoconioses. 

 
5. Spirometry. 
 
A respiratory surveillance program should also interface with an industrial hygiene program that 
identifies and controls potential pulmonary hazards and oversees employee respirator training 
and fit testing activities. 
 
The frequency with which spirometry is used to monitor workers depends on the level of 
exposure and the severity of the potential impairment.  However, as with every medical test, one 
must have a clear reason for performing spirometry, and guidelines for interpreting the tests and 
applying the results. 
 
Medical surveillance itself must be used in conjunction with environmental monitoring and 
engineering controls to limit, if possible, the amount of exposure.  In this context, medical 
surveillance is really a quality control procedure, designed to detect whether excessive exposure 
is occurring despite the control procedures in place. 
 
After ruling out technical causes for low or declining pulmonary function, if abnormalities are 
detected or if a decline in pulmonary function compared with previous tests is detected, efforts 
must be made to identify the cause.  If the cause is a workplace exposure, then steps must be 
taken to reduce the exposure and prevent further damage to the individual's lungs.  It is unethical 
to use spirometry to detect workers with occupational pulmonary damage if no attempt is made 
to reduce their exposure or if the information is used as a reason for dismissal. 
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APPENDIX E.  APPENDIX D OF THE OSHA COTTON DUST STANDARD 
 
Appendix D of 29CFR1910.43 - Pulmonary Function Standards for Cotton Dust Standard 
 
The spirometric measurements of pulmonary function shall conform to the following minimum 
standards, and these standards are not intended to preclude additional testing or alternate 
methods which can be determined to be superior. 
 
I. Apparatus 
 

a. The instrument shall be accurate to within +50 milliliters or within +3 percent of reading, 
whichever is greater. 

 
b. The instrument should be capable of measuring vital capacity from 0 to 7 liters BTPS. 

 
c. The instrument shall have a low inertia and offer low resistance to airflow such that the 

resistance to airflow at 12 liters per second must be less than 1.5 cm H20/(liter/sec.). 
 

d. The zero time point for the purpose of timing the FEV1 shall be determined by 
extrapolating the steepest portion of the volume time curve back to the maximal 
inspiration volume (1, 2, 3, 4) or by an equivalent method. 

 
e. Instruments incorporating measurements of airflow to determine volume shall conform to 

the same volume accuracy stated in (a) of this section when presented with flow rates 
from at least 0 to 12 liters per second. 

 
f. The instrument or user of the instrument must have a means of correcting volumes to 

body temperature saturated with water vapor (BTPS) under conditions of varying 
ambient spirometer temperatures and barometric pressures. 

 
g. The instrument used shall provide a tracing or display of either flow versus volume or 

volume versus time during the entire forced expiration.  A tracing or display is necessary 
to determine whether the patient has performed the test properly.  The tracing must be 
stored and available for recall and must be of sufficient size that hand measurements may 
be made within requirement of paragraph (a) of this section.  If a paper record is made it 
must have a paper speed of at least 2 cm/sec and a volume sensitivity of at least 10.0 mm 
of chart per liter of volume. 

 
h. The instrument shall be capable of accumulating volume for a minimum of 10 seconds 

and shall not stop accumulating volume before (1) the volume change for a 0.5 second 
interval is less than 25 milliliters, or (2) the flow is less than 50 milliliters per second for 
a 0.5 second interval. 
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i. The forced vital capacity (FVC) and forced expiratory volume in 1 second (FEV1) 
measurements shall comply with the accuracy requirements stated in paragraph (a) of this 
section.  That is, they should be accurately measured to within +50 ml or within +3 
percent of reading, whichever is greater. 

 
j. The instrument must be capable of being calibrated in the field with respect to the FEV1 

and FVC.  This calibration of the FEV1 and FVC may be either directly or indirectly 
through volume and time base measurements.  The volume calibration source should 
provide a volume displacement of at least 2 liters and should be accurate to within +30 
milliliters. 

 
II. Technique for Measurement of Forced Vital Capacity Maneuver 
 

a. Use of a nose clip is recommended but not required.  The procedures shall be explained 
in simple terms to the patient who shall be instructed to loosen any tight clothing and 
stand in front of the apparatus.  The subject may sit, but care should be taken on repeat 
testing that the same position be used and, if possible, the same spirometer.  Particular 
attention shall be given to insure that the chin is slightly elevated with the neck slightly 
extended.  The patient shall be instructed to make a full inspiration from a normal 
breathing pattern and then blow into the apparatus, without interruption, as hard, fast, and 
completely as possible.  At least three forced expirations shall be carried out.  During the 
maneuvers, the patient shall be observed for compliance with instruction.  The 
expirations shall be checked visually for reproducibility from flow-volume or volume-
time tracings or displays.  The following efforts shall be judged unacceptable when the 
patient: 

 
1. has not reached full inspiration preceding the forced expiration. 

 
2. has not used maximal effort during the entire forced expiration. 

 
3. has not continued the expiration for at least 5 seconds or until an obvious plateau in 

the volume time curve has occurred. 
 

4. has coughed or closed his glottis. 
 

5. has an obstructed mouthpiece or a leak around the mouthpiece (obstruction due to 
tongue being placed in front of mouthpiece, false teeth falling in front of 
mouthpiece, etc.) 

 
6. has an unsatisfactory start of expiration, one characterized by excessive hesitation 

(or false starts), and therefore not allowing back extrapolation of time 0 
(extrapolated volume on the volume time tracing must be less than 10 percent of the 
FVC). 

 
7. has an excessive variability between the three acceptable curves.  The variation 

between the two largest FVCs and FEV1s of the three satisfactory tracings should 
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not exceed 10 percent or +100 milliliters, whichever is greater. 
b. Periodic and routine calibration of the instrument or method for recording FVC and FEV1 

should be performed using a syringe or other volume source of at least 2 liters. 
 
III. Interpretation of Spirogram 

a. The first step in evaluating a spirogram should be to determine whether or not the patient 
has performed the test properly or as described in II above.  From the three satisfactory 
tracings, the forced vital capacity (FVC) and forced expiratory volume in 1 second 
(FEV1) shall be measured and recorded.  The largest observed FVC and largest observed 
FEV1 shall be used in the analysis regardless of the curve(s) on which they occur. 

 
b. The following guidelines are recommended by NIOSH for the evaluation and 

management of workers exposed to cotton dust.  It is important to note that employees 
who show reductions in FEV1/FVC ratio below .75 or drops in Monday FEV1 of 5 
percent or greater on their initial screening exam, should be re-evaluated within a month 
of the first exam.  Those who show consistent decrease in lung function, as shown of the 
following table, should be managed as recommended. 

 
IV. Qualifications of Personnel Administering the Test 
Technicians who perform pulmonary function testing should have the basic knowledge required 
to produce meaningful results.  Training consisting of approximately 16 hours of formal 
instruction should cover the following areas.  Persons who successfully complete the course will 
be certified by OSHA or their designee. 

a. Basic physiology of the forced vital capacity maneuver and the determinants of airflow 
limitation with emphasis on the relation to reproducibility of results. 

 
b. Instrumentation requirements including calibration procedures, sources of error and their 

correction. 
 

c. Performance of the testing including subject coaching, recognition of improperly 
performed maneuvers and corrective actions. 

 
d. Data quality with emphasis on reproducibility. 

 
e. Actual use of the equipment under supervised conditions. 

 
f. Measurement of tracings and calculations of results. 

 
2. Part 1928 of Title 29 of the Code of Federal Regulations is hereby amended by adding a new 

paragraph (a)(5) to Section 1928.21 to read as follows: 
 

Section 1928.21  Applicable standards in 29 CFR Part 10. 
(a) * * * 
(5) Exposure to cotton dust in cotton gins - Section 1910.1046. 

 
(Secs. 6, 8, 84 Stat. 1593, 1599 (29 U.S.C. 655, 657); Secretary of Labor's Order 8-76 (41 FR 25059); 29 CFR Part 1911) 
[FR Doc. 78-17233 Filed 6-19-78; 11:53 am] 
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The first American Thoracic Society (ATS)  Statement on the Stan-
dardization of Spirometry’was published 15 yr ago and was based
on the Snowbird Workshop held in 1979 (1). This initial state-
ment was updated in March 1987 (2) after 8 yr of practical ex-
perience with the initial recommendations. The state of the art
of spirometry has continued to advance as a result of scientific
studies that have provided additional data relating to performance
of spirometry. The use of computers for spirometry measure-
ment has become even more commonplace. New statements by
the ATS (3) and the European Respiratory Society (4) also un-
derscore the need to update the ATS statement on spirometry.
This revision of the standards for spirometry reflects the changes
in clinical emphasis and in available technology since the 1987
ATS spirometry update (2) was published. The changes in clini-
cal emphasis and equipment include:

The strong emph&on  the use of portable peak flow meters
to monitor lung function in asthmatics by the National Heart,
Lung, and Blood Institute’s Asthma Education Program (5),
the International Asthma Management Project (a), the Brit-
ish Thoracic Society (7),  and others.

The corresponding development of many new model peak flow
monitoring devices, some purely mechanical and some elec-
tronic
A better understanding of the complexities of correcting spiro-
metric values to BTPS conditions.
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A greater appreciation of the importance of the technicians
and procedures in achieving good spirometric results.
An increased concern about the risk of transmission of infec-
tious diseases during pulmonary function testing.

We have responded to these changes by:
Separating the standards for laboratory or diagnostic spirom-
eters from those of devices designed to be used primarily as
monitors.
Adding BTPS testing to the testing of spirometers.
Adding a section on performance of slow vital capacity.
Strengthening and updating the procedural aspects of quality
control, including an appendix with sample spirograms.
Adding a section on hygiene and infection control.

A central goal of any guideline or standardization document._ . ._._. _
is to improve performance and thus decrease the variability of
laboratory testing. In 1979 (l),  and again in 1987 (2), the percep-
tion was that the major source of variability was instrumenta-
tion. More recently, instrumentation has improved to a point
where other sources of variability can be identified, in particu-
lar, procedural problems. In 1991, the ATS Statement on Lung
Function Testing: Selection of Reference Values and Interpreta-
tion Strategies (3) stated: “The largest single source of within-
subject variability is improper performance of the test.” More
recently, Enright and coworkers (8) have shown a positive im-
pact of an extensive quality control program on spirometric
results. As a consequence, there is an effort in the present state-
ment to address issues of test performance and quality control.

-Individuals in occupations with exposures to injurious substances
-Some routine physical examinations

To assess preoperative risk
To assess prognosis (lung transplant, etc.)
To assess health status before enrollment in strenuous physical activity

programs
Monitoring

To assess therapeutic interventions
-6ronchodilator  therapy
-Steroid treatment for asthma, interstitial lung disease, etc.
-Management of congestive hean failure
-Other (antibiotics in cystic fibrosis, etc.)

To describe the course of diseases affecting lung function
-Pulmonary diseases

Obstructive airways diseases
Interstitial lung diseases

-Cardiac diseases

.

The AT’S statements on standardization of spirometry have
had far-reaching effects on manufacturers and users of spirom-
eters. In some cases, manufacturers have used the document as
a minimum performance requirement document. We continue
to be concerned with this approach and encourage manufacturers
to seek excellence in design so that the state of the art for spirom-
eters will exceed ATS recommendations. Some research protocols.
will necessitate even more stringent requirements than stated here

Congestive heart failure
-Neuromuscular diseases

Cuillain-Barre Syndrome
To monitor persons in occupations with exposure to injurious agents
To monitor for adverse reactions to drugs with known pulmonary toxicity

Disability/Impairment Evaluations
To assess patients as part of a rehabilitation program

-Medical
-Industrial
-Vocational

Spirometry is a medical test that measures the volume of air
an individual inhales or exhales as a function of time Flow, or
the rate at which the volume is changing as a function of time,
may also be measured with spirometry. Spirometry, like the mea-
surement of blood pressure, is a useful screen of general health.
Like the simple measurement of blood pressure, it does not suf-
fice in certain situations where more extensive testing is warranted.
Spirometric results correlate well with morbidity and life expec-
tancy. Spirometry is used to affect decisions about individual pa-
tients, including the nature of the defect, its severity, and the re-
sponse to therapy. Table 1 lists some of the potential indications
for spirometry.

To assess risks as part of an insurance evaluation
To assess individuals for legal reasons

-Social Security or other government compensation programs
-Personal injury lawsuits
-Others

Public Health
Epidemiologic surveys

-Comparison of health status of populations living in different
environments

-Validation of subjective complaints in occupational/environmental
settings

Derivation of reference equations

l Adapted from reference 9.

Results from tests based on spirometric maneuvers can have
an important effect on a person’s lifestyle, standard of living,
and future treatment (10). Similarly, accurate and precise spirom-
eters are required for epidemiologic studies. Rates of improve-
ment or deterioration of pulmonary function measured in rela-
tion to environmental exposures and/or personal characteristics
may be erroneous if inaccurate spirometers are used or less sen-
sitive if imprecise spirometers are used (11).

Maximizing the clinical usefulness of spirometry depends on
a number of steps, ranging from equipment selection to interpre-
tation, and ultimately involves clinical assessment. Figure 1 is
a flow diagram of these steps.

The first step is establishing equipment performance criteria.
The Snowbird Workshop (l), 1987 Update (2), and this update
give recommendations for equipment used for spirometry.

forming the validation testing are outlined later in this statement.
The ATS makes equipment recommendations but does not act
as a certifying agency to verify compliance with these standards.
Spirometer users should carefully select equipment that meets
the ATS recommendations to assure that spirometry testing can
be done accurately. Before purchasing a spirometer, it is wise to:
(I) ask the manufacturer to provide summary data that demon-
strates that the device being considered meets or exceeds ATS
recommendations, or (2) review results of spirometry testing from
independent testing laboratories. This statement does not man-
date testing by an independent laboratory. There are many cali-
brated computer-driven syringes available. When an independent
laboratory is not used, manufacturers should make the testing
protocol, the raw data, and the summary data available to poten-
tial customers for their review..

The second step in the process involves validation that the Even after spirometers have been found to meet ATS recom-
spirometer design meets the minimum recommendations through mendations, they (like other mechanical, electrical, or computer
the testing of a representative device. Detailed methods for per- equipment) must be routinely checked for performance quality.

TABLE 1

INDICATIONS FOR SPIROMETRY’

Diagnostic
To evaluate symptoms, signs, or abnormal laboratory tests

-Symptoms: dyspnea, wheezing, orthopnea, cough, phlegm production,
chest pain

-Signs: diminished breath sounds, overinflation, expiratory slowing,
cyanosis, chest deformity, unexplained crackles

-Abnormal laboratory tests: hypoxemia, hypercapnia, polycythemia,
abnormal chest radiographs

To measure the effect of disease on pulmonary function
To screen individuals at risk of having pulmonary diseases

-Smokers
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Figure 1. Spirometry standardization steps.
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Recommendations for spirometer quality control have been de-
veloped by the ATS and are summarized in this statement.

Spirometry is an effort-dependent maneuver that requires un-
derstanding, coordination, and cooperation by the patient-sub-
ject, who must be carefully instructed. Thus, procedural recom-
mendations are important components of testing. Part of the
recommendation is to obtain a sufficient number of maneuvers
of adequate quality and then determine if these acceptable maneu-
vers are reproducible, implying that maximal effort has been
achieved. Once spirometry maneuvers have been performed, data
are either measured by hand or computer. Measurement proce-
dures are included in this article to help assure that uniform
methods are used and comparable results are obtained. These
recommendations include considerations such as using “back ex-
trapolation” for determining the “start-of-test” time (zero point)
for measures such as FEV,  and the criteria to determine the end
of the expiratory maneuver. Instruments that provide feedback
to the technician in the form of checks on the adequacy of the
data are clearly desirable.

The interactions between technicians and subjects are crucial
to obtaining adequate spirometry, since it is such an effort-
dependent maneuver. Technicians must be trained and must main-
tain a high level of proficiency to assure optimal results.

The spirogram tracing must be carefully scrutinized for qual-
ity. Recommendations about quality, acceptability, and reprodu-
cibility of test results are presented, as well as examples of unac-
ceptable maneuvers (see APPENDIX  A). After adequate results
are obtained, they are usually compared with reference values
to make an assessment (interpretation) of the results. The ATS
1991 Statement on Lung Function Testing: Selection of Refer-
ence Values and Interpretative Strategies provides guidelines for
selecting reference values and interpreting the results. Clinical
assessment should be an integral part of spirometry. Results ob-
tained from spirometry are only one part of the much more com-
plex patient-care relationship or research study analysis. It is the
responsibility of the laboratory director to provide adequate qual-
ity control procedures to assure that an attempt to meet these
recommendations and criteria has been made

In both the original ATS statement on spirometry and the 1987
update, a rationale was provided for each recommendation. Since
many of these recommendations and their rationales have not
changed since the original statements, the reader is referred to
the 1987 update (2) for the rationales concerning less controver-
sial recommendations.

DEFINITIONS

All terms and abbreviations used here are based on a report of
the American College of Chest Physicians (ACCP)-ATS  Joint
Committee on Pulmonary Nomenclature (12).

Accuracy and precision are important terms in equipment
recommendations and warrant some definition. Accuracy error
is the systematic difference between the “true” and the measured
value The accuracy of a spirometer system depends on a num-
ber of factors, including linearity and frequency response of the
system or processor, sensitivity to environmental conditions, cal-
ibration, and adequacy of correction factors. Its precision de-
pends on the signal/noise ratio and on the resolution (i.e, the
minimal detectable volume or flow). Precision error, usually
denoted reproducibility, is the numerical difference between suc-
cessive measurements (4). For example, if a volume spirometer’s
pen is not on zero but at 1. L, all volumes read directly from the
graph would be overread by 1 L. The accuracy error would be
1 L, since the measured volume would read 3 L when the true
volume is 2 L. However, the precision of the spirometer would
remain unchanged, as the spirometer would consistently read 3

L each time 2 L is injected into the spirometer. For some appli-
cations, eg., peak expiratory flow (PEF) monitoring, precision
is more important than accuracy.

In several sections of this document, the terms “open circuit”
and “closed circuit” technique are used. The term “open circuit”
spirometry refers to the method of conducting spirometry where
the subject takes a full inspiration before inserting the mouth-
piece to perform the test. In this approach, the subject does not
inhale from the spirometer or potentially contaminated flow sen-
sor. The term “closed circuit” spirometry refers to the method
of conducting spirometry where the subject is attached to the
mouthpiece before the inspiration is begun, and often several
tidal breaths are obtained. In this approach, the subject does in-
hale from the spirometer. There are advantages and disadvan-
tages to both of these approaches and both are recommended
procedures. For example, an advantage of the closed circuit tech-
nique is that it allows measurement of expiratory reserve volume
(ERV), tidal volume (TV), and inspiratory flows.

Previous recommendations (1,2) treated all spirometers alike
whether used for clinical, diagnostic, or epidemiologic purposes.
However, a new class of device has been added for monitoring
purposes. Monitoring devices (portable peak flow meters, etc.)
have separate recommendations from diagnostic spirometers for
the recorder/display requirements as well as the accuracy require-
ments. In addition, precision requirements have been added for
monitoring devices. Recommendations concerning monitoring
devices are identified in this statement by the notation, ‘Monitor-
ing.” We do nol recommend the use of monitoring devices for
diagnostic purposes in the traditional diagnostic setting where
one is comparing a measured value with a reference value. In
this setting, monitoring instruments are likely to be inadequate
because: (I) they may be less accurate than diagnostic instru-
ments; (2) they usually cannot be calibrated or checked to assure
their performance; (3) their graphical displays may be missing
or inadequate to allow proper evaluation of the subject’s effort
and overall test quality; and (4) current PEF standards of .f 10%
allow models of instruments to vary by up to 20%, adding vari-
ability to reference values derived when a monitoring instrument
is used. However, monitoring instruments may be useful in di-
agnosing excessive variability in spirometric parameters because
they tend to have excellent precision.

EQUIPMENT RECOMMENDATIONS

Accurate results require accurate equipment. Spirometer equip-
ment recommendations apply to all diagnostic spirometers
whether used for clinical or epidemiologic purposes. Instrumen-
tation recommendations should be followed to provide accurate
spirometric data and information that are comparable from lab-
oratory to laboratory and from one time period to another (1).
The accuracy of a spirometry system depends on the resolution
(i.e. the minimal detectable volume or flow) and linearity of the
entire system, from volume or flow transducer to recorder, dis-
play, or processor. Errors at any step in the process can affect
the accuracy of the results. For example, if the BTPS correction
factor is in error, an accurate, uncorrected FVC will be corrupted
when the factor is applied.

Recommendations are first provided for diagnostic spirome-
ters, followed by recommendations for monitoring devices un-
der the subheading, “Monitoring.” For example, the equipment
recommendations for diagnostic spirometry are summarized in
Table 2 and for monitoring devices in Table 3. Spirometers are
not required to measure all the following parameters but must
meet the recommendations for those parameters that are mea-
sured. Accuracy and precision recommendations apply over the
entire volume range of the instrument.
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TABLE 2

MINIMAL RECOMMENDATIONS FOR DlAGNOmC  SPIROMETRY’

Test
Range/Accuracy

W=)

Flow Range Time Resistance and

(Us) 6) Back Pressure Test Signal

vc

FVC

FE&

Time zero

PEF

FEFzs-75%

V

MW

D.5 to 8 L f 3% of reading or * 0.050 L
whichever is greater

0.5 to 8 L f 3% of reading or i O.OSO  I_
whichever is greater

0.5 to 8 L i 3% of reading or f 0.050 L,
whichever is greater

The time point from which all FEVt
measurements are taken

Accuracy: f 10% of reading or f 0.400 Us,
whichever is greater

Precision: f 5% of reading or f 0.200 Us,
whichever is greater

7.0 Us f 5% of reading or i 0.200 Us,
whichever is greater

f 14 Us f 5% of reading or f 0.200 Us,
whichever is greater

250 Umin at TV of 2 L within f 10% of
reading or f 15 Umin, whichever is greater

zero  to 14

zero to 14

zero to 14

zero to 14

f 14

zero to 14

f 14
i3%

30

15 Less than 1.5
cm H20/Us

1 Less than 1.5
cm H2OlUs

Back extra-
polation

Same as FEVt

15 Same as FEVl

15 Same as FEVt (

12 Pressure less
to 15 than f 10 cm

Hz0 at 2-L TV
at 2.0 Hz

3-L Cal Syringe

2 4  s t a n d a r d
waveforms

3-L Cal Syringe
24 standard

waveforms

26 flow standard
waveforms

24 standard
waveforms

Proof from
manufacturer

Sine wave pump

l Unless specifically stated, precision requirements are the same as the accuracy requirements.

Recommendation: vital  Capacity (VC)

v c = The maximal volume of air exhaled from the point of
maximal inhalation or the maximal volume of air inhaled from
a point of maximal exhalation can be measured with a slow ex-
halation or inhalation, respectively. This was previously called
the “slow” vital capacity and has been better described as the
“relaxed vital capacity” (13). The VC is expressed in liters (BTPS).

BTPS is body conditions: normal body temperature (37” C), am-
bient pressure, saturated with water vapor. When the rebreath-
ing technique is used, an oxygen supply may be provided and
carbon dioxide absorbed to account for oxygen consumption and
the production of carbon dioxide In this case, the oxygen sup-

ply must account for the total oxygen consumed, maintaining
the volume constant at functional residual capacity. If this is not
done properly, an incorrect VC could be obtained. Because of
this potential error, the rebreathing technique with the absorp-
tion of carbon dioxide is discouraged as a technique when only
VC is to be measured.

Rationale. In some subjects, a slow or relaxed vital capacity
provides a more accurate determination of the vital capacity than
those obtained with a forced exhalation. Forced expiratory vol-
umes are usually lower than those obtained with a slow exhala-
tion in subjects with airways obstruction and in older subjects.
With severe airways obstruction, VC values may be larger than
FVC values by as much as 1 L.

Requirement

TABLE 3

MINIMAL RECOMMENDATIONS FOR MONITORING DEVICES

FVC & FE& PEF
(BTps) (SrF-5)

Range

Accuracy

Precision

Linearity
Graduations

Resolution

Resistance

Minimal detectable
volume

Test Signal

High: 0.50 to 8 L
/ Low: 0.5 to 6 L
f 5% of reading or f 0.100 I.,

whichever is greater
f 3% of reading or f 0.050 I.

whichever is greater

Within 3% over range
Constant over entire range
High: 0.100 L
Low: 0.050 L
High: 0.050 L
Low: 0.025 L
Less than 2.5 cm HRO/Us,  from

zero to 14 Us

0.030, L
24 standard volume-time.

waveforms

High: 100 Umin to a 700 Umin but < 850 Umin
Low: 60 Umin to 3 275 Umin but < 400 Umin
f 10% of reading or f 20 Umin,  whichever is greater

Intradevice: 6 5% of reading or < 10 Umin,
whichever is greater

Interdevice: < 10% of reading or < 20 Umin,
whichever is greater

Within 5% over range
Constant over entire range
High: 20 Umin
Low: 10 Umin
High: 10 Umin
Low: 5 Umin
Less than 2.5 cm HRO/Us,  from zero to 14 Us

M-standard flow-time waveforms

High = high  range and low = low range devices.
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Figure 2. Typical subject waveform of a volume-time spirogram il-
lustrating back extrapolation to determine “time  zero.” Extrapolated
volume = Vext.

For measurements of VC, the spirometer must be capable of
accumulating volume for (it feast 30 s. Spirometers must be capa-
ble of measuring volumes of at least 8 L (BTPS) with flows be-
tween zero and 14 L/s  with a volume accuracy of at least f 3%
of reading or rt 0.050 L, whichever is greater.

Recommendation: Forced Vital Capacity (WC)

FVC = Maximal volume of air exhaled with maximally forced
effort from a position of maximal inspiration, i.e, vital capacity
performed with a maximally forced expiratory effort, expressed
in liters (BPS).

The diagnostic spirometer must be capable of measuring
volumes up to a? feast 8 L (BTPS) with an accuracy of a? least
+ 3% of reading or & 0.050 L, whichever is greater, with flows
between zero and 14 L/s.  The 8-L range requirement applies to
newly mqufactured instruments; existing spirometers with a 7-L
range may continue to be used. The spirometer must be capable
of accumulating volume for at least 15 s, although longer times
are recommended. .

Monitoring. Monitoring devices must be capable of measur-
ing volumes up to at least 8 L (BTPS)  with an accuracy of at least
& 5% of reading or f 0.100 L, whichever is greater, with flows
between zero and 14 L/s.  The precision of the monitoring devices
must be at least  k 3% of reading or f 0.050 L, whichever is
greater. The device must be capable of accumulating volume,for
at least 15 s.

Recommendation: Timed Forced Expiratory Volume (FE&)

FEV, = The volume of air exhaled in the specified time during
the performance of the FVC, e.g., FEV, for the volume of air
exhaled during the first second of FVC, expressed in liters (BTPS).

Measuring FEV, requires a spirometer capable of measuring
volumes of at feast 8 L. The spirometer must measure FEV,
within an accuracy of al least f 3% of reading or f 0.050 L,
whichever is greater, with flows between zero and 14 L/s. The
start-of-test for purposes of timing must be determined by the
back extrapolation method (1, 14, 15) or a method shown to be
equivalent (Figure 2). For manual measurements, the back ex-
trapolation method traces back from the steepest slope on the
volume-time curve (Figure 2) (15, 16). For computer methods
of back extrapolation, we recommend using the largest slope aver-

aged over an 80-ms  period (17). The total resistance to airflow
at 14.0 L/s must be less than 1.5 cm H,O/L/s.  The total resis-
tance must be measured including any tubing, valves, pre-filter,
etc., that may be inserted between the subject and the spirome-
ter. Since some devices may exhibit changes in resistance due to
water vapor condensation, resistance requirements must be met
under BTPS conditions when up to eight successive FVC maneu-
vers are performed in a IO-min period.

Monitoring. The monitoring device must be capable of meas-
uring FEV, up to at feast 8 L (BTPS) with an accuracy of at least
& 5% of reading or & 0.100 L, whichever is greater, with flows
between zero and 14 L/s. The precision of the monitoring devices
for FEV, must be at least rt 3% of reading or 2 0.050 L,
whichever is greater. Resistance should be less than 2.5 cm
H,O/L/s  and the start-of-test requirement is the same as for di-
agnostic spirometry.

Recommendation: PEF

PEF = Largest expiratory flow achieved with a maximally forced
effort from a position of maximal inspiration, expressed in
liters/second (BTPS).

Measuring PEF requires an instrument that has a frequency
response that is flat (+ 5%) up to 12 Hz. The instrument must
measure PEF within an accuracy of f 10% of reading or + 0.300
L/s,  whichever is greater. Intra-instrument precision must be less
than 5% of reading or 0.150 L/s,  whichever is greater. Inrerdevice
precision must be less than 10% or 0.300 L/s,  whichever is greater.

The following or an equivalent method can be used in the de-
termination of FEF, or PEF for volume-time curvt+s.  How-
ever, the method used to derive PEF may depend on the measur-
ing instrument (18),  and the final determination of compliance
should be determined through testing using the standard wave-
forms (26 flow-time waveforms, APPENDIX  D), with PEF derived
from the flow-time waveform flable  Dl, column 2).

Determination of PEF can be performed from the volume-
time data by using a parabolic curve-fitting algorithm, which
smooths the data using a least squares parabolic fit to a 40- or
80-ms  segment (np = 2 or 4) of the volume-time curve, or:

5 j-vol(n  + j)
f low(n)  = j= -np

2.h. 5 j.j

PEF = Max (flow) ‘,

j=l

where flow = an array of flow values from start to end of test;
n = index of current flow data point (n = [np + 1] to index
value of end of test); vol = an array of volume values; j = an
index value as indicated in the equation; h = the time between
samples (0.01 s in this example); np = the number of data points
(for a 40-ms segment, np = 2 and for an 80-ms  segment, np =
4); and PEF is the maximum value observed in the array flow.

Rationale. Using the 26 flow-time waveforms to define PEF
is a change from the ATS  1987 Update. The PEFs  for the 24 stan-
dard volume-time waveforms and the FEF,, described in the
1987 ATS Spirometry Update used the above algorithm with an
80-ms interval. Manufacturers, through the use of mechanical
simulators and the 24 standard volume-time waveforms, have
been implementing this or equivalent methods through their at-
tempts to derive PEFs  similar to those defined by the 24 stan-
dard volume-time waveforms.

In addition, the National Asthma Education Program (NAEP)
(5) has adopted ATS  standard volume-time waveform number
24 as their standard for portable PEF meters. Hankinson and
Crap0  (18) have shown that reducing the time interval in the above
equation from 80 to 40 ms results in as much as an 8% higher
PEF for two of the 24 standard volume-time waveforms and a
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5% higher PEF value for waveform number 24. Regardless of
this apparent change, PEF is a flow parameter and therefore
should be defined based on a flow-time waveform rather than
a volume-time waveform (i.c, waveform number 24). The final
determination of compliance should be determined through test-
ing using the standard 26 flow-time waveforms (APPENDIX D)
and the PEF derived from the flow-time curve (Table Dl, column
2). This approach allows all of an instrument’s characteristics
to be considered, rather than only the PEF computational al-
gorithm. Because PEF is more variable than FVC and FEV, and
because of the confusion surrounding PEF definition, a rela-
tively large +- 10% accuracy requirement was allowed.

Recommendation (Monitoring): PEF

PEF = Largest expiratory flow achieved with a maximally forced
effort from a position of maximal inspiration, expressed in
liters/minute (BTPs).

Monitoring PEF also requires an instrument that has a fre-
quency response that is flat (2 5%) up to 12 Hz and a resistance
less than 2.5 cm H20/L/s  with flows up to 14 L/s.  The instru-
ment must measure PEF within an accuracy of + 10% of read-
ing or f 20 L/min, whichever is greater, with PEFs  between 60
to 400 L/min for children and from 100 to 850 L/min for adults.
The lower limit range of the instrument must be less than or equal
to 60 L/min  for children and 100 L/min for adults. The upper
limit range must be greater than or equal to 275 L/min  but less
than 400/L  min for children and greater than’or equal to 700
L/min but less than 850 L/min for adults. If manual reading
of the instrument is used, the reader must be able to resolve at
least 5 L/min for low range (children) and 10 L/min for high
range (adults) (marked PEF intervals [graduations] no greater
than 10 L/min for low range and 20 L/min for high range). intra-
instrument precision must be less than or equal to 5% of read-
ing or 10 L/min, whichever is greater. Interdevice precision must
be less than 10% or 20 L/min, whichever is greater. Data on
the instrument’s life span and durability must be provided
by the manufacturer, specified as the typical life span over which
the instrument will satisfy the requirements of this section.

In addition to the above requirements, PEF measuring devices
must also provide a method of reporting values at BTPS.  For port-
able PEF meters, BPS correction may be accomplished by limit-
ing the environmental operational range for the instrument in
terms of barometric pressure (altitude) and ambient tempera-
ture. Portable PEF meters must meet the accuracy and precision
requirements above, given the range of environmental conditions
encounteredwith  typh4use.A  10% accuracyrequirement,higher
than the 5% for other flows, is recommended to allow for poten-
tial BPS correction complications associated with PEF measure-
ments. Besides providing a method of correcting PEF values to
BTPS, the instrument’s manufacturer must also provide a correc-
tion for the effects of altitude or other environmental conditions
as appropriate.

A package insert must be provided with each portable PEF
meter containing at feast: (I) clear instructions (with illustrations)
for use of the instrument in simple terms that are understood
by the general public; (2) instructions concerning maintenance
of the instrument and methods to recognize when it is malfunc-
tioning; and (3) appropriate actions to be taken when PEF read-
ings change appreciably (i.e., whom to contact).

Rationale. Concerning the requirement of a flat frequency re-
sponse up to 12 Hz, Lemen and coworkers (19) have shown that
the mean highest frequency (HF) with significant amplitude con-
tent was 5.06 Hz in healthy individuals and 6.4 Hz in patients
and smokers. They concluded that flow measuring devices should
have a frequency response that is flat up to 12 Hz. Peslin and
coworkers (20) found a slightly higher HF of about 10 Hz in
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healthy males and 7.5 Hz in female subjects. In addition, cur-
rent mechanical waveform-generating equipment generally can-
not accurately produce waveforms with frequency content above
12 Hz. The accuracy recommendation is less stringent for PEF
than for the FVC and FEV, (10% versus 5%) because of the
higher within- and between-subject variabilities associated with
PEF measurements and because of testing instrument limitations.
The PEF instrument precision and intra-instrument variability
recommendations are lower (5%) than the accuracy and inter-
instrument variability requirements (10%) because of the need
for low instrument variability in the routine use of PEF meters
for serial measurements. In addition, several studies have shown
PEF meters to be much more precise than accurate (21-23). These
recommendations are also similar to those of the NAEP (5). The
range recommendations are made with the understanding that
PEF measurements are often made using portable PEF meters.
With these meters, reading resolution (number of graduations)
must be balanced against the range of the meter (upper and lower
meter limits). Therefore, different instrument ranges for children
and adults are appropriate. The range recommendations for chil-
dren are not intended to preclude the use of an instrument with
adult ranges if the instrument meets the resolution requirements
(ease of reading) for children.

An instrument’s life span and durability are difficult to de-
termine and will be specific to an instrument. However, porta-
ble peak flowmeters are often used for extended periods of time.
Therefore, the instrument manufacturer must provide informa-
tion on the typical life span of their instrument as well as clean-
ing and other maintenance instructions. The package insert re-
quirements recommended by the NAEP (5) are similar to those
recommended in this statement.

Recommendation: FEF25_75%

FEFs-,w = Mean forced expiratory flow during the middle
half of the FVC. Formerly called the maximal mid-expiratory
flow (MMEF), expressed in liters/second (BTPS).

The FEF,s-,s, must be measured with an accuracy of at feast
+ 5% of reading or rtr 0.200 L/s,  whichever is greater, over a
range of up to 7 L/s.  The FEF,,-,,, must be measured on a sys-
tem that meets diagnostic FVC recommendations.

Recommendation: Flow ($)

9 = Instantaneous forced expiratory flow (except for PEF),  .ex-
pressed in liters/second (BTPS).

Flow may be measured electronically or manually from a
flow-volume display with adequate size for hand measuring.
Where flow-volume loops or other uses of flow are made, with
flow in the range of -14 to 14 L/s, the flow must be measurable
to within 2 5% of reading or f 0.200 L/s, whichever is greater.

Recommendation: Forced Expiratory Time (FET%)

FET% = Time from the back-extrapolated “time zero” until a
specified percentage of a maneuver’s FVC is exhaled, expressed
in seconds. For example, FET95% would be the time required
to reach 95% of a maneuver’s FVC. See APPENDIX  A for FET%
examples. FETlOO% would be defined as the time required to
reach the FVC or the time at which the volume was observed
to be at its highest level. For maneuver quality assessment pur-
poses, the reporting of the FET99%  (24) or FETlOO%  is encour-
aged but not mandated. Also, the FET25-75%  (mid-expiratory
time) may be a useful indicator of diminished flow when VC is
decreased and may be less dependent on body or lung size than
other flow parameters (25).

Recommendation: Forced lnspiratory Vital Capacity Maneuvers

These maneuvers are inspiratory vital capacity maneuvers per-
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formed with maximally forced effort from a position of maxi-
mal expiration to a position of maximal inspiration. Roth volume
and flow parameters are measured, which roughly correspond
(except for direction) to those from the FVC maneuver. Volume
measurements are expressed in liters (BUS),  flow measurements
in liters/second (BPS).

Rationale. Forced inspiratory maneuvers are useful in diag-
nosing and monitoring upper airway obstruction. They are usu-
ally performed either preceding or following the FVC maneuver
but may be performed separately. Elderly or ill patients often
have difficulty performing forced inspiratory and expiratory
maneuvers as part of the same effort. Forced inspiratory maneu-
vers require the use of one of the closed circuit techniques.

For measurements of forced inspiratory spirometric param-
eters diagnostic spirometers must meet the corresponding range,
accuracy, and precision recommendations specified for diagnostic
spirometry systems (Table 2).

Recommendation: Maximal Voluntary Ventilation (MW)

MVV = The volume of air exhaled in a specified period during
repetitive maximal respiratory efforts, expressed in liters/minute
(Bl3’S).

When a spirometer is used for measuring MVV, it must have
an amplitude-frequency response that is flat within f 10% from
zero to 4 Hz at flow rates of up to 12 L/s over the volume range.
The time for exhaled volume integration or recording must be
no less than 12 s nor more than 15 s (26). The indicated time
must be accurate to within + 3%. The MVV must be measured
with an accuracy of f 10% of reading or f 15 L/min, whichever
is greater.

General Background: Spirometry Recorders/Displays

Paper records or graphic displays of spirometry signals are re-
quired and are used for:

Diagnostic function-when waveforms are to be used for qual-
ity control or review of the forced expiratory maneuver to de-
termine if the maneuver was performed properly, so that un-
acceptable maneuvers can be eliminated.
Validation function-when waveforms are to be used to vali-
date the spirometer system hardware and software for accuracy
and reliability through the use of manual measurements (for
example, measurement of FEV, using back extrapolation by
comparing computer- and manually determined FEV,).
Manual measurement function-when waveforms are to be
manually measured for spirometric parameters (FVC, FEVI,
etc) in the absence or failure of a computer.

With the continued advances in computer technology, there
are many different ways to display and record spirometric wave-
forms. The committee continues to encourage use of computer
technology.

Paper recorder requirements are the same regardless of the
purpose, diagnostic, validation, or manual measurement. If no
paper recorder or printer is available, then proof of validation
of the accuracy and stability of the spirometer by an indepen-
dent laboratory must be provided by the manufacturer. For these
computer methods, any new software releases must also be vali-
dated.

Recommendation: Displai  of VC Maneuver

Either “open” or “closed” circuit technique may be used to mea-
sure the VC maneuver. Although the open circuit technique may
be preferred because of hygiene concerns, this technique does
not allow the monitoring (display) of the inhalation to TLC and
therefore is less than optimum. Regardless of whether the open

-
or closed circuit technique is used, a display of the entire VC
maneuver must be provided. The maximal expiratory volume
must be assessed to determine whether the subject has obtained
a plateau in the expiratory effort. Subjects with airways obstruc-
tion usually exhibit different shaped curves at the end of their
expiratory maneuver-a slope showing the nonhomogeneous
emptying of lung units. Some patients with severe airways ob-
struction are not able to return to the level of FRC due to gas
trapping (see APPENDIX A, VC maneuvers). In addition, impor-
tant differences between inspiratory (IVC) and expiratory (EVC)
maneuvers may be observed in patients with airways obstruc-
tion (27). For systems using a closed circuit with carbon dioxide
absorption, a’volume-time display is needed to verify baseline
end-expiratory level (functional residual capacity or FRC). The
graph should indicate the starting volume to evaluate the correct
positioning of FRC.

Recommendation: Display of NC Maneuver

Displays using flow versus volume instead of volume versus time
expand the initial portions (first l-2 .s) of the forced vital capac-
ity maneuver. Since this portion of the maneuver, particularly
the peak expiratory flow, is correlated with the pleural pressure
during the maneuver, the flow-volume display is useful to assess
the magnitude of effort during the initial portions of the ma-
neuver. Overlaying a series of flow-volume curves registered at
apparent TLC (maximal inhalation, which may not be true TLC)
is helpful in detecting a submaximal effort that may result in
a large though nonreproducible FEV, as a consequence of nega-
tive effort dependence (28).

Unlike the flow-volume curve display, display of the FVC ma-
neuver as a volume-time graph expands the terminal portions
of the maneuver. Therefore, the volume-time display is useful
in assessing the duration of effort and whether a plateau is
achieved. Where spirometry may need to be reviewed by inde-
pendent agencies, a volume-time tracing of sufficient size allows
independent measurement and calculation of parameters from
the FVC maneuvers. Overlaying a series of volume-time curves
aligned at back-extrapolated time zero or flow-volume curves
aligned at TLC is useful in evaluating reproducibility and sub-
maximal efforts. For optimal quality control, both flow-volume
and volume-time displays are useful and strongly encouraged.
See APPENDIX  A for illustrations of volume-time and flow-vol-
ume displays.

Recommendation: VC and NC Maneuver Volume
and Time Scales

Volume scale: When a volume-time curve is plotted or displayed,
the volume scale must be at least: 10 mm/L (BTPS).

Time scale:  at least 2 cm/s; larger time scales are preferred
(at least 3 cm/s) when manual measurements are to be made (1,
29,30). When the volume-time plot is used in conjunction with
a flow-volume curve (both display methods are provided for in-
terpretations and no hand-measurements are performed), the time
scale requirement is reduced to 1 cm/s from the usually required
minimum of 2 cm/s. This exception is allowed because, in these
circumstances, the flow-volume curve can provide the means for
quality assessment during the initial portion of the FVC maneu-
ver. The volume-time curve can be used to evaluate the terminal
portion of the FVC maneuver, and the time scale is less critical.
For display of the slow VC, the volume scale may also be reduced
to 1 cm/L and the time scale to 0.5 cm/s.

Recommendation: Flow-Volume Curves

When a flow-volume curve is plotted or displayed, exhaled flow
must be plotted upwards and exhaled volume towards the right.
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TABLE 4

MINIMUM REQUIRED SCALE FACTORS FOR TIME,
VOLUME, AND FLOW GRAPHICS

Parameter
Resolution
Required Scale Factor

Volume 0.025 L 10 mm/L
Flow 0.100 us 5 mm/Us
Time 0.20 s 2 cm/s

A 2:l ratio must be maintained between the flow and volume
scales, e.g., 2 L/s of flow and 1 L of exhaled volume must be
the same distance on their respective axes. The flow and volume
scales must be at least as shown in Table 4.

Rationale. It was the committee’s unanimous opinion that the
previous diagnostic recorder requirements of 5 mm/L and 1 cm/s
have proven inadequate for judging the quality of an expiratory
effort, eg., terminal events are not detectable (APPENDIX A). For
certain applications (for example, for disability determination
and legal cases), diagnostic size displays are clearly not adequate
(26, 30). The U.S. Cotton Dust standard requires “. . . tracings
must be stored and available. for recall and must be of sufficient
size that manual measurements may be made . . .” (31). Also,
users will customarily not be able to verify accuracy and stabil-
ity of spirometers by themselves in the absence of an adequate
paper recording.

Recommendation: .Correction  to BTK

This statement recommends that diagnostic spirometric studies
not be conducted with ambient temperatures less than 17” C or
more than 40” C. In part, the rationale for this recommendation
is based on problems with finite cooling times of gases in volume-
type spirometers (32-34) and the problems of estimating BTPS
correction factors for flow devices (35-37). When a subject per-
forms.an FVC maneuver, the air leaving the lungs and entering
the spirometer is at approximately 33 to 35” C (38, 39) and is
saturated with water vapor. Most volume-type spirometers as-
sume instantaneous cooling of the air as it enters the spirometer.
However, this is not always the case, and an error in FEV, can
occur due to the incorrect assumption of instantaneous cooling
of the air. For capillary and screen pneumotachometers, the gain
is dependent on gas viscosity and increases with increasing tem-
perature. Therefore, a different correction factor is needed be-
tween patients and a calibrating syringe and between inspiratory
and expiratory maneuvers. In addition, the assumption is usu-
ally made that no cooling of the air occurs as the air passes
through the flow sensor. This may not be the case, particularly
with unheated flow sensors (35). If the expired gas is assumed
to be BTPS, an error of about 1% will result. The error will in-
crease if the flow sensor is located further from the mouth and
more cooling occurs. In addition, water condensation within or
on the surface of a flow sensor may alter its calibration. Depend-
ing on environmental temperature, the Bras  correction factor may
be as large as 10%. Therefore, the method used to calculate or
estimate the BTPS factor can potentially introduce significant er-
rors by the application of an erroneous BTPS correction factor.

Changes in spirometer temperature can be a source of vari-
ability; therefore, spirometer temperature should be measured
and not assumed to be constant, even over the course of one test-
ing session. Johnson and colleagues (40) found that if ambient
temperature was used in BTPS  correction and applied to all maneu-
vers, FEV, and FVC measurement errors of up to 6% may oc-
cur. When using volume spirometers, they recommend that the
temperature of air inside the spirometer should be measured ac-
curately during each breathing maneuver.

Recommendation (Monitoring): Correction to BTPS

For operating simplicity, monitoring devices may use one BTPS

correction factor for a range of barometric pressures (altitude)
and environmental temperatures. However, the use of a single
BTPS  correction factor or direct readings at BTPS does not elimi-
nate the requirement to meet the accuracy specifications under
BTPS conditions. Therefore, manufacturers must provide appro-
priate labeling concerning the environmental conditions (ambient
temperature and pressure) under which their device will meet the
accuracy requirements. If necessary or appropriate, the manufac-
turer may provide several BTPS correction factors to meet the ac-
curacy requirements over a range of environmental conditions
(altitude and temperature).

EQUIPMENT VALIDATION
Recommendation: FVC Validation

The diversity of FVC maneuvers encountered in clinical practice
are currently best simulated by the use of the 24 standard wave-
forms developed by Hankinson and Gardner (17,41).  These wave-
forms can be used to drive a computer-controlled mechanical
syringe or its equivalent for testing actual hardware and soft-
ware (42, 43) or they can be put into a system in digital form
to evaluate on/” the software. It is strongly recommended that
spirometry systems be evaluated using a computer-driven me-
chanical syringe or its equivalent and that the digital forms only
be used for evaluating changes in software. &PENDU~  C shows
the measured values for each of the 24 standard waveforms. The
American Thoracic Society also provides these waveforms on
floppy disks for an IBM-PC.* Appropriate corrections for using
gas at ambient temperature and humidity instead of BTPS may
need to be made for some mechanical syringe-spirometer com-
binations. In addition, precision criteria have been added, and
testing of spirometry systems using heated and humidified test
gas is recommended.

The accuracy validation limits (tolerance for simulator systems
is included in these limits) for volume are: volume (FVC, FEV,)
rt 3.5% of reading or +- 0.070 L, whichever is greater; and aver-
age flow (FEF25-7sqe)  + 5.5% of reading or f 0.250 L/s, which-
ever is greater. The error range is expanded from the earlier ATS
spirometry recommendation to allow for errors associated with
mechanical syringes (42). The precision validation limits are: vol-
ume (FVC and FEV,)  3.5% (range percent) or 0.100 L, whichever
is greater; and flow (FBF,s-,ss) 5.5% or 0.250 L/s, whichever is
greater. Mechanical syringes used for validation must be accurate
within k 0.025 L for FVC and FEV, and + 0.100 L/s for
FEF,,-,w..

Rationale. Testing of spirometry systems using heated and hu-
midified test gas has been added to the validation criteria be-
cause of potential problems associated with BTPS correction
(32-37). See APPENDIX B for further details.

Recommendation: PEF Validation

PEF instrument designs must be validated using a mechanically
driven syringe or its equivalent, using the flow-time waveforms
described in APPENDIX D. These waveforms are available on dig-
ital media from the ATS. In addition, the mechanically driven
syringe must be validated (APPENDIX B) to ensure that it ac-
curately produces these waveforms and corresponding PEFs
within k 2% of reading. The flow-time waveforms in &PEN-
DIX D were chosen to represent a range of peak flows and
flow-time signals with various times-to-PEF (time required to
go from 0.200 L/s to PEF). The accuracy validation limit for
PEF is + 12% of reading or + 25 L/min, whichever is greater.

l Available from the American Thoracic Society.
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The precision (range deviation) validation limit for PEF is 6%
or 15 L/min, whichever is greater.

Rationale. The NAEP (5) recommended the use of a me-
chanically driven syringe to test and validate the accuracy of
peak flow measuring instruments and to assess intra- and inter-
device precision. Their recommendations included the use of ATS
waveform 24 with various multipliers to achieve different PEFs.
One problem with using only waveform 24 is a lack of variabil-
ity in the shape or rise-time in the waveforms used to test PEF
meters. Therefore, the use of several waveforms in the testing
and validation of PEF meters to provide a range of PEFs and
times-to-PEF (rise-times) is recommended. The waveforms in AP-
PENDIX D are flow-time waveforms and, therefore, the defini-
tion of peak flow obtained from these waveforms is simple to
derive. In addition, a volume-time curve for use by the mechan-
ically driven syringe can be obtained from a flow-time curve by
simply summing the flow-time values (integrating the flow
signal).

The accuracy of the mechanically driven syringe for PEE
* 2% of reading, was chosen based on current technical feasi-
bility. Current technology of mechanically driven syringes is not
sufficient to provide greater accuracies. This is due to the dy-
namic aspect of peak flow 2 high frequency content and PEF
occurs at a point in the flow-time signal where the acceleration
is changing, resulting in potential “overshoot” by a mechanical
syringe. In addition, insufficient data are available concerning
the accuracy of PEF meters using waveforms with higher fre-
quency content (shorter times-to-PEF). Additional detailed in-
formation concerning spirometer testing procedures is contained
in APPENDICES B, C, and D.

Recommendation: MW Validation

When tested with a pump producing a sinusoidal waveform, the
accuracy validation limits of the spirometer used for MVV for
flows up to 250 L/min, produced with stroke volumes up to 2 L,
are + 10.5% of reading or f 20 L/min, whichever is greater.
During the testing, the pressure at the mouthpiece must not ex-
ceed + 10 cm H,O. For volume spirometers, these requirements
apply throughout their volume range.

QUALITY CONTROL

Routine equipment preventive maintenance - cleaning, calibra-
tion checks, verification, and quality control- is essential to as-
sure accurate spirometry results (44). A spirometry procedure
manual is an important base for a quality assurance program.
The manual should contain a quality control plan, guidelines
for ordering spirometry, guidelines for performing spirometry,
and guidelines for reporting spirometry results. See the docu-
ment, “ATS  Quality  Assurance for Pulmonary Laboratories,” for
more details (44).

Recommendation: Technician’s Role in Quality Control

Quality control is important to ensure that the laboratory is con-
sistently meeting appropriate standards. In any quality control
program, an important element is a procedures manual contain-
ing: calibration procedures, test performance procedures, calcu-
lations, criteria, reference values source, and action to be taken
when “panic” values are observed. A notebook should be main-
tained that documents daily instrument calibration as well as
problems encountered with the system, corrective action required,
and system hardware and software upgrades. Records of anom-
alous events involving either patients/subjects or the technician
should be documented, with the results of subsequent evalua-
tion and responses to the event. The technician should also main-
tain records of continuing education and the results of evalua-
tion and feedback provided by the medical director. Perhaps the

most important component in successful spirometry is a well-
motivated, enthusiastic technician. A recent study has clearly
demonstrated the importance of a quality control program with
feedback to technicians in obtaining adequate spirometry results
(8). A quality control program that continuously monitors tech-
nician performance is critical to the collection of high-quality
spirometry data. Feedback to the technicians concerning their
performance should be provided on a routine basis. This feed-
back should include, at a minimum: (1) information concerning
the nature and extent of unacceptable FVC maneuvers and non-
reproducible tests; (2) corrective action the technician can take
to improve the quality and number of acceptable maneuvers; and
(3) recognition for superior performance by the technician in ob-
taining good maneuvers from challenging patients/subjects.

Manufacturers are encouraged to include quality control aids
in their software packages for spirometers. For example, a cali-
bration logging program may be provided that stores the time
and results of routine daily calibration checks. Additionally, the
program could issue a warning if an acceptable daily calibration
check has not been performed.

Recommendation: Hygiene and Infection Control

This section has been reviewed by the Microbiology Assembly.
The major goal of infection control is to prevent infection

transmission to patients/subjects and staff during .pulmonary
function testing. Two major types of infection transmission are:

Direct contact: There is potential for transmission of upper
respiratory disease, enteric infections, and blood-borne in-
fections through direct contact. Although hepatitis and HIV
contagion are unlikely via saliva, this is a possibility when
there are open sores on the oral mucosa, bleeding gums, or
hemoptysis. The most likely surfaces for contact are mouth-
pieces and the immediate proximal surfaces of valves or tubing.
Indirect contact: There is potential for transmission of tuber-
culosis, various viral infections, and, possibly, opportunistic
infections and nosocomial pneumonia through aerosol drop-
lets. The most likely surfaces for possible contamination by
this route are mouthpieces and proximal valves and tubing.

Prevention:
1.

2.

3.

Prevention of infection transmission to technicians exposed
to contaminated spirometer surfaces can be accomplished
through proper hand washing or use of barrier devices (latex
gloves). To avoid technician exposure and cross-contamination,
hands should be washed immediately after direct handling
of mouthpieces, tubing, breathing valves, or interior spirom-
eter surfaces. Gloves should be worn when handling poten-
tially contaminated equipment if there are any open cuts or
sores on technicians’ hands. Hand washing should always be
performed between patients. Indications and techniques for
hand washing during pulmonary function testing have been
reviewed by Tablan and coworkers (45).
To avoid cross-contamination, reusable mouthpieces, breath-
ing tubes, valves, and manifolds should be disinfected or steri-
lized regularly. Mouthpieces, nose clips, and anyeother  equip-
ment coming into direct contact with mucosal surfaces should
be disinfected, sterilized, or discarded (i.e, disposable mouth-
pieces, nose clips, etc) after each use. The optimal frequency
for disinfection or sterilization of tubing, valves, or manifolds
has not been established. However, any equipment surface
with visible condensation from expired air should be disin-
fected or sterilized before reuse Since the use of cold steriliz-
ing agents is not without risk, laboratory staff should take
care to follow all manufacturer’s recommendations regard-
ing proper handling of these products.
Between subjects, spirometers using the closed circuit tech-
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nique should be flushed at least five times over the entire vol-
ume range to facilitate clearance of droplet nuclei. Also, the
breathing tube and mouthpiece should be decontaminated be-
tween patients. When the open circuit technique is used, only
that portion of the circuit through which rebreathing occurs
needs to be decontaminated between patients. For example,
when a pneumotachometer system is used, either inspiration
from the device should be avoided or the resistive element and
tubing should be decontaminated between subjects. A dispos-
able sensor is another alternative. When an open circuit tech-
nique is used for measurement of only the forced exhalation,
without inspiration from the measuring system (either volume-
or flow-type spirometers), only the mouthpiece needs to be
changed or decontaminated between subjects.
It should be noted that disassembling, cleaning, and/or sen-

sor replacement requires recalibration. If patients do not inspire
through the device, there is the disadvantage that test accepta-
bility may be more difficult to assess in the absence of an in-
spiratory tracing. On the other hand, disassembly, cleaning, or
sensor replacement has the disadvantage that recalibration is re-
quired. Alternatively, in-line filters may be effective in prevent-
ing equipment contamination (46). However, if an in-line filter
is used, the measuring system should meet the minimal recom-
mendations for range, accuracy, flow resistance, and back pres-
sure with the filter installed. The influence of commercially avail-
able in-line filters on forced expiratory measures, such as the FVC
and FEV,, has not been well characterized.
4. In settings where tuberculosis or other diseases spread by drop-

let nuclei are likely to be encountered, proper attention to en-
vironmental engineering controls, such as ventilation, air filtra-
tion, or ultraviolet decontamination of air, should be used
to prevent disease transmission.

5. Special precautions should be taken when testing patients with
hemoptysis, open sores on the oral mucosa, or bleeding gums.
Tubing and breathing valves should be decontaminated be-
fore reuse and internal spirometer surfaces should be decon-
taminated with accepted disinfectants for blood-transmissible
agents.

6. Extra precautions may be undertaken for patients with known
transmissible infectious diseases. Possible precautions include:
(a) Reserving equipment for the sole purpose of testing in-
fected patients; (b) testing patients at the end of the day to
allow time for spirometer disassembly and disinfection; and
(c) testing patients in their own room or in rooms with ade-
quate ventilation and easily cleaned surfaces.

7. In the absence of evidence for infection transmission during
pulmonary function testing, the regular use of in-line filters
is not mandated when the precautions described above are
followed. However, some spirometric equipment, particularly
those incorporated in multi-purpose testing systems, employ
valve manifolds that are situated proximal to breathing tubes.
These valving arrangements provide internal surfaces on which
deposition of expired aerosol nuclei is likely. Given their com-
plexity, they may be difficult to disassemble and disinfect be-
tween subjects. To the extent that in-line filters have been
shown to remove microorganisms from the expiratory air
stream and thus prevent their deposition, presumably as aero-
sol nuclei on spirometer surfaces (46),  their use may be indi-
cated in this setting. The economy of using in-line filters com-
pared with tubing and valve changes depends on the PFT
equipment in use. The extent to which measures such as max-
imum expiratory flow or other instantaneous flows are in-
fluenced by the use of in-line filters is undocumented. One
study has shown that a low impedance barrier device did not
have a significant impact on spirometric indices, such as the
forced vital capacity and the FEV, (47). If an in-line filter
is used during spirometry, interpretation of spirometric indi-
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ces other than FVC and FEV, (eg., PEF) should allow for
the possibility that the filter might affect spirometer perfor-
mance The mechanical characteristics of the combined meas-
uring device and filter should meet the minimal recommen-
dations outlined in Table 2. Furthermore, if in-line filters are
used, it is recommended that equipment be calibrated with
the filter installed. The use of in-line filters does not elimi-
nate the need for regular cleaning and decontamination of
spirometric equipment.

8. Manufacturers of spirometric equipment are encouraged to
design instrumentation that can be easily disassembled for
disinfection.

Rationale. Spirometric equipment has not been directly im-
plicated in the transmission of infections, although there is in-
direct evidence of infection transmission during pulmonary func-
tion testing (PFT). Organisms from the respiratory tract of test
subjects can be recovered from PFT mouthpieces and from the
proximal surfaces of tubing through which the subjects breathe
(48,49).  Thereis  one case report of a tuberculosis skin-test con-
version after exposure to a spirometer used to test a patient with
documented tuberculosis (50). Likewise, there is circumstantial
evidence that contaminated PFT equipment may be implicated
in the increasing prevalence of Pseudomonas infections among
cystic fibrosis patients at one center (51). There is some evidence
that pneumotachometer-based systems are less susceptible to bac-
terial contamination than water-sealed spirometers (52). Finally,
it is well documented that community hospital water supplies
can be contaminated with Mycobacteria and Pseudomonas aeru-
ginosa organisms (53-55). Thus, the potential exists for both pa-
tients/subjects and health care workers to deposit microorgan-
isms onto spirometer surfaces (including mouthpieces, nose clips,
tubing, and any internal or external machine surface), which could
subsequently come into direct or indirect contact with other pa-
tients. This does not seem to pose an appreciable threat to pa-
tients/subjects with competent immune systems.

It has been argued that immunocompromised patients may
require only a relatively small  infective dose of either opportunis-
tic organisms or common pathogens. Concerns for the protec-
tion of immunocompromised hosts, along with increased public
and provider awareness of hospital infection control issues over
the past decade, has led many laboratory directors to use in-line
filters routinely as a means of reassuring patients and labora-
tory personnel that adequate consideration has been given to pro-
tection. There is no direct evidence that routine spirometry test-
ing poses an increased risk of infection to immunocompromised
patients.

Recommendation: Equipment Quality Control

The recommendations that follow are primarily aimed at diag-
nostic devices.

Attention to good equipment quality control and calibration
is an important part of good laboratory practice. Log books of
calibration results must be maintained. Documentation of repairs
or other alterations that return the equipment to acceptable oper-
ation need to be maintained. Dates of computer software and
hardware updates or changes must also be maintained.

Volume. The spirometer’s ability to accurately measure vol-
ume must be checked at least daily with a calibrated syringe with
a volume of at least 3 L. During industrial surveys or other studies
in which a large number of subject maneuvers are done, the equip
ment’s calibration must be checked daily, before testing, and ev-
ery 4 h during use (44). In circumstances where the temperature
is changing (eg., field studies), more frequent temperature cor-
rections may be needed. Although there is minimal day-to-day
variation in volume calibration, daily calibration checking is
highly recommended so that the onset of a problem can be de-
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termined within 1 day, eliminating needless reporting of false
values for several weeks or months and also to help define day-
to-day laboratory variability. It is recommended that the cali-
bration syringe be stored and used in such a way as to maintain
the exact temperature and humidity of the testing site. This is
best accomplished by keeping the syringe in close proximity to
the spirometer. In the case of flow-type spirometers where a vol-
ume syringe is used to check the instrument, volume calibration
checks using different flow rates are recommended. At least three
trials where the flow rates are varied between 2 and 12 L/s must
be performed (3-L injection times of approximately 1 s, 6 s, and
somewhere in between 2 and 6 s).

Syringe Accuracy. The syringe used to check the volume cali-
bration of spirometers must have an accuracy of at least 15 ml
or at least 0.5% of full scale (15 ml for a 3-L syringe), and the
manufacturer must provide recommendations concerning appro-
priate syringe calibration intervals. If the syringe has an adjustable
variable stop, the syringe may be out of calibration if the stop
is reset. Calibration syringes should be leak-tested periodically
by trying to empty them with the outlet corked.

Leak Test. Volumetric spirometer systems must be evaluated
for leaks on a daily basis (15,56).  The Intermountain Thoracic
Society Manual (IS)  suggests that leaks can be detected by ap
plying a constant positive pressure of 3 cm Hz0 or more with
the spirometer outlet occluded. Any observed volume change of
greater than 10 ml after 1 min is indicative of a leak (15)  and
needs to be corrected.

Linearity. At least quarterly, volume spirometers must have
their calibration checked over their entire volume range (in 1-L
increments) using a calibrated syringe (42) or an equivalent vol-
ume standard. Flow spirometers must have their linearity deter-
mined at least weekly and given the current software capabili-
ties, daily linearity  checks are reasonable. Plow spirometer linearity
can be checked by injecting the volume from a 3-L syringe with
several different flows. The linearity check is considered accept-
able if the spirometer meets the volume accuracy requirements
for all flows and/or volumes tested.

Time. Assessing mechanical recorder time scale accuracy with
a stopwatch must be performed at feast quarterly. An accuracy
of within 1% must be achieved. If equipment is changed or relo-
cated (eg., industrial surveys), calibration checks and quality con-
trol procedures must be repeated before initiating further testing.

PEFMeters.  Since it is difficult to perform a calibration check
of portable peak flow monitoring meters, it is particularly im-
portant that the instructions from the manufacturer include in-
formation concerning typical instrument lifetimes and methods
of recognizing when an instrument is malfunctioning.

Other Qualify Assurance Procedures. In addition to calibra-
tion with physical standards, the practice of using laboratory per-
sonnel as “known subjects” and performing intralaboratory and
interlaboratory testing is recommended (44). The ATS  has pub-
lished guidelines for quality assurance in pulmonary function
laboratories (44),  which can be consulted for specific details.

The use of computers to analyze spirometry has accelerated
in the past 10 yr, and this trend is advantageous to obtain ac-
curate spirometry (10,30).  However, testing of commercially avail-
able spirometers consistently shows that a major source of er-
rors is in computer software (42). Because of the increased use
of computers in pulmonary laboratories and the problems as-
sociated with them (42, 57),  the AT’S  has published computer
guidelines for pulmonary laboratories (58), which should be fol-
lowed. Computer software must adhere to ATS recommenda-
tions, especially procedural recommendations, contained in this
statement. Because of the tremendous improvement in the power
and speed of computers and their extensive’use in hospitals and
clinics, manufacturers should attempt to integrate computers into

TABLE 5 .

EQUIPMENT QUALIlY CONTROL SUMMARY

Test Minimum Interval Action

Volume Daily 3-L syringe check
Leak Daily
Linear& Quarterly

3 cm Hz0 constant pressure for 1 min
1-L increments with a calibrating

Weekly (flow spirometers) syringe measured over entire
volume range (flow spirometers
simulate several different
flow ranges)

Xme Quarterly Mechanical recorder check with
stopwatch

Software New versions Log installation date and perform test
using “known” subject

their spirometry systems. Primary data should be available, al-
lowing independent manipulation of uncorrected values by the
user. Listings or descriptions of ATS  algorithms should be avail-
able (end of test, back-extrapolation, etc). In addition, some pro-
gram flexibility should be available to the user, for example,
allowing user selection of appropriate reference equations, in-
cluding the use of user-derived reference equations.

MANEUVER PERFORMANCE RECOMMENDATIONS
Personnel Qualifications

The ATS has made recommendations for laboratory personnel
conducting pulmonary function tests (59). High school training
was recommended. In addition, the ATS encouraged but did not
mandate one or more years of college or equivalent training and
a strong background in mathematics. For pulmonary function
laboratories, 6 mo of supervised training time is recommended
for conducting spirometry. If troubleshooting is to be a part of
the laboratory technician’s responsibility, a training period of
1 yr is recommended. The ATS recommends that the medical
directors must have appropriate training and be responsible for
all pulmonary function testing (60).

For industrial/occupational testing, there are training require-
ments mandated by the National Institute for Occupational Safety
and Health (NIOSH), industry, and the ACCP (16,31,61).  Sev-
eral excellent training manuals have been prepared for perfor-
mance of spirometry (15, 16, 31, 62, 63). NIOSH approves the
content of spirometry training courses under the U.S. Cotton Dust
Standard (16).

Recommendation: K-Subject Instruction and
Maneuver Performance

The VC maneuver may be considered either as an inspiratory
vital capacity (WC), where the subject inhales completely from
a position of full expiration, or as an expiratory vital capacity
(EVC), where the subject exhales completely from a position of
full inspiration. In addition, several spirometer setups are possi-
ble using either open or closed circuit techniques with or with-
out rebreathing.

A closed circuit technique without CO, absorption (i.e,  using
a rolling-sealed or water-sealed spirometer) may be used. Sub-
jects may also rebreathe from the spirometer circuit. Rebreath-
ing is preferable because it allows technicians to better,moni-
tar the entire vital capacity maneuver. In the absence of CO,
absorption and the addition of supplemental oxygen, the ma-
neuver should be brief - fewer tidal volumes before and after
the VC maneuver.
A closed circuit technique with CO, absorption and the addi-
tion of supplemental oxygen may be used. This system allows
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the subject to rebreathe for a longer period of time and estab-
lish a better FRC baseline. However, it requires precise replace-
ment of oxygen to avoid shifting the baseline.

3. A modified closed circuit technique (i.e., flow-sensor-based
systems where the subject can breathe in and out through the

4.
sensor without the need for CO2 absorption) may be used.
An open circuit technique where the subjects may inhale com-
pletely before inserting the mouthpiece and exhaling into the
spirometer may be used. This may be preferable when hygiene
concerns are present.

For all systems, it is important to instruct the subject in the
VC maneuver and demonstrate the appropriate technique. It is
important that subjects understand they must completely fill and
empty their lungs.

Standard Procedure Open Circuit Technique. The subject in-
hales maximally, inserts the mouthpiece just past his/her front
teeth, seals his/her lips around the mouthpiece, and blows slowly
and evenly until a clear plateau is seen at maximal exhalation
or until end-of-test criteria (see sections on FVC and end-of-test
criteria) are met. The technician must observe the subject’s in-
halation to ensure that it is complete and that air is not exhaled
while the mouthpiece is being inserted. During the exhalation,
the technician should monitor the spirometer volume-time dis-
play to ensure that a relatively constant expiratory flow and an
adequate end-expiratory plateau is achieved (see APPENDIX A
for examples of the VC maneuver).

Closed Circuit Techniques. The following procedure should
be used when testing is conducted without CO, absorption
(limited oxygen reserve available for test performance). A two-
way valve may be useful, allowing the initial tidal volumes to
be performed with room air before the subject is connected to
the spirometer. The test is begun with quiet breathing, prefera-
bly with the subject breathing room air. No more than five tidal
volumes should be recorded with the subject rebreathing from
the spirometer. The subject should then perform the VC maneu-
ver described below. When CO, absorption is not used, return-
ing to FRC after the VC maneuver followed by three tidal volumes
may be helpful but is not required.

The following procedure should be used when testing is con-
ducted with CO, absorption and oxygen supplementation. The
test is begun with quiet breathing. Several tidal volumes should
be recorded (minimum of five or until a stable end-expiratory
level is observed). The subject should then perform the VC ma-
neuver described below. The end of test is reached when the sub-
ject returns to the level of FRC and performs at least three more
tidal volumes.

For both procedures, the maneuver is not forced; it is per-
formed in a relaxed manner with the subject using a mouthpiece
and a nose clip. The VC maneuver is composed of the subject
exhaling completely to residual volume (RV), and completely in-
haling to total lung capacity (TLC), and then exhaling to resid-
ual volume again. The technician should encourage the subject
to reach maximal inhaled and exhaled volumes with a relatively
constant flow. Technicians should observe the subject to be cer-
tain his/her lips are sealed, that nothing obstructs the mouth-
piece, that no leaks occur, and that TLC and RV are reached.
The technician should check the volume display to ensure rela-
tively linear inspiratory and expiratory volume curves and ade-
quate maximal inspiratory and expiratory level plateaus. Oxy-
gen should be added to the circuit to precisely counterbalance
the absorption of CO,.

For all techniques, a minimum of two acceptable VC maneu-
vers should be obtained, with a maximum of four attempts. The
largest VC should be reported. Some investigators have reported
that the VC is slightly higher than the FVC in normal subjects (61).
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TABLE 6

PERFORMANCE OF NC MANEUVER

Check spirometer calibration
Explain test
Prepare subject

Ask about smoking, recent illness, medication use, etc.
Instruct and demonstrate test to subject

Correct posture with head elevated
Inhale completely
Position mouthpiece (open circuit)
Exhale with maximal force

Perform  maneuver
Have subject assume correct posture
Attach nose clip
inhale completely; the inhalation should be rapid but not forced
Place mouthpiece in mouth and close lips around mouthpiece
Exhale maximally as soon as lips are sealed around mouthpiece’
Repeat instructions as necessary, coaching vigorously
Repeat for a minimum of three maneuvers; no more than eight are

usually required
Check test reproducibility and perform more maneuvers as necessary

l D’Angelo  and coworkers (65) have reported that PEF and FEV,  for 13 normal
subjects measured in a body plethysmograph are reduced (4% and 5%. respectively)
when, during the inspiratory maneuver, there is a 4-6-s pause at TLC before begin-
ning exhalation. Therefore, an excessive pause at TLC should be avoided.

Recommendation: FVC-Subject Instruction and
Maneuver Performance

Instruct the subject in the FVC maneuver. The technician should
demonstrate the appropriate technique (Table 6). Have the sub-
ject inhale from FRC and then, if using the open circuit method,
insert the breathing tube into his/her mouth, making sure his/her
lips are sealed around the mouthpiece, and begin the FVC ma-
neuver with minimal hesitation (65). It is impemtive that the sub-
ject have a complete inhalation before beginning the forced ex-
halation. Prompt the subject to “blast,” not just “blow,” the air
from their lungs, then continue to encourage him/her to fully
tixhale.  Throughout the maneuver, enthusiastically coach the sub-
ject by word and body language. It is particularly helpful to ob-
serve the subject and the chart recorder or computer display dur-
ing the test to better ensure maximal effort. Perform a minimum
of three acceptable FVC maneuvers. If a subject shows large vari-
ability (FVC and/or FEV,) between expiratory maneuvers (> 0.2
L), reproducibility criteria may require that up to but usually
no more than eight maneuvers be performed. Volume-time or
flow-volume curves from the best three FVC maneuvers must
be retained. See Figure 3 and the section on acceptability and
reproducibility for further clarification.

Recommendation (Monitoring): PEF-Subject Instruction
and Test Performance

Since PEF is both effort- and volume-dependent, maximum sub-
ject cooperation is essential. Since an optimal peak flow is usu-
ally reached in about one-tenth of a second, patients must be
encouraged to perform the expiratory maneuver as vigorously
as possible. The subject should not cough and a prolonged ex-
halation is unnecessary (1 to 2 s is adequate).

When implementing unobserved self-administered PEF mea-
surements, it is essential that:

1. The subject should be taught how to use the peak flow meter
properly by someone skilled with the procedure. Trained per-
sonnel should observe the subject’s performance both initially
and on repeat visits.

2. The subject should be taught how and when to record PEF
measurements, along with other pertinent information, such
as symptoms.

3. The subject should be instructed about what action to take
if PEF falls.
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APPENDIX G.  SPIROMETRY PROCEDURE CHECKLIST 
 
The list below is summarized from Unit Four:  Spirometric Technique.  Refer to that unit for 
further information. 
 
1. Prepare the equipment. 

a. Set up and clean equipment. 
1. Check paper supply. 
2. Set the paper speed if applicable. 
3. Check the position of the pens. 
4. Attach the main tubing if applicable. 

 
b. Check to calibration of the equipment. 

 
c. Do a test run. 
 
d. Check that there are enough supplies. 
 
e. Note room temperature (and barometric pressure if applicable.) 
 
f. Check that the weight and height measuring scales are working properly. 

 
2. Prepare the subject. 

a. Explain the purpose of spirometry--"I want to learn how hard and fast you can breathe." 
 

b. Determine if spirometry should be postponed using your institution's criteria or the 
sample questions below: 
1. How are you feeling today? 
2. Have you smoked any cigarettes, pipes, or cigars within the last hour? 
3. Have you used any inhaled medications, such as aerosolized bronchodilators, within 

the last hour? 
4. What have you eaten within the last hour? 
5. Have you had any respiratory infection, such as flu, pneumonia, severe cold, or 

bronchitis, within the last three weeks? 
6. Have you had any ear infections or other ear problems within the last three weeks? 
7. Have you had any recent surgeries? 
8. If you wear dentures, are they loose? 

 
3. Position the subject. 

a. Note the previous position used (sitting or standing) in past spirometric tests and use the 
same position if possible.  Record the position to be used in the chart. 

 
b. Instruct the subject to loosen tight clothing, elevate the chin, and extend the neck slightly. 
 
c. Show the subject how to apply a nose clip and check to see that it is on properly. 
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4.  Perform the test. 
a. Explain how to position the mouthpiece (in mouth without obstruction from teeth or 

tongue, with a tight lip seal). 
 
b. Explain and demonstrate how to perform the forced expiratory maneuver. -- "When you 

are ready, take the deepest possible breath, place your mouth firmly around the 
mouthpiece, and without further hesitation, blow into the spirometer as hard, fast, and 
completely as possible, without stopping until I tell you." 

 
5.  Perform last minute equipment preparations. 

a. Place the recorder pen in the appropriate position on the chart paper. 
 
b. Start the paper moving at least one second before the subject blows into the mouthpiece. 
 

6. Coach the subject. 
a. Actively and forcefully coach the subject as he/she performs the maneuver!  (Blow, blow, 

blow!) 
 
b. Keep coaching until a plateau is reached -- ATS-1994.  (Cotton Dust:  less than 25 ml 

volume change in 0.5 seconds.) 
 
7. Check the acceptability of each tracing before continuing the testing. 

a. Acceptable spirograms are free from: 
1. Hesitation or false starts. 
2.  Cough. 
3.  Variable effort. 
4.  Glottis closure. 
5.  Early termination, before a plateau is reached. 
6.  Leaks. 
7.  Baseline error. 

 
b. Review causes of errors with the subject if needed. 
 
c. Continue testing until three acceptable tracings have been obtained, allowing the subject 

to recover between tests, up to a maximum of eight trials. 
 
8. Check for excess variability of the two largest FVCs and FEV1s.  (See Unit Five:  Basic 

Spirometric Calculations and Appendix H:  Outline of Spirometric Calculations for 
more information.)  Have the subject perform additional forced expiratory maneuvers as 
needed or as is appropriate for his/her medical condition. 
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9. Record information in the subject's chart.  At a minimum, note the information below in 
the subject's chart: 
a. Name. 
b.  Age 
c.  Sex. 
d.  Height. 
e.  Race. 
f.  Position of previous testing. 
g.  Previous predicted values used. 
h. Date and time of test. 
i. Ambient temperature. 
j. Barometric pressure (if possible). 
k. Test results. 
l. Technician identification 
 

 



APPENDIX H.  OUTLINE OF SPIROMETRIC CALCULATIONS 
 
The list below is summarized from Unit Five:  Basic Spirometric Calculations.  Refer to that 
unit for further information. 
 
1. Use only the tracings that meet acceptability criteria (see Appendix G.  Spirometry 

Procedure Checklist and Unit Four.  Spirometric Technique for instructions). 
 
2. Forced Vital Capacity (FVC) 

a. Measure the FVC from baseline to plateau for all acceptable tracings. 
b. Determine if there is excess variability, difference between the two largest FVCs should 

be less than 200 ml  (Optional: for ATS-1987, FVCs that are 2 liters or less, use 100 ml; 
for FVCs greater than 2 liters, use 5%; Cotton Dust - FVCs less than 1 liter use 100 ml or 
10% for FVCs greater than 1 liter). 

c. Use the largest FVC obtained from all acceptable tracings.  
d. Convert to BTPS as needed (see below). 

 
3. Forced Expiratory Volume in One Second (FEV1) 

a. Measure FEV1 on the acceptable tracings. 
b. Find t=0 and t=1 second. 
c. Do back extrapolation if t=0 is not obvious.  ATS recommends to do it for all FEV1 

calculations.  Draw a straight line along the steepest portion of the curve and extend the 
line to intersect the baseline. 

d. Calculate the volume at t=1 second. 
e. Determine if there is excessive extrapolated volume at t=0.  Extrapolated volume is not 

acceptable if it is greater than 5% of the FVC for FVCs exceeding 3 liters -- use 150 ml 
for FVCs less than 3 liters. 

f. Determine if there is excess variability, difference between the two largest FEV1s should 
be less than 200 ml.  Optional: for ATS-1987, use 100 ml for FEV1s that are 2 liters or 
less, use 5 % for those that are greater than 2 liters; Cotton Dust - for FEV1s less than 1 
liter use 100 ml or 10% for FEV1s greater than 1 liter. 

g. Convert to BTPS as needed (see below). 
 
4. FEV1 as a Percent of FVC 

a. Use the largest acceptable FVC and FEV1, even if not from the same tracing. 
b. FEV1/FVC x 100 = FEV1/FVC% 
c. Don't convert to BTPS, since the answer is a ratio. 

 
5. Forced Mid-Expiratory Flow Rate (FEF25-75%) 

a. Use the "best curve" (acceptable tracing with the largest sum of the FVC and the FEV1). 
b. Calculate 25% and 75% of the FVC and mark those points on the tracing. 
c. Draw a straight line through the 25% point and the 75% point. 
d. Find two adjacent time bars that are one second apart. 
e. Determine the volume at each of those two time bars. 
f. Determine the difference between those two volumes. 
g. Convert to BTPS (see below). 
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h. The answer is in liters per second. 
 
6. Conversion to BTPS 

a. Convert the ambient temperature to Centigrade if needed. 
b. Find the ambient temperature and the corresponding conversion factor on the BTPS 

Conversion Chart. 
c. Multiply the FVC, FEV1, and FEF25-75% by the conversion factor to obtain the correct 

volume at BTPS. 
 
7. Predicted Normal Values 

a. Be consistent in which predicted tables are used. 
b. Locate predicted values for FEV1 and FVC, using subject's age, race, height, and sex. 
c. In some non-Caucasians, multiply the predicted values by 0.85 (the race correction 

factor). 
d. Calculate the percent of the predicted value: 

FVC observed/FVC predicted x 100 = FVC% of predicted normal.  (Do the same for 
FEV1 and FEF25-75%). 

 
8. Changes in Follow-Up Spirograms 

a. Calculate as an absolute difference (e.g., FVC at time1 - FVC at time2 = + or - liters 
difference). 

b. Or calculate as a percent change from the previous value (e.g.,  
FVC at time1 - FVC at time2 x 100 = + or - %. 

FVC at time1   
c. Use the same steps for calculating percent change in FEV1 and percent change in      

FEF25-75%. 
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APPENDIX I.  BASIC MATHEMATIC CALCULATIONS 
 
ADDITION:   a + b = c 
 

Example:  3 + 2 = 5 
 
 
SUBTRACTION:  c - b = a 
 

Example: 5 - 2 = 3 
 
 
MULTIPLICATION: a x b = d 
 

Example: 3 x 2 = 6 
 
 
DIVISION:   d  

b = a       or d / b = a 
 

Example:  6 / 2 = 3    
 
 
FRACTIONS:  a =  numerator     or  a/b 
             b    denominator 
 

Example: 3/5 
 
 
DECIMALS:  1. Numbers to the left of the decimal point are whole numbers. 

Example: 3. 
 

2. The first number to the right of the decimal point is in tenths. 
    Example: .2 = 2/10 
 

3. The second number to the right of the decimal point is in hundredths. 
Example: .05 = 5/100 

.67 = 67/100 
 

4. The third number to the right of the decimal point is in thousandths, etc. 
Example: .009 = 9/1000 

.872 = 872/1000 
 
 
 
CONVERTING FROM  
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FRACTIONS TO  
DECIMALS:    a/b = .c 
 

Example: 4/5 = .8 
 
 
CONVERTING FROM 
DECIMALS TO 
FRACTIONS:   a.bc = abc/100 
 

Example: 3.75 = 375/100  
        = 3 3/4 

 
 
CONVERTING DECIMALS 
TO PERCENT:   .a = a x 100 = a % 

 
Example: .8 = 80% 

(.8 x 100 = 80%) 
 
 
CONVERTING PERCENT 
TO DECIMALS:   a% = a% ) 100 = .a 
 

 Example: 80% = .8 
             (80/100 = .8) 
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APPENDIX J.  METRIC CONVERSIONS 
 
The metric system follows an orderly sequence for prefixes that indicates the unit of 
measurement: 
 
Prefix  Units in           Example
kilo- thousands 1 kiloliter  =   1,000 liters 
hecto- hundreds      1 hectoliter  =   100 liters     
deca- tens           1 decaliter  =    10 liters         
no prefix ones 
deci- tenths 1 deciliter  =   0.1 liter 
centi- hundredths     1 centiliter  =   0.01 liter 
milli- thousandths    1 milliliter  =   .001 liter 
 
 
Commonly used metric measurements and their U.S. equivalent are given below: 
 
Metric Unit    Abbreviation    Approx. U.S. Equivalent
 
Distance
kilometer km   0.62 miles 
meter m   39.37 inches 
centimeter cm   0.39 inches 
millimeter mm   0.04 inches 
 
 
Capacity (liquids) 
liter l   1.057 quarts 
 
 
Capacity (dry) 
liter l   0.908 quarts 
 
 
Weight
kilogram kg   2.2046 pounds 
gram g   0.035 ounces 
milligram mg   0.015 grains 
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U.S. Unit Metric Equivalent
 
Distance

1 mile 1.609 km 
1 yard 0.914 m 
1 foot 30.480 cm 
1 inch 2.540 cm 

 
 
Capacity (liquid)

1 gallon 3.785 l 
1 quart 0.946 l 
1 pint 0.473 l 
1 fluid ounce 29.573 ml 

 
 
Capacity (dry)

1 bushel 35.238 l 
1 quart 1.101 l 
1 pint 0.550 l 

 
Weight (avoirdupois)

1 pound .453 km 
1 ounce 28.349 g 
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APPENDIX K.  OTHER FACTORS TO CONSIDER WHEN CALCULATING BTPS 
 
1. Ambient Pressure:  Some physicians prefer to use BTPS conversion factors that correct for 

ambient pressure as well as temperature.  Fluctuations in ambient pressure produce changes 
of less than 1% in the usual spirometric tests.  However at high altitudes or during research 
studies, the use of ambient pressure conversion factors should be considered. 

 
To obtain ambient pressure, use a barometer or call the weather service and use reported 
barometric pressure.  Convert the reading from inches of mercury to millimeters if necessary 
(1mm = 0.04 inches). 

 
To take ambient pressure into account when calculating BTPS, use the following formula: 

  
VBTPS = VATPS x [310 x (PB - PH2O)] ) [( PB - 47) x (273 + T)] 

 
 

PB   =  Barometric pressure, mm Hg. 
 

PH2O = Vapor pressure of water at 
         spirometer temperature. 

 
T   =  Temperature in Centigrade. 

 
47   =  Vapor pressure of water at 37oC. 

 
310  =  Absolute body temperature.  

 
 
2. Instrument or Bell Factor:  The Instrument or Bell Factor is occasionally mentioned in 

addition to BTPS.  In certain water-seal spirometers, it refers to a constant indicating the 
volume of displacement per millimeter of vertical movement of the bell.  If you use this type 
of spirometer, a bell factor correction is necessary.  Consult the manufacturer's manual for 
instructions. 

 
3. Instruments with Graph in BTPS Units:  Some instruments have graph paper which assumes 

the spirometer is at 25oC and 760 mm of mercury (the barometric pressure at sea level).  If 
the ambient temperature is not 25oC, data collected from this type of instrument must be 
corrected to the appropriate BTPS factor.  Consult the manufacturer's manual for 
instructions. 
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APPENDIX L.  REFERENCE VALUES TABLES FROM NHANES III (Hankinson et. al. - 1999) 
 
Table 1. Caucasian-Males 
Height Age    FVC             FEV1           FEV1/FVC% 
              Pred   LLN      Pred   LLN     Pred   LLN 
170cm  20     5.10   4.25     4.30   3.58    83.9%  74.3% 
       30     4.97   4.12     4.08   3.36    81.9%  72.2% 
       40     4.79   3.94     3.83   3.11    79.8%  70.1% 
       50     4.55   3.70     3.55   2.83    77.7%  68.1% 
       60     4.26   3.41     3.23   2.51    75.7%  66.0% 
180cm  20     5.75   4.80     4.79   3.98    83.9%  74.3% 
       30     5.62   4.67     4.58   3.77    81.9%  72.2% 
       40     5.44   4.49     4.32   3.52    79.8%  70.1% 
       50     5.21   4.25     4.04   3.23    77.7%  68.1% 
       60     4.92   3.96     3.72   2.91    75.7%  66.0% 
190cm  20     6.44   5.38     5.31   4.41    83.9%  74.3% 
       30     6.31   5.25     5.10   4.20    81.9%  72.2% 
       40     6.13   5.07     4.85   3.95    79.8%  70.1% 
       50     5.90   4.83     4.56   3.66    77.7%  68.1% 
       60     5.61   4.54     4.24   3.34    75.7%  66.0% 
 
 
Table 2. African-American-Males 
Height Age    FVC             FEV1           FEV1/FVC% 
              Pred   LLN      Pred   LLN     Pred   LLN 
170cm  20     4.29   3.43     3.69   2.93    85.6%  75.2% 
       30     4.11   3.25     3.46   2.70    83.8%  73.3% 
       40     3.93   3.07     3.23   2.47    81.9%  71.5% 
       50     3.75   2.89     3.00   2.24    80.1%  69.7% 
       60     3.57   2.71     2.77   2.01    78.3%  67.9% 
180cm  20     4.88   3.91     4.15   3.30    85.6%  75.2% 
       30     4.69   3.73     3.92   3.07    83.8%  73.3% 
       40     4.51   3.55     3.69   2.84    81.9%  71.5% 
       50     4.33   3.37     3.46   2.61    80.1%  69.7% 
       60     4.15   3.18     3.23   2.38    78.3%  67.9% 
190cm  20     5.49   4.42     4.64   3.69    85.6%  75.2% 
       30     5.31   4.24     4.41   3.46    83.8%  73.3% 
       40     5.13   4.05     4.18   3.23    81.9%  71.5% 
       50     4.95   3.87     3.95   3.00    80.1%  69.7% 
       60     4.76   3.69     3.72   2.77    78.3%  67.9% 
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Table 3. Mexican-American-Males 
Height Age    FVC             FEV1           FEV1/FVC% 
              Pred   LLN      Pred   LLN     Pred   LLN 
170cm  20     5.14   4.31     4.41   3.71    85.7%  76.6% 
       30     4.96   4.13     4.12   3.41    83.5%  74.4% 
       40     4.74   3.91     3.82   3.12    81.3%  72.2% 
       50     4.49   3.66     3.53   2.83    79.1%  70.0% 
       60     4.20   3.37     3.24   2.54    76.9%  67.8% 
180cm  20     5.76   4.83     4.94   4.15    85.7%  76.6% 
       30     5.58   4.65     4.65   3.86    83.5%  74.4% 
       40     5.36   4.43     4.35   3.56    81.3%  72.2% 
       50     5.11   4.18     4.06   3.27    79.1%  70.0% 
       60     4.82   3.89     3.77   2.98    76.9%  67.8% 
190cm  20     6.42   5.38     5.50   4.62    85.7%  76.6% 
       30     6.24   5.20     5.20   4.33    83.5%  74.4% 
       40     6.02   4.99     4.91   4.03    81.3%  72.2% 
       50     5.77   4.73     4.62   3.74    79.1%  70.0% 
       60     5.48   4.44     4.33   3.45    76.9%  67.8% 
 
 
Table 4. Caucasian-Females 
Height Age    FVC             FEV1           FEV1/FVC% 
              Pred   LLN      Pred   LLN     Pred   LLN 
150cm  20     3.20   2.61     2.87   2.37    86.6%  76.8% 
       30     3.19   2.61     2.74   2.24    84.4%  74.6% 
       40     3.11   2.53     2.57   2.07    82.3%  72.5% 
       50     2.96   2.37     2.35   1.86    80.2%  70.4% 
       60     2.72   2.14     2.10   1.61    78.1%  68.3% 
160cm  20     3.66   2.99     3.23   2.66    86.6%  76.8% 
       30     3.65   2.98     3.09   2.53    84.4%  74.6% 
       40     3.57   2.90     2.92   2.35    82.3%  72.5% 
       50     3.42   2.75     2.71   2.14    80.2%  70.4% 
       60     3.18   2.51     2.46   1.89    78.1%  68.3% 
170cm  20     4.15   3.39     3.61   2.97    86.6%  76.8% 
       30     4.14   3.39     3.47   2.83    84.4%  74.6% 
       40     4.06   3.31     3.30   2.66    82.3%  72.5% 
       50     3.91   3.15     3.09   2.45    80.2%  70.4% 
       60     3.67   2.92     2.84   2.20    78.1%  68.3% 
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Table 5. African-American-Females 
Height Age    FVC             FEV1           FEV1/FVC% 
              Pred   LLN      Pred   LLN     Pred   LLN 
150cm  20     2.76   2.15     2.49   1.97    87.6%  76.9% 
       30     2.68   2.07     2.31   1.79    85.5%  74.9% 
       40     2.55   1.94     2.12   1.60    83.5%  72.8% 
       50     2.36   1.76     1.90   1.38    81.5%  70.8% 
       60     2.13   1.52     1.66   1.15    79.4%  68.7% 
160cm  20     3.18   2.49     2.82   2.24    87.6%  76.9% 
       30     3.10   2.41     2.65   2.06    85.5%  74.9% 
       40     2.97   2.28     2.45   1.86    83.5%  72.8% 
       50     2.78   2.10     2.24   1.65    81.5%  70.8% 
       60     2.55   1.86     2.00   1.41    79.4%  68.7% 
170cm  20     3.63   2.85     3.18   2.52    87.6%  76.9% 
       30     3.55   2.77     3.01   2.34    85.5%  74.9% 
       40     3.42   2.64     2.81   2.14    83.5%  72.8% 
       50     3.23   2.46     2.59   1.93    81.5%  70.8% 
       60     3.00   2.22     2.36   1.69    79.4%  68.7% 
 
 
Table 6. Mexican-American-Females 
Height Age    FVC             FEV1           FEV1/FVC% 
              Pred   LLN      Pred   LLN     Pred   LLN 
150cm  20     3.29   2.69     2.91   2.40    87.9%  78.5% 
       30     3.21   2.60     2.73   2.22    85.6%  76.3% 
       40     3.07   2.47     2.54   2.03    83.4%  74.1% 
       50     2.89   2.29     2.32   1.81    81.1%  71.8% 
       60     2.66   2.06     2.07   1.56    78.9%  69.6% 
160cm  20     3.73   3.05     3.28   2.70    87.9%  78.5% 
       30     3.65   2.96     3.11   2.53    85.6%  76.3% 
       40     3.51   2.83     2.91   2.33    83.4%  74.1% 
       50     3.33   2.64     2.69   2.11    81.1%  71.8% 
       60     3.10   2.41     2.45   1.87    78.9%  69.6% 
170cm  20     4.20   3.43     3.68   3.03    87.9%  78.5% 
       30     4.12   3.34     3.51   2.86    85.6%  76.3% 
       40     3.98   3.21     3.31   2.66    83.4%  74.1% 
       50     3.80   3.03     3.09   2.44    81.1%  71.8% 
       60     3.57   2.80     2.85   2.20    78.9%  69.6% 
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APPENDIX M. TABLES OF OBSTRUCTIVE/RESTRICTIVE PATTERNS 
 
The information below represents a method for interpretation of spirometric results.  This 
method is not required practice and other methods exist. 
 

LUNG DISEASES AND SPIROMETRY RESULTS   
Interpretation FEV1/FVC% FVC FEV1
Normal person normal normal normal 
 
Airway obstruction low normal or low low 
 
 
Lung Restriction normal low low 
 
Combination of low low low 
O bstruction/Restriction 
Adapted from Chronic Obstructive Pulmonary Disease, 5th Edition [1977]. American Lung 

ssociation (46). A 
 
 
 

GUIDELINES FOR ASSESSING DEGREE OF VENTILATORY IMPAIRMENT   
Interpretation Obstructive Pattern Restrictive Pattern
Normal FEV1/FVC% $ LLN FVC $ LLN 
 
Borderline FEV1/FVC < LLN & FEV1 $ LLN 
 
Mild FEV1 < 100 & $ 70% Pred FVC < LLN & $ 70% Pred 
 
Moderate FEV1 < 70 $ 50% Pred FVC < 70 & $ 50% Pred 
 
S evere FEV1 # 50% Pred FVC# 50% Pred 
Adapted from American Thoracic Society: Lung function testing: Selection of reference values 
and interpretative strategies [1991].  American Review of Respiratory Diseases 144:1202-1218 
30). ( 
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