
WASHINGTON, D.C. 

I S S U E D :  July 11, 1977 

ral Aviation Administration SAFETY RECOMMENDAT I O N ( S )  

A-77-49 and 50 

the right seatbelt fitting deformed and the retaining pin separated 
from the fitting. He struck numerous cockpit surfaces and sustained 
blunt trauma to the abdomen and a lacerated right elbow. 
right seatbelt fitting failed similarly, but fortunately, the seatbelt 
did not slip free of the retaining pin and he remained in his seat. 

The copilot's 

cording to Dassault International (USA), Inc., the seatbelt 

atmosphere weld." 
Board's laboratory disclosed that the retaining pins had been brazed 
to the fittings, rather than oxygenlargon welded in accordance with 
Dassault's recommended procedures. 
the manufacturing and quality control practices of the seat subcon- 

Examination of both right-hand fittings by the 

Therefore, the Board believes that 

In view of the foregoing, the National Transportation Safety 
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Honorable Langhorne M. Bond I 2 .. A-77-49 & 50 

I s sue  an Airworthiness Di rec t ive  t o  in spec t  t h e  s e a t b e l t  
f i t t i n g s  on a l l  Dassault  p i l o t  s e a t s  f o r  compliance wi th  
Dassau l t ' s  manufacturing procedures and t o  rep lace  those  
f i t t i n g s  which a r e  found t o  be de fec t ive .  
Urgent Followup) (A-77-49) 

Review t h e  manufacture and qua l i ty -con t ro l  p r a c t i c e s  of 
t h e s e  p i l o t  s e a t s  t o  i n s u r e  t h a t  they a r e  i n  accordance 
with Dassault  procedures and FAA c r i t e r i a .  (Class I1 - 
P r i o r i t y  Followup) (A-77-50) 

(Class I ~ 

TODD, Chairman, BAILEY, Vice and HOGUE, Members, 
concurred i n  t h e  above did not Q a r t i c i p a t e .  

By: 
Chairman 


