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Mine Safety and Health Admin., Labor § 56.14201 

1999), as applicable, which are incor-
porated by reference. 

(i) Seat belt maintenance. Seat belts 
shall be maintained in functional con-
dition, and replaced when necessary to 
assure proper performance. 

(j) Publications. The incorporation by 
reference of these publications is ap-
proved by the Director of the Federal 
Register in accordance with 5 U.S.C. 
552(a) and 1 CFR part 51. Copies of 
these publications may be examined at 
any Metal and Nonmetal Mine Safety 
and Health District Office; at MSHA’s 
Office of Standards, Regulations, and 
Variances, 1100 Wilson Boulevard, 
Room 2349, Arlington, Virginia 22209– 
3939; or at the National Archives and 
Records Administration (NARA). For 
information on the availability of this 
material at NARA, call 202–741–6030, or 
go to: http://www.archives.gov/ 
federallregister/ 
codeloflfederallregulations/ 
ibrllocations.html. Copies may be pur-
chased from the Society of Automotive 
Engineers, 400 Commonwealth Drive, 
Warrendale, Pennsylvania 15096–0001. 

[53 FR 32521, Aug. 25, 1988; 53 FR 44588, Nov. 
4, 1988, as amended at 60 FR 33723, June 29, 
1995; 67 FR 38385, June 4, 2002; 68 FR 19347, 
Apr. 21, 2003] 

§ 56.14131 Seat belts for haulage 
trucks. 

(a) Seat belts shall be provided and 
worn in haulage trucks. 

(b) Seat belts shall be maintained in 
functional condition, and replaced 
when necessary to assure proper per-
formance. 

(c) Seat belts required under this sec-
tion shall meet the requirements of 
SAE J386, ‘‘Operator Restraint System 
for Off-Road Work Machines’’ (1985, 
1993, or 1997), which are incorporated by 
reference. 

(d) The incorporation by reference of 
these publications is approved by the 
Director of the Federal Register in ac-
cordance with 5 U.S.C. 552(a) and 1 CFR 
part 51. Copies of these publications 
may be examined at any Metal and 
Nonmetal Mine Safety and Health Dis-
trict Office; at MSHA’s Office of Stand-
ards, Regulations, and Variances, 1100 
Wilson Boulevard, Room 2349, Arling-
ton, Virginia 22209–3939; or at the Na-
tional Archives and Records Adminis-

tration (NARA). For information on 
the availability of this material at 
NARA, call 202–741–6030, or go to: http:// 
www.archives.gov/federallregister/ 
codeloflfederallregulations/ 
ibrllocations.html. Copies may be pur-
chased from the Society of Automotive 
Engineers, 400 Commonwealth Drive, 
Warrendale, Pennsylvania 15096–0001. 

[50 FR 4054, Jan. 29, 1985, as amended at 67 
FR 38385, June 4, 2002; 68 FR 19347, Apr. 21, 
2003] 

§ 56.14132 Horns and backup alarms. 

(a) Manually-operated horns or other 
audible warning devices provided on 
self-propelled mobile equipment as a 
safety feature shall be maintained in 
functional condition. 

(b)(1) When the operator has an ob-
structed view to the rear, self-propelled 
mobile equipment shall have— 

(i) An automatic reverse-activated 
signal alarm; 

(ii) A wheel-mounted bell alarm 
which sounds at least once for each 
three feet of reverse movement; 

(iii) A discriminating backup alarm 
that covers the area of obstructed 
view; or 

(iv) An observer to signal when it is 
safe to back up. 

(2) Alarms shall be audible above the 
surrounding noise level. 

(3) An automatic reverse-activated 
strobe light may be used at night in 
lieu of an audible reverse alarm. 

(c) This standard does not apply to 
rail equipment. 

SAFETY PRACTICES AND OPERATIONAL 
PROCEDURES 

§ 56.14200 Warnings prior to starting 
or moving equipment. 

Before starting crushers or moving 
self-propelled mobile equipment, equip-
ment operators shall sound a warning 
that is audible above the surrounding 
noise level or use other effective means 
to warn all persons who could be ex-
posed to a hazard from the equipment. 

§ 56.14201 Conveyor start-up warnings. 

(a) When the entire length of a con-
veyor is visible from the starting 
switch, the conveyor operator shall vis-
ually check to make certain that all 
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