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Mine Safety and Health Admin., Labor § 57.14100 

(1) The ASME Boiler and Pressure 
Vessel Code, 1977, published by the 
American Society of Mechanical Engi-
neers. 

SECTION AND TITLE 

I Power Boilers 
II Material Specifications—Part A—Fer-

rous 
II Material Specifications—Part B—Non- 

ferrous 
II Material Specifications—Part C—Weld-

ing Rods, Electrodes, and Filler Metals 
IV Heating Boilers 
V Nondestructive Examination 
VI Recommended Rules for Care and Oper-

ation of Heating Boilers 
VII Recommended Rules for Care of Power 

Boilers 

(2) The National Board Inspection 
Code, a Manual for Boiler and Pressure 
Vessel Inspectors, 1979, published by 
the National Board of Boiler and Pres-
sure Vessel Inspectors. 

CHAPTER AND TITLE 

I Glossary of Terms 
II Inspection of Boilers and Pressure Ves-

sels 
III Repairs and Alterations to Boiler and 

Pressure Vessels by Welding 
IV Shop Inspection of Boilers and Pressure 

Vessels 
V Inservice Inspection of Pressure Vessels 

by Authorized Owner-User Inspection 
Agencies 

APPENDIX AND TITLE 

A Safety and Safety Relief Valves 
B Non-ASME Code Boilers and Pressure 

Vessels 
C Storage of Mild Steel Covered Arc Weld-

ing Electrodes 
D-R National Board ‘‘R’’ (Repair) Symbol 

Stamp 
D-VR National Board ‘‘VR’’ (Repair of Safe-

ty and Safety Relief Valve) Symbol Stamp 
D-VR1 Certificate of Authorization for Re-

pair Symbol Stamp for Safety and Safety 
Relief Valves 

D-VR2 Outline of Basic Elements of Written 
Quality Control System for Repairers of 
ASME Safety and Safety Relief Valves 

D-VR3 Nameplate Stamping for ‘‘VR’’ 
E Owner-User Inspection Agencies 
F Inspection Forms 

(c) Records of inspections and repairs 
shall be kept in accordance with the re-
quirements of the ASME Boiler and 
Pressure Vessel Code and the National 
Board Inspection Code. The records 

shall be made available to the Sec-
retary or his authorized representative. 

(d) Sections of the ASME Boiler and 
Pressure Vessel Code, 1977, listed in 
paragraph (b)(1) of this section, and 
chapters and appendices of the Na-
tional Board Inspection Code, 1979, list-
ed in paragraph (b)(2) of this section, 
are incorporated by reference and made 
a part of this standard. These publica-
tions may be obtained from the pub-
lishers, the American Society of Me-
chanical Engineers, 22 Law Drive, P.O. 
Box 2900, Fairfield, New Jersey 07007, 
Phone: 800–843–2763 (toll free); http:// 
www.asme.org, and the National Board 
of Boiler and Pressure Vessel Inspec-
tors, 1055 Crupper Avenue, Columbus, 
Ohio 43229. The publication may be ex-
amined at any Metal and Nonmetal 
Mine Safety and Health District Office 
of the Mine Safety and Health Admin-
istration. 

[50 FR 4082, Jan. 29, 1985, as amended at 71 
FR 16667, Apr. 3, 2006] 

Subpart M—Machinery and 
Equipment 

SOURCE: 53 FR 32528, Aug. 25, 1988, unless 
otherwise noted. 

§ 57.14000 Definitions. 

The following definitions apply in 
this subpart. 

Travelway. A passage, walk, or way 
regularly used or designated for per-
sons to go from one place to another. 

[53 FR 32528, Aug. 25, 1988, as amended at 69 
FR 38842, June 29, 2004] 

SAFETY DEVICES AND MAINTENANCE 
REQUIREMENTS 

§ 57.14100 Safety defects; examination, 
correction and records. 

(a) Self-propelled mobile equipment 
to be used during a shift shall be in-
spected by the equipment operator be-
fore being placed in operation on that 
shift. 

(b) Defects on any equipment, ma-
chinery, and tools that affect safety 
shall be corrected in a timely manner 
to prevent the creation of a hazard to 
persons. 
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