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AMENDMENT OF SOLICITATION/MODIFICATION OF CONTRACT

Except as provided herein, all terms and conditions of the document referenced in Item 9A or 10A, as heretofore changed, remains unchanged and in full force and effect.

15A. NAME AND TITLE OF SIGNER (Type or print)

30-105-04

EXCEPTION TO SF 30

APPROVED BY OIRM 11-84

STANDARD FORM 30 (Rev. 10-83)

Prescribed by GSA

FAR (48 CFR) 53.243

The purpose of this amendment is  to correct a quantity typo in the specification document [quantity is 1 (one) set of airstairs], to add an

 estimated load capacity in specifications, and to attach F-22 dimensions to the Fed BizOps posting.

1. CONTRACT ID CODE

PAGE OF  PAGES

J

1

3

16A. NAME AND TITLE OF CONTRACTING OFFICER (Type or print)

16C. DATE SIGNED

BY

27-Aug-2008

16B. UNITED STATES OF AMERICA

15C. DATE SIGNED

15B. CONTRACTOR/OFFEROR

(Signature of Contracting Officer)

(Signature of person authorized to sign)

8. NAME AND ADDRESS OF CONTRACTOR  (No., Street, County, State and Zip Code)

X

FA4819-08-T-0044

X

9B. DATED (SEE ITEM 11)

14-Aug-2008

10B. DATED  (SEE ITEM 13)

9A. AMENDMENT OF SOLICITATION NO.

11. THIS ITEM ONLY APPLIES TO AMENDMENTS OF SOLICITATIONS

X

The above numbered solicitation is amended as set forth in Item 14.  The hour and date specified for receipt of Offer  

X

is extended,

is not extended.

Offer must acknowledge receipt of this amendment prior to the hour and date specified in the solicitation or as amended by one of the following methods: 

(a) By completing Items 8 and 15, and returning

0

copies of the amendment; (b) By acknowledging receipt of this amendment on each copy of the offer submitted;

or (c) By separate letter or telegram which includes a reference to the solicitation and amendment numbers.  FAILURE OF YOUR ACKNOWLEDGMENT TO BE 

RECEIVED AT THE PLACE DESIGNATED FOR THE RECEIPT OF OFFERS PRIOR TO THE HOUR AND DATE SPECIFIED MAY RESULT IN  

REJECTION OF YOUR OFFER.  If by virtue of this amendment you desire to change an offer already submitted, such change may be made by telegram or letter, 

provided each telegram or letter makes reference to the solicitation and this amendment, and is received prior to the opening hour and date specified.

12. ACCOUNTING AND APPROPRIATION DATA (If required)

13. THIS ITEM APPLIES ONLY TO MODIFICATIONS OF CONTRACTS/ORDERS.

IT MODIFIES THE CONTRACT/ORDER NO. AS DESCRIBED IN ITEM 14.

A. THIS CHANGE ORDER IS ISSUED PURSUANT TO:  (Specify authority) THE CHANGES SET FORTH IN ITEM 14 ARE MADE IN THE

 CONTRACT ORDER NO. IN ITEM 10A.

B. THE ABOVE NUMBERED CONTRACT/ORDER IS MODIFIED TO REFLECT THE ADMINISTRATIVE CHANGES (such as changes in paying 

office, appropriation date, etc.) SET FORTH IN ITEM 14, PURSUANT TO THE AUTHORITY OF FAR 43.103(B).

C. THIS SUPPLEMENTAL AGREEMENT IS ENTERED INTO PURSUANT TO AUTHORITY OF:

D. OTHER (Specify type of modification and authority)

E. IMPORTANT:   Contractor

is not,   

is required to sign this document and return

copies to the issuing office.

14. DESCRIPTION OF AMENDMENT/MODIFICATION  (Organized by UCF section headings, including solicitation/contract subject matter

 where feasible.)

10A. MOD. OF CONTRACT/ORDER NO.

0001

2. AMENDMENT/MODIFICATION NO.

5. PROJECT NO.(If applicable)

6. ISSUED BY

3. EFFECTIVE DATE

26-Aug-2008

CODE

325 CONS/LGCAA   ATTN: LT CAITLIN HARRIS

501 ILLINOIS AVE  STE 5

TYNDALL AFB FL 32403-5526

FA4819

7. ADMINISTERED BY  (If other than item 6)

4. REQUISITION/PURCHASE REQ. NO.

CODE

See Item 6

FACILITY CODE

CODE

EMAIL:

TEL:


SECTION SF 30 BLOCK 14 CONTINUATION PAGE 

SUMMARY OF CHANGES  

SECTION SF 1449 - CONTINUATION SHEET 

SOLICITATION/CONTRACT FORM 

                The required response date/time has changed from 02-Sep-2008 02:00 PM to 09-Sep-2008 02:00 PM. 

The following have been modified: 

        SPECIFICATIONS
Statement of Work

F-22 Maintenance Stands

Requirement

1 sets of F-22 wing stands [a set is comprised of one left wing and one right wing stand.]
Specifications

Material

· The Stands should be constructed of aluminum 

· No painting required.

· Stand will be of sufficient strength to accommodate 4 personnel and a large tool box.

Dimensions

· Must have a work deck spanning the entire length of the wing leading edge, and be no more than 8’ wide, with a tread grip type surface incorporated into the work deck.

· Stands should be height adjustable and should be able to be placed at various heights to accommodate different heights of the aircraft.

· The work deck should have  a four inch high toe kick, plus an additional 18 inch high expanded metal fence and also include a handrail at least 42” tall, around all sides, except the area mating to the wing leading edge.

· See F-22 dimensions for wing length and height and area where work will occur.

· Height of stand needs to be within of few inches if tge tio if the wing so the maintainers will only have to take a small step up to access top of jet.
Safety

· Stands must comply with OSHA and Air Force safety standards.

· The stand must have an extended guard rail along the front portion of the intake, precluding falls from that area.

· The Wing Stands should have full swivel lock, heavy duty casters, with brakes and be easy to roll.  

Additional

· Load capacity should be able to support a large tool box and at least one technician [about 1,000 lbs].  

· All areas that might contact the Jet will be padded with non marking chemical resistant padding.

·  There should be a 50’ retractable grounding wire incorporated for grounding stand during work in explosive environment 

· A tow bar will be provided on each stand

· The tow bar should be able to be stowed out of the way. If the stand needs to be towed to a location outside its normal work area the tow bar can be unlatched and employed. 

· There shall be four heavy duty reels on the upper deck and four in the lower area with two each electrical cords (explosion proof) and two each air hoses measuring 35’ in length. When no longer needed, a simple tug would release them back into their stowed position.

· Lighting (explosion proof to meet OSHA and AFOSH standards for paint facilities) should be provided to “Flood” the area under wing.

(End of Summary of Changes) 

