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setting north of the Equator (0° lat.). 
As used in this paragraph, mackerel- 
type bait means a whole fusiform fish 
with a predominantly blue, green or 
gray back and predominantly gray, sil-
ver or white lower sides and belly. 

(h) Owners and operators of vessels 
registered for use under a Hawaii 
longline limited access permit may 
make sets only of the type (shallow- 
setting or deep-setting) indicated in 
the notification to NMFS pursuant to 
§ 665.23(a). 

(i) Vessels registered for use under 
Hawaii longline limited access permits 
may not be used to engage in shallow- 
setting north of the equator (0° lat.) 
any time during which the shallow-set 
component of the longline fishery is 
closed pursuant to paragraph (b)(3)(ii) 
of this section. 

(j) Owners and operators of vessels 
registered for use under a Hawaii 
longline limited access permit may 
land or possess no more than 10 sword-
fish from a fishing trip for which the 
permit holder notified NMFS under 
§ 665.23(a) that the vessel would engage 
in a deep-setting trip. 

[69 FR 17352, Apr. 2, 2004, as amended at 70 
FR 69285, Nov. 15, 2005] 

EFFECTIVE DATE NOTE: At 71 FR 54770, 
Sept. 19, 2006, § 665.33 was amended by sus-
pending paragraphs (b)(2)(i) and (ii) and add-
ing paragraphs (b)(2)(iii) and (iv), effective 
Sept. 19, 2006, until Mar. 19, 2007. 

§ 665.34 Protected species workshop. 
(a) Each year, both the owner and the 

operator of a vessel registered for use 
under any longline permit issued under 
§ 665.21 must attend and be certified for 
completion of a workshop conducted by 
NMFS on interaction mitigation tech-
niques for sea turtles, seabirds and 
other protected species. 

(b) A protected species workshop cer-
tificate will be issued by NMFS annu-
ally to any person who has completed 
the workshop. 

(c) An owner of a vessel registered for 
use under any longline permit issued 
under § 665.21 must have a valid pro-
tected species workshop certificate 
issued by NMFS to the owner of the 
vessel, in order to maintain or renew 
their vessel registration. 

(d) An owner and an operator of a 
vessel registered for use under any 

longline permit issued under § 665.21 
must have on board the vessel a valid 
protected species workshop certificate 
issued by NMFS to the operator of the 
vessel, or a legible copy thereof. 

[69 FR 17354, Apr. 2, 2004, as amended at 70 
FR 69285, Nov. 15, 2005] 

§ 665.35 Pelagic longline seabird miti-
gation measures. 

(a) Seabird mitigation techniques. When 
deep-setting or shallow-setting north 
of 23° N. lat. or shallow-setting south of 
23 N. lat., owners and operators of ves-
sels registered for use under a Hawaii 
longline limited access permit, must 
either side-set according to paragraph 
(a)(1) of this section, or fish in accord-
ance with paragraph (a)(2) of this sec-
tion. 

(1) Side-setting. Owners and operators 
of vessels opting to side-set under this 
section must fish according to the fol-
lowing specifications: 

(i) The mainline must be deployed as 
far forward on the vessel as prac-
ticable, and at least 1 m (3.3 ft) forward 
from the stern of the vessel; 

(ii) The mainline and branch lines 
must be set from the port or the star-
board side of the vessel; 

(iii) If a mainline shooter is used, the 
mainline shooter must be mounted as 
far forward on the vessel as prac-
ticable, and at least 1 m (3.3 ft) forward 
from the stern of the vessel; 

(iv) Branch lines must have weights 
with a minimum weight of 45 g (1.6 oz); 

(v) One weight must be connected to 
each branch line within 1 m (3.3 ft) of 
each hook; 

(vi) When seabirds are present, the 
longline gear must be deployed so that 
baited hooks remain submerged and do 
not rise to the sea surface; and 

(vii) A bird curtain must be deployed. 
Each bird curtain must consist of the 
following three components: a pole 
that is fixed to the side of the vessel 
aft of the line shooter and which is at 
least 3 m (9.8 ft) long; at least three 
main streamers that are attached at 
regular intervals to the upper 2 m (6.6 
ft) of the pole and each of which has a 
minimum diameter of 20 mm (0.8 in); 
and branch streamers attached to each 
main streamer at the end opposite 
from the pole, each of which is long 
enough to drag on the sea surface in 
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