
163

Nat’l Highway Traffic Safety Admin., DOT § 567.1

§ 566.5 Requirements. 
Each manufacturer of motor vehi-

cles, and each manufacturer of covered 
equipment, shall furnish the informa-
tion specified in paragraphs (a) through 
(c) of this section to: Administrator, 
National Highway Traffic Safety Ad-
ministration, 400 Seventh Street SW., 
Washington, DC 20590. 

(a) Full individual, partnership, or 
corporate name of the manufacturer. 

(b) Residence address of the manufac-
turer and State of incorporation if ap-
plicable. 

(c) Description of each type of motor 
vehicle or of covered equipment manu-
factured by the manufacturer, includ-
ing, for motor vehicles, the approxi-
mate ranges of gross vehicle weight 
ratings for each type. 

(1) Except as noted below, the de-
scription may be of general types, such 
as ‘‘passenger cars’’ or ‘‘brake fluid.’’

(2) In the case of multipurpose pas-
senger vehicles, trucks, and trailers, 
the description shall be specific enough 
also to indicate the types of use for 
which the vehicles are intended, such 
as ‘‘tank trailer,’’ ‘‘motor home,’’ or 
‘‘cargo van.’’

(3) In the case of motor vehicles pro-
duced in two or more stages, if the 
manufacturer is an incomplete vehicle 
manufacturer, the description shall so 
state and include a description indi-
cating the stage of completion of the 
vehicle and, where known, the types of 
use for which the vehicle is intended.

Example: ‘‘Incomplete vehicle manufac-
turer—Chassis-cab intended for completion 
as van-type truck.’’

If the manufacturer is an intermediate 
manufacturer, or a final stage manu-
facturer, the description shall so state 
and include a brief description of the 
work performed.

Example: ‘‘Multipurpose passenger vehicles: 
Motor homes with GVWR from 8,000 to 12,000 
pounds. Final-stage manufacturer—add body 
to bare chassis.’’

(15 U.S.C. 1392, 1397) 

[36 FR 20978, Nov. 2, 1971, as amended at 37 
FR 1364, Jan. 28, 1972]

§ 566.6 Submittal of information. 
Each manufacturer required to sub-

mit information under § 566.5 shall sub-

mit the information not later than 
February 1, 1972. After that date, each 
person who begins to manufacture a 
type of motor vehicle or covered equip-
ment for which he has not submitted 
the required information shall submit 
the information specified in paragraphs 
(a) through (c) of § 566.5 not later than 
30 days after he begins manufacture. 
Each manufacturer who has submitted 
required information shall keep his 
entry current, accurate and complete 
by submitting revised information not 
later than 30 days after the relevant 
changes in his business occur. 

[36 FR 20978, Nov. 2, 1971, as amended at 53 
FR 20119, June 2, 1988]
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§ 567.1 Purpose. 
The purpose of this part is to specify 

the content and location of, and other 
requirements for, the certification 
label or tag to be affixed to motor vehi-
cles as required by section 114 of the 
National Traffic and Motor Vehicle 
Safety Act of 1966 (15 U.S.C. 1403) (the 
Safety Act) and by sections 105(c)(1) 
and 606(c) of the Motor Vehicle Infor-
mation and Cost Savings Act (15 U.S.C. 
1915(c) and 2026(c)) (the Cost Savings 
Act), and to provide the consumer with 
information to assist him or her in de-
termining which of the Federal Motor 
Vehicle Safety Standards (part 571 of 
this chapter) and Federal Theft Pre-
vention Standards (part 541 of this 
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49 CFR Ch. V (10–1–02 Edition)§ 567.2

chapter) (standards) are applicable to 
the vehicle. 

[50 FR 43192, Oct. 24, 1985]

§ 567.2 Application. 
(a) This part applies to manufactur-

ers and distributors of motor vehicles 
to which one or more standards are ap-
plicable. 

(b) In the case of imported motor ve-
hicles, the requirement of affixing a 
label or tag applies to Registered Im-
porters of vehicles admitted to the 
United States under 49 CFR 591.5(f) to 
which the required label or tag is not 
affixed. 

[36 FR 7056, Apr. 14, 1971, as amended at 48 
FR 46995, Oct. 17, 1983; 56 FR 22356, May 15, 
1991]

§ 567.3 Definitions. 
All terms that are defined in the Act 

and the rules and standards issued 
under its authority are used as defined 
therein. The term bumper has the 
meaning assigned to it in Title I of the 
Cost Savings Act and the rules and 
standards issued under its authority. 

Chassis-cab means an incomplete ve-
hicle, with a completed occupant com-
partment, that requires only the addi-
tion of cargo-carrying, work-per-
forming, or load-bearing components to 
perform its intended functions. 

[36 FR 7056, Apr. 14, 1971, as amended at 42 
FR 37817, July 25, 1977; 43 FR 21891, May 22, 
1978]

§ 567.4 Requirements for manufactur-
ers of motor vehicles. 

(a) Each manufacturer of motor vehi-
cles (except vehicles manufactured in 
two or more stages) shall affix to each 
vehicle a label, of the type and in the 
manner described below, containing 
the statements specified in paragraph 
(g) of this section. 

(b) The label shall, unless riveted, be 
permanently affixed in such a manner 
that it cannot be removed without de-
stroying or defacing it. 

(c) Except for trailers and motor-
cycles, the label shall be affixed to ei-
ther the hinge pillar, door-latch post, 
or the door edge that meets the door-
latch post, next to the driver’s seating 
position, or if none of these locations is 
practicable, to the left side of the in-

strument panel. If that location is also 
not practicable, the label shall be af-
fixed to the inward-facing surface of 
the door next to the driver’s seating 
position. If none of the preceding loca-
tions is practicable, notification of 
that fact, together with drawings or 
photographs showing a suggested alter-
nate location in the same general area, 
shall be submitted for approval to the 
Administrator, National Highway Traf-
fic Safety Administration, Washington, 
DC 20590. The location of the label shall 
be such that it is easily readable with-
out moving any part of the vehicle ex-
cept an outer door. 

(d) The label for trailers shall be af-
fixed to a location on the forward half 
of the left side, such that it is easily 
readable from outside the vehicle with-
out moving any part of the vehicle. 

(e) The label for motorcycles shall be 
affixed to a permanent member of the 
vehicle as close as is practicable to the 
intersection of the steering post with 
the handle bars, in a location such that 
it is easily readable without moving 
any part of the vehicle except the 
steering system. 

(f) The lettering on the label shall be 
of a color that contrasts with the back-
ground of the label. 

(g) The label shall contain the fol-
lowing statements, in the English lan-
guage, lettered in block capitals and 
numerals not less than three thirty-
seconds of an inch high, in the order 
shown: 

(1) Name of manufacturer: Except as 
provided in paragraphs (g)(1) (i), (ii), 
and (iii) of this section, the full cor-
porate or individual name of the actual 
assembler of the vehicle shall be 
spelled out, except that such abbrevia-
tions as ‘‘Co.’’ or ‘‘Inc.’’ and their for-
eign equivalents, and the first and mid-
dle initials of individuals, may be used. 
The name of the manufacturer shall be 
preceded by the words ‘‘Manufactured 
By’’ or ‘‘Mfd By.’’ In the case of im-
ported vehicles, where the label re-
quired by this section is affixed by the 
Registered Importer, the name of the 
Registered Importer shall also be 
placed on the label in the manner de-
scribed in this paragraph, directly 
below the name of the final assembler. 

(i) If a vehicle is assembled by a cor-
poration that is controlled by another 
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