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[Amdt. 172–101, 45 FR 74667, Nov. 10, 1980, as 
amended by Amdt. 172–81, 48 FR 28099, June 
20, 1983; Amdt. 172–110, 52 FR 29527, Aug. 10, 
1987; Amdt. 172–123, 55 FR 52593, Dec. 21, 1990; 
56 FR 66255, Dec. 20, 1991; Amdt. 172–151, 62 
FR 1228, Jan. 8, 1997; 65 FR 50459, Aug. 18, 
2000; 68 FR 57632, Oct. 6, 2003] 

§ 172.334 Identification numbers; pro-
hibited display. 

(a) No person may display an identi-
fication number on a RADIOACTIVE, 
EXPLOSIVES 1.1, 1.2, 1.3, 1.4, 1.5 or 1.6, 
DANGEROUS, or subsidiary hazard 
placard. 

(b) No person may display an identi-
fication number on a placard, orange 
panel or white square-on-point display 
configuration unless— 

(1) The identification number is spec-
ified for the material in § 172.101; 

(2) The identification number is dis-
played on the placard, orange panel or 
white square-on-point configuration 
authorized by § 172.332 or § 172.336(b), as 
appropriate, and any placard used for 
display of the identification number 
corresponds to the hazard class of the 
material specified in § 172.504; 

(3) Except as provided under § 172.336 
(c)(4) or (c)(5), the package, freight con-
tainer, or transport vehicle on which 
the number is displayed contains the 
hazardous material associated with 
that identification number in § 172.101. 

(c) Except as required by 
§ 172.332(c)(4) for a combustible liquid, 
the identification number of a material 
may be displayed only on the placards 
required by the tables in § 172.504. 

(d) Except as provided in § 172.336, a 
placard bearing an identification num-
ber may not be used to meet the re-
quirements of subpart F of this part 

unless it is the correct identification 
number for all hazardous materials of 
the same class in the transport vehicle 
or freight container on which it is dis-
played. 

(e) Except as specified in § 172.338, an 
identification number may not be dis-
played on an orange panel on a cargo 
tank unless affixed to the cargo tank 
by the person offering the hazardous 
material for transportation in the 
cargo tank. 

(f) If a placard is required by § 172.504, 
an identification number may not be 
displayed on an orange panel unless it 
is displayed in proximity to the 
placard. 

(g) No person shall add any color, 
number, letter, symbol, or word other 
than as specified in this subchapter, to 
any identification number marking 
display which is required or authorized 
by this subchapter. 

[Amdt. 172–101, 45 FR 74667, Nov. 10, 1980, as 
amended by Amdt. 172–104, 51 FR 23078, June 
25, 1986; Amdt. 172–110, 52 FR 29528, Aug. 10, 
1987; Amdt. 172–123, 55 FR 52593, Dec. 21, 1990; 
56 FR 66255, Dec. 20, 1991; Amdt. 172–127, 59 
FR 49133, Sept. 26, 1994] 

§ 172.336 Identification numbers; spe-
cial provisions. 

(a) When not required or prohibited 
by this subpart, identification numbers 
may be displayed on a transport vehi-
cle or a freight container in the man-
ner prescribed by this subpart. 

(b) Identification numbers, when re-
quired, must be displayed on either or-
ange panels (see § 172.332(b)) or on a 
plain white square-on-point display 
configuration having the same outside 
dimensions as a placard. In addition, 
for materials in hazard classes for 
which placards are specified and identi-
fication number displays are required, 
but for which identification numbers 
may not be displayed on the placards 
authorized for the material (see 
§ 172.334(a)), identification numbers 
must be displayed on orange panels or 
on the plain white square-on-point dis-
play configuration in association with 
the required placards. An identifica-
tion number displayed on a white 
square-on-point display configuration 
is not considered to be a placard. 
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