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Series 11, No. 8. This is published by the 
U.S. Department of Health, Education, 
and Welfare. Copies may be obtained 
for a price of 35 cents from the Super-
intendent of Documents, U.S. Govern-
ment Printing Office, Washington, DC 
20402. 

(5) Test methods of the American Asso-
ciation of Textile Chemists and Colorists. 
They are published by the American 
Association of Textile Chemists and 
Colorists. Information and copies can 
be obtained by writing to: American 
Association of Textile Chemists and 
Colorists, Post Office Box 886, Durham, 
NC. 

(6) Test methods of the Illuminating En-
gineering Society of North America (IES). 
They are published by the Illuminating 
Engineering Society of North America. 
Copies can be obtained by writing to: 
Illuminating Engineering Society of 
North America, 345 East 47th St., New 
York, NY 10017. 

(7) Standards of Suppliers of Advanced 
Composite Materials Association 
(SACMA). They are published by Sup-
pliers of Advanced Composite Mate-
rials Association. Information and cop-
ies may be obtained by writing to: Sup-
pliers of Advanced Composite Mate-
rials Association, 1600 Wilson Blvd., 
Suite 1008, Arlington, VA 22209. 

(8) Standards of the American Society of 
Mechanical Engineers (ASME). They are 
published by The American Society of 
Mechanical Engineers. Information and 
copies may be obtained by writing to: 
The American Society of Mechanical 
Engineers, 345 East 47th Street, New 
York, NY 10017. 

(9) Regulations of the United Nations 
Economic Commission for Europe (ECE). 
They are published by the United Na-
tions. Information and copies may be 
obtained by writing to: United Nations, 
Conference Services Division, Distribu-
tion and Sales Section, Office C.115–1, 
Palais des Nations, CH–1211, Geneva 10, 
Switzerland. Copies of Regulations also 
are available on the ECE internet web 
site: www.unece.org/trans/main/wp29/
wp29regs.html.

(10) All of the above materials, as 
well as any other materials incor-
porated by reference, are available for 
inspection and copying at the Office of 
Vehicle Safety Standards, National 

Highway Traffic Safety Administra-
tion, 400 Seventh Street, SW., Wash-
ington, DC 20590. The materials are 
also available for inspection and copy-
ing at the Office of the Federal Reg-
ister, 800 North Capitol Street, NW., 
suite 700, Washington, DC. 

[33 FR 19704, Dec. 25, 1968. Redesignated at 35 
FR 5118, Mar. 26, 1970, and amended at 35 FR 
5120, Mar. 26, 1970; 36 FR 1148, Jan. 23, 1971; 41 
FR 52880, Dec. 2, 1976; 41 FR 56812, Dec. 30, 
1976; 47 FR 7254, Feb. 18, 1982; 48 FR 30141, 
June 30, 1983; 54 FR 20083, May 9, 1989; 59 FR 
49021, Sept. 26, 1994; 60 FR 37843, Jul. 24, 1995; 
64 FR 45898, Aug. 23, 1999]

§ 571.7 Applicability. 

(a) General. Except as provided in 
paragraphs (c) and (d) of this section, 
each standard set forth in subpart B of 
this part applies according to its terms 
to all motor vehicles or items of motor 
vehicle equipment the manufacture of 
which is completed on or after the ef-
fective date of the standard. 

(b) [Reserved] 
(c) Military vehicles. No standard ap-

plies to a vehicle or item of equipment 
manufactured for, and sold directly to, 
the Armed Forces of the United States 
in conformity with contractual speci-
fications. 

(d) Export. No standard applies to a 
vehicle or item of equipment in the cir-
cumstances provided in section 
108(b)(5) of the Act (15 U.S.C. 1397 
(b)(5)). 

(e) Combining new and used compo-
nents. When a new cab is used in the as-
sembly of a truck, the truck will be 
considered newly manufactured for 
purposes of paragraph (a) of this sec-
tion, the application of the require-
ments of this chapter, and the Act, un-
less the engine, transmission, and drive 
axle(s) (as a minimum) of the assem-
bled vehicle are not new, and at least 
two of these components were taken 
from the same vehicle. 

(f) Combining new and used components 
in trailer manufacture. When new mate-
rials are used in the assembly of a 
trailer, the trailer will be considered 
newly manufactured for purposes of 
paragraph (a) of this section, the appli-
cation of the requirements of this 
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chapter, and the Act, unless, at a min-
imum, the trailer running gear assem-
bly (axle(s), wheels, braking and sus-
pension) is not new, and was taken 
from an existing trailer— 

(1) Whose identity is continued in the 
reassembled vehicle with respect to the 
Vehicle Identification Number; and 

(2) That is owned or leased by the 
user of the reassembled vehicle. 

[33 FR 19703, Dec. 25, 1968. Redesignated at 35 
FR 5118, Mar. 26, 1970, and amended at 36 FR 
7855, Apr. 27, 1971; 38 FR 12808, May 16, 1973; 
40 FR 49341, Oct. 22, 1975; 41 FR 27074, July 1, 
1976]

§ 571.8 Effective date. 

Notwithstanding the effective date 
provisions of the motor vehicle safety 
standards in this part, the effective 
date of any standard or amendment of 
a standard issued after September 1, 
1971, to which firefighting vehicles 
must conform shall be, with respect to 
such vehicles, either 2 years after the 
date on which such standard or amend-
ment is published in the rules and reg-
ulations section of the FEDERAL REG-
ISTER, or the effective date specified in 
the notice, whichever is later, except 
as such standard or amendment may 
otherwise specifically provide with re-
spect to firefighting vehicles. 

[36 FR 13927, July 28, 1971]

§ 571.9 Separability. 

If any standard established in this 
part or its application to any person or 
circumstance is held invalid, the re-
mainder of the part and the application 
of that standard to other persons or 
circumstances is not affected thereby. 

[33 FR 19705, Dec. 25, 1968. Redesignated at 35 
FR 5118, Mar. 26, 1970]

Subpart B—Federal Motor Vehicle 
Safety Standards

SOURCE: 36 FR 22902, Dec. 2, 1971, unless 
otherwise noted.

§ 571.101 Standard No. 101; Controls 
and displays. 

S1. Scope. This standard specifies re-
quirements for the location, identifica-
tion, and illumination of motor vehicle 
controls and displays. 

S2. Purpose. The purpose of this 
standard is to ensure the accessibility 
and visibility of motor vehicle controls 
and displays and to facilitate their se-
lection under daylight and nighttime 
conditions, in order to reduce the safe-
ty hazards caused by the diversion of 
the driver’s attention from the driving 
task, and by mistakes in selecting con-
trols. 

S3. Application. This standard applies 
to passenger cars, multipurpose pas-
senger vehicles, trucks, and buses. 

S4. Definitions.
Telltale means a display that indi-

cates the actuation of a device, a cor-
rect or defective functioning or condi-
tion, or a failure to function. 

Gauge means a display that is listed 
in S5.1 or in Table 2 and is not a tell-
tale. 

S5 Requirements. Each passenger 
car, multipurpose passenger vehicle, 
truck and bus manufactured with any 
control listed in S5.1 or in column 1 of 
Table 1, and each passenger car, multi-
purpose passenger vehicle and truck or 
bus less than 4,536 kg. GVWR with any 
display listed in S5.1 or in column 1 of 
Table 2, shall meet the requirements of 
this standard for the location, identi-
fication, and illumination of such con-
trol or display. 

S5.1 Location. Under the conditions of 
S6, each of the following controls that 
is furnished shall be operable by the 
driver and each of the following dis-
plays that is furnished shall be visible 
to the driver. Under the conditions of 
S6, telltales are considered visible 
when activated. 

HAND-OPERATED CONTROLS

(a) Steering wheel. 
(b) Horn. 
(c) Ignition. 
(d) Headlamp. 
(e) Taillamp. 
(f) Turn signal. 
(g) Illumination intensity. 
(h) Windshield wiper. 
(i) Windshield washer. 
(j) Manual transmission shift lever, except 

transfer case. 
(k) Windshield defrosting and defogging 

system. 
(l) Rear window defrosting and defogging 

system. 
(m) Manual choke. 
(n) Driver’s sun visor. 
(o) Automatic vehicle speed system. 
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