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49 CFR Ch. III (10–1–02 Edition)§ 393.9

(10) All of the materials incorporated by 
reference are available for inspection at: 

(i) The Federal Motor Carrier Safety Ad-
ministration, Office of Bus and Truck Stand-
ards and Operations, 400 Seventh Street, 
SW., Washington, DC 20590; and 

(ii) The Office of the Federal Register, 800 
North Capitol Street, NW, Suite 700, Wash-
ington, DC.

Subpart B—Lighting Devices, Re-
flectors, and Electrical Equip-
ment

§ 393.9 Lamps operable. 
All lamps required by this subpart 

shall be capable of being operated at 
all times. 

(49 U.S.C. 304, 1655; 49 CFR 1.48(b) and 301.60) 

[47 FR 47837, Oct. 28, 1982]

§ 393.11 Lighting devices and reflec-
tors. 

The following Table 1 sets forth the 
required color, position, and required 
lighting devices by type of commercial 
motor vehicle. Diagrams illustrating 
the locations of lighting devices and 
reflectors, by type and size of commer-
cial motor vehicle, are shown imme-
diately following Table 1. All lighting 
devices on motor vehicles placed in op-
eration after March 7, 1989, must meet 
the requirements of 49 CFR 571.108 in 
effect at the time of manufacture of 
the vehicle. Motor vehicles placed in 
operation on or before March 7, 1989, 
must meet either the requirements of 
this subchapter or part 571 of this title 
in effect at the time of manufacture.
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