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(d) When a voyage is completed, or 
after a specified time has elapsed, the 
master shall file the official logbook 
containing required entries with the 
OCMI at or nearest the port where the 
vessel may be. 

(e) Unless an official logbook is re-
quired, the owner, operator, or master 
shall supply an alternative log or 
record for making entries required by 
law, including regulations in this sub-
chapter. This log or record need not be 
filed with this OCMI, but must be kept 
available for review by a marine in-
spector for a year after the date that 
the latest entry concerns. 

§ 131.620 Matters that must be logged. 

The following matters must be en-
tered in each vessel’s logbook: 

(a) Safety Orientation for Offshore 
Workers. As held. See § 131.320. 

(b) Tests and inspection of Steering 
Gear, Whistle, and Means of Commu-
nication. Before departure. See 
§ 131.505. 

(c) Draft and Loadline Markings. Be-
fore leaving port. Ocean and coastwise 
voyages only. See § 131.510. 

(d) Verification of Compliance with 
Applicable Stability Requirements. See 
§ 131.513. 

(e) Periodic Sanitary Inspections. 
After periodic sanitary inspections 
made by the master. See § 131.515. 

(f) Hatches and Other Openings. Each 
opening and closing, or departure from 
port without closing (except by vessels 
on protected waters). See § 131.520. 

(g) Tests of Emergency Lighting and 
Power. Weekly, monthly, and twice- 
yearly. See § 131.525. 

(h) Abandon-Ship Training and 
Drills, and Firefighting Training and 
Drills. As held. See §§ 131.530 and 
131.535. 

(i) Inspection of Lifeboat Winches. 
Once each 3 months. See § 131.570. 

§ 131.630 Entries in official logbooks. 

On each vessel required to have an 
Official Logbook, the items required by 
46 U.S.C. 11301, as well as the items re-
quired by § 131.620, must be entered in 
the logbook. 

Subpart G—Work Vests 

§ 131.710 Approved work vests. 

Each buoyant work vest carried 
aboard must be approved under subpart 
160.053 of this chapter or, as a commer-
cial hybrid personal flotation device, 
under subpart 160.077 of this chapter. 

§ 131.720 Use. 

(a) An approved buoyant work vest is 
an item of safety apparel and may be 
carried aboard for wear by a crew mem-
ber when working near or over the 
water. 

(b) The vest may not count towards 
the vessel’s complement of lifejackets. 

(c) The vest may not be worn instead 
of a lifejacket during a drill. 

§ 131.730 Shipboard stowage. 

The master shall ensure that no work 
vest is stowed where any lifejacket is 
stowed. 

§ 131.740 Shipboard inspections. 

Each buoyant work vest must be sub-
ject to examination by a marine in-
spector, to determine its service-
ability. If found serviceable, it may 
continue in service; but no buoyant 
work vest is stamped as inspected. If 
not found serviceable, and if deter-
mined irreparable by the inspector, a 
buoyant work vest must be destroyed 
in the presence of the inspector. 

Subpart H—Markings for Fire 
Equipment and Emergency 
Equipment 

§ 131.800 General. 

(a) This section prescribes markings 
necessary for the guidance of persons 
aboard in case of an emergency. The 
markings may be modified or omitted 
if they are unnecessary, because either 
the vessel is small or particular cir-
cumstances warrant, and if the cog-
nizant OCMI approves. 

(b) Each stateroom notice, direc-
tional sign, and the like must be print-
ed in English and in other languages 
appropriate to the service of the vessel. 

(c) Where this subpart specifies red 
letters, letters of a contrasting color 
on a red background are acceptable. 
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