
FARM USE/STRUCTURAL
CCA .60  AWPA C16

ANYTOWN, USA
ABC TREATING CO.

See reverse side for safety information.

20052004

FOUNDATION PILING
CCA .80  AWPA C3

ANYTOWN, USA
ABC TREATING CO.

See reverse side for safety information.

20052004

HIGHWAY CONSTRUCTION
CCA .60  AWPA C14

ANYTOWN, USA
ABC TREATING CO.

See reverse side for safety information.

20052004

LAND/FRESHWATER PILING
CCA .80   AWPA C3

ANYTOWN, USA
ABC TREATING CO.

See reverse side for safety information.

20052004

MARINE CONSTRUCTION
CCA 2.50  AWPA C18

ANYTOWN, USA
ABC TREATING CO.

See reverse side for safety information.

20052004

MARINE PILING
CCA 1.50  AWPA C3

ANYTOWN, USA
ABC TREATING CO.

MARINE PILING
CCA 2.50  AWPA C3

ANYTOWN, USA
ABC TREATING CO.

See reverse side for safety information.

See reverse side for safety information.

20052004

20052004

PERMANENT WOOD
FOUNDATION

CCA .60  AWPA C22

ANYTOWN, USA
ABC TREATING CO.

See reverse side for safety information.

20052004

POLES
CCA .60  AWPA C4

ANYTOWN, USA
ABC TREATING CO.

PLYWOOD
CCA .40  AWPA C9

ANYTOWN, USA
ABC TREATING CO.

See reverse side for safety information.

See reverse side for safety information.

20052004

20052004

ROUND POLES & POSTS
CCA .60  AWPA C23

ANYTOWN, USA
ABC TREATING CO.

See reverse side for safety information.

20052004

SALT WATER SPLASH
CCA .60   AWPA C18

ANYTOWN, USA
ABC TREATING CO.

2005

See reverse side for safety information.

2004

SAWN CROSSARMS
CCA .60  AWPA C25

ANYTOWN, USA
ABC TREATING CO.

See reverse side for safety information.

20052004

STRUCTURAL
COMPOSITE LUMBER

CCA .40  AWPA C33

ANYTOWN, USA
ABC TREATING CO.

SHAKES & SHINGLES
CCA .40   AWPA C34

ANYTOWN, USA
ABC TREATING CO.

See reverse side for safety information.

See reverse side for safety information.

20052004

20052004

STRUCTURAL SAWN TIMBER
CCA .60  AWPA C24

ANYTOWN, USA
ABC TREATING CO.

See reverse side for safety information.

20052004

GLUED LAMINATED 
MEMBERS

CCA .60  AWPA C28

ANYTOWN, USA
ABC TREATING CO.

See reverse side for safety information.

20052004

• Caution: Arsenic is in the pesticide applied to this wood
• Some chemical may migrate from treated wood and may also be dislodged 

from the wood surfaces on contact
• Never burn treated wood
• Wear a dust mask and goggles when cutting or sanding wood
• Wear gloves when working with wood
• Wash exposed parts of body after working with treated wood
• Obtain safe handling information by calling 800-282-0600 or at 

www.ccasafetyinfo.com, and request a Material Safety Data Sheet from your 
supplier/employer

reverse side

COOLING TOWER WOOD
CCA .40   AWPA C30

ANYTOWN, USA
ABC TREATING CO.

See reverse side for safety information.

20052004

FARM FENCE POST
CCA .40   AWPA C16

ANYTOWN, USA
ABC TREATING CO.

See reverse side for safety information.

20052004


