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APPENDIX A—PAYING FOR AND FINANCING
INFRASTRUCTURE IMPROVEMENTS

Paying for Infrastructure Improvements

The 2003 Drinking Water Infrastructure Needs Survey and Assessment shows that the nation’s public drinking
water systems need to invest $276.8 billion over the next 20 years to continue providing water that is safe to
drink. Investments of $165 billion are required to meet current needs. Given the size of the estimated needs,
how will utilities pay for these infrastructure improvements?

Although much of a water system’s needs are met through consumer’s rates, this funding does not always
cover the full cost of major capital investments. For this reason, local, state and federal programs have been
developed to help fill the gap.

The 1996 Safe Drinking Water Act (SDWA) Amendments created the Drinking Water State Revolving Fund
(DWSRF). The purpose of this program is to provide low-cost loans to drinking water systems. Federal
assistance to systems regulated by states comes in the form of “capitalization grants” to the states. This
“capital” is used by the states to start the revolving loan funds. As loans are paid off, money becomes available
for re-lending. Congress has appropriated more than $6.96 billion for the DWSRF from FY1997 through
FY2004.

In addition to EPA, other federal agencies have low-interest loan or grant programs. The largest of these
programs is provided by the Department of Agriculture through its Rural Utilities Service (RUS), which received
appropriations of $1.3 billion in FY2003 for both water and wastewater projects. The second-largest program is
provided by the Department of Housing and Urban Development (HUD) through its Community Development
Block Grants; total disbursements for both water and wastewater in FY2003 amounted to $479 million. Finally,
the Economic Development Administration (EDA) in the Department of Commerce provides funds for physical
infrastructure, including water and wastewater systems.

Many states also provide loans and grants to water utilities from monies that their own legislatures have
appropriated. Some of these are coordinated with DWSRF capitalization grants. State funds (through matching
appropriations, leveraged bonds, principal loan repayments, or interest) account for 42 percent of the funds
available through the DWSRF. Other loans and grants may be coordinated with other available federal
assistance (including RUS, HUD, and EDA).

As the Congressional Budget Office (CBO) noted, “Ultimately, society as a whole pays 100 percent of the
costs of water services, whether through ratepayers’ bills or through federal, state, and local taxes.”19

19 Congressional Budget Office, op. cit., page ix.
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Reducing the Cost of Infrastructure

In 2002, EPA issued a report identifying that over the next 20 years a significant funding gap could emerge
between clean water and drinking water infrastructure investment needs and current levels of spending. The
following year, a national meeting was held entitled, “Closing the Gap: Innovative Responses for Sustainable
Water Infrastructure,” where participants recognized that current spending and operational practices would
need to change in order to avoid the emergence of a funding gap that would hamper efforts to provide future
safe drinking water. The participants further recognized that federal funding is and will remain limited; initiatives
to adequately address the potential emerging gap will need to be based on improved management and water
conservation as methods for reducing the cost of infrastructure.

The concept of “sustainable infrastructure,” announced at the January 2003 meeting, consists of “four pillars”:

� Full Cost Pricing of Water. There are strong economic arguments for shifting more of the cost of
water from taxes to rates, and they are closely linked with smart water use. If consumers pay the full
cost of water, and if this results in higher rates, then the rate will send an appropriate “price signal” to
consumers and encourage conservation. The CBO recently estimated that future infrastructure
investment needs could be paid by ratepayers, and that this investment would increase water bills from
0.5 percent of income to 0.9 percent of income, on average.20 If these rate increases create problems
for low-income or fixed-income households, a wide variety of mechanisms are available to mitigate the
impacts, such as rate reductions or local subsidies to these households in the form of “life-line” water
rates.

� Better Management. There are proven management methods to reduce the cost of providing safe
drinking water and improving performance. One of these is asset management. This is a data-driven
approach to prioritizing investments in infrastructure so that they meet customer expectations. Armed
with detailed information on the age, condition, and performance of infrastructure, systems would be
able to replace infrastructure as needed to meet performance standards. This would optimize
investment. Savings from asset management approaches are estimated to be 10 percent of the capital
investment. Ten percent of the estimated infrastructure needs in this assessment ($276.8 billion) would
be $27.7 billion over 20 years, or $1.38 billion per year—more than the current federal contribution in
capitalization grants through the DWSRF. A related concept is environmental management systems
(EMS). These are comprehensive assessments of the utility’s operations for continual improvement in
operations, resulting in better performance and lower cost.

� Efficient Water Use. Much of the needed investment reported in EPA’s Needs Assessment consists of
installing new distribution pipe, treatment, or storage to meet the needs of the existing U.S. population.
These projects are sized to accommodate reasonably anticipated growth. Decreasing water use,
however, might reduce the projected increase in design capacity, thereby reducing investment needs.
EPA estimates that there could be a 20 percent reduction in water use if simple conservation methods
were introduced. This may translate to smaller capacity plants, which in turn would have reduced
capital and operating costs.

20 Ibid., page xvi.
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� Watershed Approach. There is great potential for cost savings in what EPA has broadly described as
the “watershed approach” to management. This term refers to policies that include broad stakeholder
involvement, hydrologically defined geographic boundaries, and coordinated management across all
policies that affect water. Specific practices may include incentives for pollutant reduction, purchase of
easements to minimize or eliminate pollutant sources, and conversion of land uses where such
approaches are cost effective.

No single initiative will answer the question of how to pay for the infrastructure needs identified in this
assessment. Yet, each has great potential, and none has been fully exploited. Taken together, and used in a
coordinated fashion with the significant levels of financial assistance available at the federal and state levels,
they provide an outline of how to pay for these infrastructure needs.

Regional water systems serving rural areas require long lengths of mains per
household served. The Fort Peck-Dry Prairie Regional Water System in northwest
Montana serves a population of 25,000, but will have over 3,200 miles of pipe.
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APPENDIX B—METHODS: SAMPLING AND COST
MODELING

Survey Design

EPA’s 2003 Needs Assessment relied on a survey to determine the needs for medium and large water
systems. The survey is based on a random sample of water systems. This section provides an overview of
the survey design. A detailed description of the design is in “2003 Drinking Water Infrastructure Needs Survey,
EPA ICR #2085.01.”

Sample Frame

The first step of the sample design is to develop the sample frame. The sample frame is a list of all members
(sampling units) of a population from which a random sample of members will be drawn for the survey. The
sample frame is the basis for the development of a sampling plan to select a random sample. To ensure that
the survey accounted for all community water systems in the nation, the universe of water systems (from
which the samples were drawn) was obtained from the federal Safe Drinking Water Information System
(SDWIS-FED). SDWIS-FED is EPA’s centralized database for information on public water systems. It includes
the inventory of all public water systems in the states and territories from which the states verify information
regarding population served, water sources, and other important variables for their systems. For the 2003
Needs Assessment’s sample frame database, systems were categorized by source water and population
served. Some systems sell water to other water systems; for purposes of the survey, the population of the
purchasing systems is included in the seller’s population.

EPA sent the sample frame, with the population served and the water sources, to the states for their review
and updated it based on the states’ comments. The 2003 Needs Assessment excluded systems serving
populations of 3,300 or fewer, so these systems were dropped from the list. A sample of systems was then
selected from this updated sample frame.

Sample Design

EPA drew separate samples for each of the 50 states, the District of Columbia, and each of the trust territories.
The sampling design for the survey was stratified random sampling within each state. In stratified samples, the
population is divided into nonoverlapping subpopulations called strata and a simple random sample is taken in
each stratum. Stratification may increase the precision of the estimates when the population is divided into
subpopulations with similar characteristics within each stratum. Some water systems, as a group, will have
different needs than other groups of water systems. For example, large water systems generally require much
greater investment than do small systems, and systems that utilize surface water require more treatment (and
therefore incur more costs) than systems that utilize ground water. In this assessment, water systems were
stratified by source water type and system size based on the population served in each system.
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� Water Source. Systems were classified as either surface water or ground water systems. Systems
that use surface water, even if they also use ground water sources, were classified as a surface water
system. All other systems were classified as ground water systems. Systems that rely exclusively on
purchasing treated water have very few treatment needs; therefore, their needs are more similar to
ground water systems than systems using and treating surface water sources. For this reason,
systems that solely purchase water were included in the ground water strata.

� System Size. Systems were further stratified by the size of the population served. The size categories
varied by state and water source. In some cases, systems were divided into four size categories: 3,301
to 10,000, 10,001 to 40,000, 40,001 to 50,000, and more than 50,000. In other cases, they were divided
into five categories: 3,301 to 10,000, 10,001 to 25,000, 25,001 to 40,000, 40,001 to 50,000, and more
than 50,000. Five size categories were used if it resulted in smaller sample sizes than four size
categories. (Note that the population of purchasing systems was included when systems were
assigned to size categories, as described above.) Exhibit B-1 shows the size categories used by
different EPA drinking water programs.

For systems serving populations of 3,301 to 40,000, EPA selected a random sample of systems from each
stratum. The target precision for the estimate of the need for each state determined the number of systems
selected in each stratum, as described below. The survey sample included 2,553 community water systems
serving populations of 3,301 to 40,000 out of the national inventory of 7,337 systems.

Systems serving more than 40,000 people were sampled with certainty. There is a relatively small number of
these systems in many states, but they serve a large share of the population and account for a large share of
the need. The survey included all of the nation’s 1,342 systems serving populations of more than 40,000. At the
direction of the workgroup, it was assumed that systems serving more than 40,000 that do not respond to the
survey (approximately 4 percent) have no need and do not contribute to the needs of their state.

States were given the option of sampling with certainty the full set of systems serving populations of 3,301 to
40,000, rather than using a random sample of these systems. One state chose this method.

smargorP
seirogetaCeziS

llamSartxE llamS muideM egraL egraLyreV

sdeeN3002
tnemssessA A/N < 003,3 000,05-103,3 000,05> A/N

metsySretaWcilbuP
margorPnoisivrepuS < 005 003,3-105 000,01-103,3 000,001-100,01 000,001>

etatSretaWgniknirD
dnuFgnivloveR A/N < 000,01 A/N A/N A/N

Exhibit B-1: Size Category Definitions
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Sample Size Determination

The 2003 Needs Assessment workgroup determined the sample size for each state to achieve the target
precision of 95 percent ± 10 percent for each state’s estimate of need. The sample size for each state was
determined to achieve the target precision set for each state’s estimate of need. The sample size was
selected so that the state’s need would be estimated within 10 percent of the amount of the true need with 95
percent confidence. For example, if the survey estimates indicate a need of $2.0 billion, then there is a 95
percent probability that the interval of $1.8 to $2.2 billion includes the true need. Data from the 1999 Needs
Assessment were used to estimate the average need and standard deviation of the need for each state, by
stratum. These estimates were then used to calculate the sample size required for each state to meet the
precision target. Systems serving populations of 3,301 to 40,000 were oversampled to account for system
nonresponse. EPA assumed the response rate would be 90 percent, based on data from the 1999 Needs
Assessment. Once the sample size was selected for each state, the number of samples for each stratum
was allocated in a way that minimizes the sampling error of the estimate. See Exhibit B-2 for the sample sizes
for each state.

Weighting the Systems

EPA weighted the systems serving populations of 3,301 to 40,000 to account for variable probabilities of
selection and differential response rates. Weighting the data allows inferences to be made about all systems,
not just those included in the sample, but also those not included in the sample or those that did not respond to
the survey. For instance, in a given stratum in a given state, one system may be given a base weight of 10.
This means that only 1 in 10 systems in this stratum is included in the survey, and the needs of this system
represent its own and those of nine other systems.

The base weights and nonresponse adjustments reflect the probability of selection for each system and
adjustments for system level nonresponses, respectively. Systems serving more than 40,000 people received
a weight of one because they were selected with certainty.

Data Collection

The 3,895 medium and large systems in the survey were mailed a questionnaire package. Systems were
asked to identify capital projects needed to protect public health for current customers and for households
without access to safe drinking water. The questionnaire prompted systems to provide:

� A description of the infrastructure need
� Documentation explaining why the project is needed
� An indication of whether the project is a current or future need
� An indication of whether the project involves installing new or rehabilitating existing infrastructure
� An indication of whether the project is triggered by a Safe Drinking Water Act (SDWA) regulation
� A documented cost estimate, if available
� Design capacities of projects without costs for cost modeling
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yrotnevnInismetsySforebmuNlatoT elpmaSnidetceleSsmetsySforebmuN

etatS
devreSnoitalupoP devreSnoitalupoP

000,04-103,3 000,04> latoT 000,04-103,3 000,04> latoT

amabalA 392 54 833 431 54 971
aksalA 41 2 61 01 2 21
anozirA 77 81 59 62 81 44

sasnakrA 541 61 161 47 61 09
ainrofilaC 234 422 656 23 422 652
odaroloC 48 91 301 12 91 04

tucitcennoC 24 71 95 11 71 82
erawaleD 71 6 32 6 6 21

aibmuloCfotcirtsiD 0 1 1 0 1 1
adirolF 592 29 783 52 29 711
aigroeG 571 93 412 62 93 56
iiawaH 82 3 13 32 3 62

ohadI 63 4 04 71 4 12
sionillI 204 85 064 17 85 921
anaidnI 181 91 002 79 91 611

awoI 511 31 821 13 31 44
sasnaK 27 01 28 61 01 62

ykcutneK 522 11 632 921 11 041
anaisiuoL 291 71 902 201 71 911

eniaM 13 1 23 71 1 81
dnalyraM 93 31 25 5 31 81

sttesuhcassaM 502 93 442 64 93 58
nagihciM 542 74 292 33 74 08
atosenniM 931 12 061 75 12 87

ippississiM 581 6 191 99 6 501
iruossiM 251 41 661 44 41 85
anatnoM 82 3 13 7 3 01
aksarbeN 14 3 44 13 3 43

adaveN 62 6 23 7 6 31
erihspmaHweN 33 2 53 9 2 11

yesreJweN 981 53 422 04 53 57
ocixeMweN 64 6 25 21 6 81

kroYweN 003 26 263 003 26 263
aniloraChtroN 112 92 042 67 92 501

atokaDhtroN 52 4 92 91 4 32
oihO 182 43 513 19 43 521

amohalkO 931 11 051 45 11 56
nogerO 78 51 201 43 51 94

ainavlysnneP 952 47 333 55 47 921
ociRotreuP 99 32 221 91 32 24
dnalsIedohR 91 8 72 8 8 61

aniloraChtuoS 131 41 541 66 41 08
atokaDhtuoS 04 2 24 52 2 72

eessenneT 532 15 682 041 15 191
saxeT 796 99 697 27 99 171

hatU 77 71 49 11 71 82
tnomreV 03 2 23 51 2 71

ainigriV 011 13 141 011 13 141
notgnihsaW 041 52 561 63 52 16

ainigriVtseW 59 8 301 85 8 66
nisnocsiW 741 61 361 08 61 69

gnimoyW 22 4 62 71 4 12
aomaSnaciremA 0 1 1 0 1 1

mauG 3 1 4 3 1 4
.sIanairaMnrehtroN 4 1 5 4 1 5

sdnalsInigriV 2 0 2 2 0 2

Exhibit B-2: Community Water System Sample Sizes
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Systems returned the completed questionnaires to the states for review, along with the supporting need and
cost documentation. The states reviewed each questionnaire to ensure that systems thoroughly identified their
needs and that all projects were documented and described correctly. The states had the option of providing
supplemental information if documentation of need or cost was inadequate. In many instances, the states
contacted the systems to obtain additional information. The states then forwarded the questionnaires to EPA
for final review. EPA reviewed each project for Drinking Water Infrastructure Needs Survey and Assessment
eligibility criteria, conformance to workgroup policies, adequacy of documentation of need, and documentation
of reported costs. EPA accepted or edited project information accordingly and coded each deficiency or
change made to each project. Once EPA’s review was completed, the questionnaires were entered into a
database. This database was made available on the Internet to provide states with a final opportunity to review
their systems’ data and provide additional information regarding the changes or deficiencies recorded by EPA.

EPA’s review process in 2003 has evolved from the procedures used in 1995 and 1999. Although some states
were involved in data collection for the 1995 Needs Assessment, EPA assumed primary responsibility for
reviewing needs and, whenever necessary, contacting systems to obtain further documentation. The greater
involvement of the states—with their familiarity with the systems—accounts in part for the larger number of
projects received for the 1999 Needs Assessment. In 2003, the states were given more extensive training by
EPA and more responsibility for the review of the surveys. For this assessment, the number of projects as well
as total need increased significantly. This increase is believed to be a much more complete and accurate
representation of the nation’s total water system capital needs.

Estimating Needs of Water Systems

Estimating Needs for Large and Medium Community Water Systems

Each system that responded to the survey provided information regarding each of its investment needs. The
sample included data on 128,600 infrastructure projects. Some of the medium and large drinking water
systems provided capital improvement plans or engineering reports to document the costs of their
infrastructure projects. However, approximately 82 percent of the projects lacked cost estimates. EPA used
models to assign costs to these projects. For the most part, EPA developed the cost models from the 1999
Needs Assessment and adjusted the costs to 2003 dollars to estimate current costs. EPA developed two new
models for the cost of installing and rehabilitating pipe and a third model for installation of domestic meters.
New models were needed for pipe installation and rehabilitation because the models had not been updated
since the 1995 Needs Assessment. A new model was needed for service meters because generally accepted
technology had changed from manual-read to radio-read meters. All costs provided by systems or modeled by
EPA were converted to January 2003 dollars.

Exhibit B-3 provides an example of a cost curve used to apply costs to a new conventional treatment plant
project. A cost model would have been used if a system knew that it needed to rehabilitate a conventional
filtration treatment plant that no longer met performance standards but did not have documentation of cost. If
the system provided the design capacity of the plant on the questionnaire, EPA would have applied the specific
cost model for rehabilitating this type of plant.
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The investment need for each system in the sample was estimated based on the reported and modeled costs
of each project in the sample. The total need for medium and large systems was then estimated for each state
by applying the sample weights to the total need for each system. The need for each system was multiplied by
the sample weights; this product was then summed across all systems to produce the total need for medium
and large systems in each state.

Estimating Needs for Small Community Water Systems

EPA estimated small system need based on the findings of the 1999 Needs Assessment. The 1999 Needs
Assessment collected data on a national sample of small systems. These needs were adjusted to January
2003 dollars using a factor of 1.097 and apportioned among the states based on the inventory of small
systems. EPA believes that the 1999 data are credible because they were collected through EPA site visits by
water system specialists who had extensive experience working with small systems, and who received
training in the project eligibility and documentation criteria established for the survey.

Estimating Needs for American Indian, Alaska Native, and Not-for-Profit Noncommunity Water
Systems

EPA estimated needs for American Indian, Alaska native village, and not-for-profit noncommunity water
systems based on the findings of the 1999 Needs Assessment. In 1999, EPA conducted site visits or provided
assistance in completing the questionnaire to all American Indian systems, Alaska native village systems, and
to a sample of approximately 100 not-for-profit noncommunity water systems. Data collection and cost

Exhibit B-3: Conventional Treatment Plant Project Cost Curve
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modeling were completed using the same methods applied to small community water systems. The needs
calculated from the 1999 data were adjusted to January 2003 dollars for the 2003 Needs Assessment effort.

Estimating Costs for Proposed and Recently Promulgated Regulations

A portion of the needs collected in the 2003 Needs Assessment are attributable directly to SDWA regulations.
Systems were able to identify projects needed for compliance with existing regulations. However, most
systems had not yet identified the infrastructure needed to comply with proposed and recently promulgated
regulations. Consequently, the need for complying with these regulations was based on the Economic Analysis
(EA) that EPA presents when proposing or finalizing each regulation. The 2003 Needs Assessment did not
include the costs of regulations that were proposed after August 2003.

The costs associated with most future and recently promulgated regulations are included in the total national
need only, not allocated at the state level. In general, the use of EAs to allocate these costs to each state is
problematic, given that the cost of a regulation is not necessarily a direct function of the number of systems in
each size and source category. The cost of compliance with a new regulation will vary significantly from state
to state if the contaminant occurs mostly in specific regions of the country. Allocating costs based solely on the
inventory of systems would fail to capture this variation.

However, the recently promulgated Arsenic Rule is somewhat different in that many states did have
occurrence data for the number of systems with arsenic over 10 parts per billion. Therefore, the total national
cost of complying with the recently promulgated Arsenic Rule was taken from the EA and allocated to each
state based on these occurrence data.





APPENDIX C—SUMMARY OF QUALITY
ASSURANCE PROCEDURES

Information Quality

The 2003 Needs Assessment followed the Agency’s Guidelines for Ensuring and Maximizing Information
Quality.21 EPA’s goal is to ensure the quality, objectivity, utility, and integrity of information disseminated by the
Agency. The Agency developed the guidance document to incorporate the government-wide guidelines issued
by the Office of Management and Budget (OMB) pursuant to section 515 of the Treasury and General
Government Appropriations Act of 2001.22 Information quality is particularly important when the Agency
disseminates the results of research, and where those research results lead to policy decisions. Because the
results of the 2003 Needs Assessment will be used to allocate Drinking Water State Revolving Fund (DWSRF)
capitalization grants, data quality is critical.

Quality Systems: The cornerstone for maximizing information quality is the Agency’s Quality System. All EPA
Offices, and all contractors working for EPA, have Quality Management Plans (QMPs) that outline detailed
procedures for quality assurance and quality control. The specific procedures required for each project are
documented in a quality assurance project plan (QAPP). The plan outlines all of the steps that the project team
will follow to ensure that quality is built into the project from the start. Since the 2003 Needs Assessment was
similar to the Needs Assessments of 1999 and 1995, the QAPP included all lessons learned from the previous
research.

The most important task at the start of each project is the definition of data quality objectives (DQOs). These
define the policy decisions that will result from the research and the precision targets for data collection. The
DQOs for this project were established for the 1995 Needs Assessment and, with some slight modifications,
these DQOs remained the same for the 2003 Needs Assessment. The primary DQO for the 2003 Needs
Assessment was to maximize precision of the estimates of state needs. The specific precision requirement for
each state was that the maximum half-width of the 95 percent confidence interval estimate of the total need
was to be no more than ± 10 percent of the total need for each state. Since the 2003 Needs Assessment relied
on a survey of a random sample of systems, the precision target for the survey was defined in terms of
acceptable sampling error. For more information on the sample design and the quality assurance procedures
for the sample frame, see Appendix B.

A distinctive feature of the Needs Assessments is that important questions are decided by a state/EPA
workgroup that meets regularly throughout the project. At the start of the 2003 Needs Assessment, the
workgroup met to review the lessons learned from the last assessment. The workgroup reaffirmed the DQOs,
and made suggestions for improvements in data collection for 2003. One problem identified in 1995 and 1999
was an apparent underreporting of needs. This was addressed explicitly in the 2003 Needs Assessment
approach. The workgroup recommended:

21 U.S. Environmental Protection Agency, Guidelines for Ensuring and Maximizing the Quality, Objectivity, and Integrity of Information Disseminated
by the Environmental Protection Agency, EPA/260r-02-008 (October 2002).

22 Federal Register, Vol. 67, No. 36, February 22, 2002, pp. 8452-8460.
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� Changes in the questionnaire that would force systems to think more comprehensively about their
needs, including those not covered in existing capital improvement plans (CIPs), and

� Revised and enhanced training for state coordinators for their increased role in 2003 (assisting
systems, reviewing questionnaires, and tracking questionnaires through the review process).

In addition, the 2003 Needs Assessment workgroup used quality assurance techniques that had worked well
in previous surveys. Recognizing that one of the largest potential sources of error in a sample survey is
nonresponse, EPA took steps to ensure high response rates. These steps included the following:

� Questionnaires were shipped with a prepaid return envelope via Federal Express,23 enabling EPA to
track the shipments.

� EPA made available a toll-free telephone helpline (operated by an EPA contractor) to answer questions
about the questionnaire.

� The contractor electronically tracked all questionnaires and provided lists of nonrespondents to the
states for follow-up.

� EPA contacted utility organizations and specific systems, as requested by states, to encourage
participation.

The result of these efforts was a 96 percent response rate to a mail survey.

EPA designed several procedures to ensure quality control of the data collected by the questionnaires.

� The first step was intensive training of all professionals who were involved in the review of
questionnaires. It was critical that all personnel (EPA, state, and contractor) have a shared
understanding of the objectives of the data collection. All personnel also needed detailed training in the
completion of the questionnaires and use of the project coding.

� Systems sent their completed questionnaires to their state coordinators. This gave the states an
opportunity to review the questionnaires, request additional information, and make corrections based
on their knowledge of the systems.

� The states then sent the questionnaires to EPA’s contractor, The Cadmus Group, Inc., who also had
provided technical support to the Needs Assessments in 1995 and 1999. Cadmus professional staff
reviewed the questionnaires to ensure that they met agreed-upon survey policies and quality
standards. One critical objective of this review was to eliminate all unallowable or undocumented
needs. Another was to ensure data were coded correctly and were consistent with each project’s
documented purpose, scope and cost. Changes made at this stage of review were coded so that
states could see the rationale for these changes.

23 In response to an inquiry in 1995, EPA calculated the costs and benefits of using Federal Express versus the U.S. Post Office. Given the rate
structure that EPA had negotiated with Federal Express, EPA demonstrated that this was cheaper and more effective.
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� After this initial contractor review, the questionnaires were forwarded to a senior Cadmus professional.
The purpose of this level of review was to ensure quality control of all contractor work.

� Cadmus personnel also did in-depth reviews of the first five questionnaires submitted by each state,
including a telephone conference call with state personnel. This enabled Cadmus to talk through any
problems with the questionnaires so that corrections could be made in state review processes. These
interactions with states were enhanced by regular telephone conference calls with the state/EPA
workgroup where state concerns could be resolved in a collaborative process.

After the review, the contractor entered the information from the questionnaires into a data system. The data
entry process used an automated program keyed to the questionnaire, which precluded any invalid entry for
each question. To further assure quality, the program included 100 percent verification using double key entry.

During all of these steps, the contractor used an electronic tracking system to track the progress of the
questionnaires. Each time the questionnaire changed hands, from the time it was mailed out through each
review step and data entry, the contractor knew exactly who had the document. This information also was
shared with the states though a dedicated Web site. The states knew the status of each questionnaire. They
could see changes that had been made during the review process, and they had an opportunity to modify
project information through the Web site, by fax, or by mail. All modifications made by reviewers were coded to
create a record that explained all changes.

Quality control of the database consisted of several steps. The first step was automated computer edits
looking for out-of-range values for any variable. The second step was automated logic edits. Some of these
tests looked for extreme values for specific variables (e.g., a small system that reported it needed to replace
10,000 miles of distribution pipe, probably meant to report 10,000 feet of pipe). Other automated tests focused
on relationships between variables. For example, if a system purchased all of its water, it would be unlikely to
have a major treatment plant.

Variables that failed any of these tests were identified in a report, and a data supervisor was able to examine
the original questionnaire to determine whether the anomaly occurred in the original data. If the anomaly was
in the questionnaire, then questions could be posed to the state.

As in past assessments, EPA clearly defined the concept of “eligible infrastructure” in the questionnaires and
training. EPA also used quality control procedures to rigorously enforce that definition when reviewing project
documentation. For a project to be included in the 2003 Needs Assessment, documentation describing its
purpose and scope had to accompany each need. The documentation was reviewed by EPA to determine
whether the projects submitted for the 2003 Needs Assessment met the eligibility criteria for DWSRF funding
and allowability criteria set for the 2003 Needs Assessment. The state/EPA workgroup established the
documentation requirements so that uniform criteria were applied to all questionnaires. These requirements
not only lent credibility to the findings, they also addressed the issue of fairness in using the results to apportion
DWSRF funds.

Of the 128,600 projects submitted to the survey, EPA deleted 18 percent that failed to meet the documentation
criteria or appeared to be unallowable based on workgroup criteria or ineligibility for DWSRF funding. EPA
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adjusted the projects to correct a variety of measurement problems: overlaps between two projects (raising
the issue of double-counting), inconsistency with project documentation, and use of overly aggressive
infrastructure life cycles by states where system planning documents were not used or available.

To adjust for the use of aggressive infrastructure life cycles in estimating need, EPA made technical
adjustments to individual projects based on engineering literature and benchmarks of engineering practices.
The adjustments were tailored to the unique assumptions implemented by each state and were negotiated
with state officials. The general direction of these adjustments was to place a cap on the state’s assumptions
about the rate of rehabilitation and replacement of pipe, unless there was project-specific documentation of a
need provided by the water system.

Internal and External Review: A June 7, 1994 EPA policy makes it clear that peer review should be part of
the design of any research project. In fact, the policy states that “peer review at the planning stages can often
be extremely beneficial.” The 2003 Needs Assessment is the third in a series of assessments that EPA
performed (every 4 years) since 1995. Peer review has been part of the planning process from the very
beginning. Continued external review, provided by the state/EPA workgroup, was essential in ensuring that the
research met its intended quality objectives.

EPA sought external review of its approach to the first Needs Assessment in 1995. Since the 2003 Needs
Assessment was a major data-collection project that required substantial efforts from water systems and
states, EPA distributed its study approach to industry and professional associations. These organizations
provided helpful criticism of the approach, which led to changes in the study design. Because the results of the
assessments have a direct impact on states (through the allocation of DWSRF capitalization grants), the
Agency has consulted regularly with a workgroup composed of federal and state personnel. Since 1995, state
personnel have provided technical reviews of each study’s approach, data collection methods, and analysis.

EPA developed the statistical design for the assessment in 1995, in consultation with the workgroup. The
workgroup specifically reviewed the critical decision on the proposed level of statistical precision. States,
especially, were consulted about their preferences for the level of precision of the state-specific estimates that
EPA would use to determine the allocation of DWSRF capitalization grants among them. Upon receipt of the
precision targets, EPA developed a statistical design, using the Neyman allocation formula, which would most
efficiently achieve those objectives. The entire design was subjected to internal review by statisticians in the
Office of Water (OW) and the Office of Regulatory Management and Information (now the Office of Information
Analysis and Access in the Office of Environmental Information). The statistical design was further reviewed by
specialists in the OMB during the evaluation of the Information Collection Request (ICR) for the study. The
statistical design has remained basically the same since 1995; any changes to the design have been noted in
the ICRs, which are reviewed by statisticians in EPA and at OMB.

Closely related to the technical approach and statistical design is the QAPP. Consistent with Agency policy on
quality assurance, the QAPP is reviewed by an independent quality specialist in OW before work can proceed.
The quality assurance process is also the subject of audit by EPA Quality Staff, thereby providing additional
internal peer review by experts in quality assurance methods. The QAPP is updated completely at the start of
each assessment cycle, and it is amended as necessary during the assessment period.
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The results of the 1995 and 1999 Needs Assessments have been critically reviewed by external parties,
especially those in the water utility industry24 and government accounting offices.25,26 These reviews have been
instrumental in the changes to the study design. For example, past Assessments had been criticized for
underestimating infrastructure needs, so EPA changed the research design for the 2003 Needs Assessment to
correct that problem. Such external reviews, coupled with the ongoing input from the external members of the
state/EPA workgroup, provide a continuous source of ideas for improving the quality of each assessment.

Transparency and Reproducibility: EPA’s Guidelines on Information Quality explain that influential
information (such as this report) “should be subject to a higher degree of quality (for example, transparency
about data and methods). Such transparency facilitates reproducibility of this information, and reproducibility
should meet commonly accepted standards.” The Information Quality guidelines emphasize the importance of
transparency in information that is disseminated to the public and used to make policy decisions. EPA believes
that transparency is also useful during the research process, especially when state officials are important
stakeholders.

The 2003 Needs Assessment (like its predecessors) maintained high standards of transparency. Since 1995,
the Needs Assessments have been guided by a state/EPA workgroup that meets regularly throughout the study
period. These face-to-face meetings are supplemented by telephone conference calls. Every important
decision about the assessments—from the technical approach, questionnaires, data collection methods, and
statistical design, to the cost models, analysis of data, and, after submission to Congress, the Report to
Congress—is discussed by the workgroup. Decisions generally are made by consensus. A central concern of
the workgroup is fairness to all stakeholders.

At the beginning of each new assessment, EPA summarized the lessons learned from the previous
assessment. All lessons are rigorously analyzed, including follow-up research to establish a solid record of
evidence. These lessons provide a basis for making changes in the technical approach or assessment design.
The most important lesson learned in 1999 was an apparent underreporting of needs due in part to limitations
of system planning documents. This lesson was addressed by the workgroup and resulted in major changes in
the assessment.

EPA has developed and enhanced the methods by which states can review the projects submitted and action
taken to ensure its quality during the 2003 Needs Assessment itself. The Agency improved this process for the
2003 Needs Assessment and facilitated states’ ability to review information from their systems and to provide
comments on those data. The objective was greater transparency in the assessment process.

One area of weakness in the first two Reports to Congress was the lack of sufficient details on the
methodology. The details provided in those reports were similar to the information found in the Reports to
Congress that had been prepared by the Clean Watersheds Needs Surveys (CWNSs) for two decades. With
the issuance of EPA guidelines on information quality, however, it is appropriate for EPA to change the Agency’s

24 American Water Works Association Water Industry Technical Action Fund, Dawn of the Replacement Era: Reinvesting in Drinking Water
Infrastructure (Denver, CO: May 2001).

25 Congressional Budget Office: Future Investments in Drinking Water and Wastewater Infrastructure (Washington, DC: November 2002). This
report is particularly useful because it provide a comparative analysis of the methodologies of all studies of infrastructure needs.

26 United States General Accounting Office: Key Aspects of EPA’s Revolving Fund Program Need to be Strengthened, GAO-02-135 (January 2002).
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approach and provide greater detail. The ultimate goal is to provide enough information so that a reader who
had access to the Needs Assessment database could reproduce the results of the 2003 Needs Assessment.

To ensure that level of transparency, EPA has provided additional detail on the research methods in this
Report to Congress. EPA also has referenced, and will make available via the EPA Web site, the technical
approach document. That document provides detailed background information on every important research
design decision, as well as full details on the statistical methods used to draw a representative sample, and
the methods used to create sample weights for data analysis.



APPENDIX D—SUMMARY OF FINDINGS

Needs for Water Systems in the States27,28

(community water systems and not-for-profit noncommunity water systems)

Exhibit D-1—Total Need for Water Systems in the States by Project Type

Exhibit D-2—Current Need for Water Systems in the States by Project Type

Exhibit D-3—Total Need for Water Systems in the States by System Size

Exhibit D-4—Current Regulatory Need for Water Systems in the States

Exhibit D-5—Total Existing Regulatory Need for Water Systems in the States

Needs for American Indian and Alaska Native Village Water Systems

Exhibit D-6—Total Need for American Indian and Alaska Native Village Systems by EPA Region

Exhibit D-7—Total Need by Project Type for American Indian and Alaska Native Village Water Systems

Exhibit D-8—Total Existing Regulatory Need for American Indian and Alaska Native Village Water Systems

Needs Attributable to Future Drinking Water Regulations29

Exhibit D-9—Total Proposed and Recently Promulgated Regulatory Need

Note: Numbers in Exhibit D-1 through D-9 may not total due to rounding.

27 Exhibits D-1 through D-5 do not include needs for American Indian or Alaska native village water systems. These needs are reported separately
in Exhibits D-6 through D-8.

28 Exhibits D-1, D-3, and D-5 through D-8 include costs associated with the recently promulgated Arsenic Rule but do not include costs associated
with other proposed or recently promulgated SDWA regulations.

29 Exhibit D-9 includes costs associated with proposed or recently promulgated SDWA regulations for waters systems in the states, American
Indian communities, and Alaska native villages.
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Exhibit D-1: Total Need for Water Systems in the States by Project Type
(20-year need in millions of January 2003 dollars)

etatS
noissimsnarT

noitubirtsiDdna
tnemtaerT 1 egarotS ecruoS rehtO latoT

amabalA 6.719 2.514 9.203 3.84 9.4 9.886,1
aksalA 2.444 2.36 4.621 1.54 6.2 5.186
anozirA 9.262,7 2.411,1 5.384 8.612 5.24 8.911,9

sasnakrA 3.692,2 5.727 3.643 1.651 5.21 7.835,3
ainrofilaC 7.250,81 1.038,4 5.500,3 3.407,1 8.872 5.178,72
odaroloC 8.274,3 3.699 2.254 8.073 5.13 5.323,5

tucitcennoC 2.633 5.671 3.69 1.04 0.4 1.356
erawaleD 2.341 9.63 3.93 3.02 1.1 8.042

aibmuloCfotcirtsiD 5.231 0.0 5.51 0.0 3.1 4.941
adirolF 3.783,01 5.595,2 4.389 6.639 9.731 7.040,51
aigroeG 1.119,6 3.370,1 5.375 5.813 2.141 6.710,9
iiawaH 5.036 7.84 5.49 7.43 2.4 5.218

ohadI 7.034 9.621 8.111 1.25 6.5 0.727
sionillI 3.353,8 0.364,2 3.071,1 7.482,1 5.522 8.694,31
anaidnI 6.305,2 4.147 2.774 4.482 2.52 8.130,4

awoI 5.206,2 4.373 4.823 7.071 9.82 9.305,3
sasnaK 9.303,1 8.832 4.652 0.511 8.61 9.039,1

ykcutneK 0.261,2 0.813 8.452 4.35 6.02 8.808,2
anaisiuoL 6.329,2 7.675 0.713 2.242 2.74 8.601,4

eniaM 8.745 8.011 6.021 2.74 4.5 8.138
dnalyraM 8.265,2 2.008 2.354 4.511 7.13 2.369,3

sttesuhcassaM 0.116,6 1.778 1.226 2.813 2.621 7.455,8
nagihciM 4.739,7 5.589,1 6.438 5.173 0.281 1.113,11
atosenniM 3.263,3 7.971,1 0.665 6.472 8.77 5.064,5

ippississiM 5.419 6.192 3.072 1.061 9.7 5.446,1
iruossiM 5.526,4 9.686 9.364 7.171 3.01 2.859,5
anatnoM 0.964 7.251 8.511 2.84 6.3 3.987
aksarbeN 3.737 0.173 8.521 8.701 2.21 0.453,1

adaveN 0.465 9.251 6.431 5.35 0.7 1.219
erihspmaHweN 2.123 3.901 7.411 5.74 9.2 6.595

yesreJweN 1.180,5 5.307 2.637 7.223 1.27 6.519,6
ocixeMweN 9.894 8.162 7.211 2.64 7.2 2.229

kroYweN 8.466,01 1.804,2 6.661,1 1.944 0.421 5.218,41
aniloraChtroN 5.205,7 9.988,1 3.059 6.874 9.851 2.089,01

atokaDhtroN 8.282 7.081 1.77 5.06 7.5 8.606
oihO 6.480,7 5.033,1 0.728 0.173 1.17 1.486,9

amohalkO 3.417,3 6.356 2.762 3.261 8.6 2.408,4
nogerO 6.915,2 9.956 7.248 6.032 8.41 6.762,4

ainavlysnneP 9.838,7 9.055,1 1.090,1 5.754 9.25 3.099,01
ociRotreuP 3.395,1 9.174 5.451 6.54 5.31 8.872,2
dnalsIedohR 1.092 8.17 0.82 3.9 4.3 6.204

aniloraChtuoS 3.079 6.801 6.501 9.05 2.01 6.542,1
atokaDhtuoS 4.407 4.151 9.29 8.73 3.3 8.989

eessenneT 3.131,2 0.313 5.242 6.36 0.02 4.077,2
saxeT 0.324,91 7.136,5 9.149,1 5.330,1 6.931 6.961,82

hatU 2.184 0.79 6.29 4.43 7.1 9.607
tnomreV 4.922 7.77 3.06 1.42 3.3 8.493

ainigriV 7.689,1 4.304 0.423 5.331 5.71 0.568,2
notgnihsaW 3.283,4 3.587 3.770,1 6.283 2.44 7.176,6

ainigriVtseW 8.874 7.661 8.951 5.84 1.8 9.168
nisnocsiW 4.849,3 7.450,1 0.575 7.733 3.22 1.839,5

gnimoyW 4.391 7.54 7.24 1.51 3.1 2.892
latotbuS 0.029,181 9.056,24 6.322,42 8.406,21 7.692,2 1.696,362
aomaSnaciremA 1.21 3.5 1.11 7.2 2.1 3.23

mauG 8.402 1.8 7.72 2.23 3.6 0.972
.sIanairaMhtroN 8.96 1.87 9.53 2.9 8.4 8.791

sdnalsInigriV 1.77 8.63 7.35 6.11 2.1 4.081
latotbuS 8.363 3.821 3.821 7.55 5.31 5.986

latoT 8.382,281 2.977,24 9.153,42 5.066,21 2.013,2 6.583,462
1 yltnecerehtroftpecxe,snoitalugerdetaglumorpyltnecerrodesoporphtiwdetaicossasdeenedulcnitonseoD

.eluRcinesrAdetaglumorp
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Exhibit D-2: Current Need for Water Systems in the States by Project Type
(20-year need in millions of January 2003 dollars)

etatS
noissimsnarT

noitubirtsiDdna
tnemtaerT egarotS ecruoS rehtO latoT

amabalA 7.403 3.84 7.44 0.31 1.3 8.314
aksalA 3.752 6.12 3.84 8.91 4.1 4.843
anozirA 6.643,6 8.426 7.272 8.911 0.14 8.404,7

sasnakrA 0.935,1 6.192 8.941 5.77 1.01 0.860,2
ainrofilaC 4.918,11 8.252,3 6.068,1 0.431,1 7.381 6.052,81
odaroloC 8.276,1 3.315 3.142 5.513 6.92 4.277,2

tucitcennoC 1.242 7.49 2.43 5.02 6.2 2.493
erawaleD 1.211 6.81 1.61 8.01 9.0 3.851

aibmuloCfotcirtsiD 5.96 0.0 1.8 0.0 3.1 9.87
adirolF 0.594,9 7.908,1 0.027 0.995 1.711 8.047,21
aigroeG 4.133,6 0.526 9.183 4.662 4.431 1.937,7
iiawaH 4.682 5.33 1.65 8.92 5.2 2.804

ohadI 1.813 2.05 4.44 2.03 9.4 7.744
sionillI 1.356,4 1.809 1.315 0.632 0.931 3.944,6
anaidnI 6.885,1 0.343 7.522 1.041 6.22 0.023,2

awoI 5.539,1 5.631 9.851 4.07 1.91 4.023,2
sasnaK 1.748 6.89 5.151 3.17 6.01 2.971,1

ykcutneK 1.973,1 2.551 6.451 1.52 8.41 8.827,1
anaisiuoL 1.762,2 0.272 1.281 7.741 4.24 4.119,2

eniaM 6.183 1.94 6.76 4.52 9.3 5.725
dnalyraM 6.712,2 8.266 8.353 4.17 8.92 4.533,3

sttesuhcassaM 4.737,4 0.092 3.563 7.811 7.05 1.265,5
nagihciM 1.744,5 1.790,1 9.143 2.451 9.521 2.661,7
atosenniM 0.957,1 0.916 4.612 8.101 1.54 3.147,2

ippississiM 6.037 1.931 9.031 0.69 5.5 2.201,1
iruossiM 2.661,2 8.171 8.241 1.86 9.6 8.555,2
anatnoM 8.504 8.93 1.05 7.52 2.3 6.425
aksarbeN 4.144 1.262 0.74 2.94 9.6 6.608

adaveN 3.482 3.71 2.45 8.81 0.2 6.673
erihspmaHweN 1.102 5.53 5.14 1.42 4.2 5.403

yesreJweN 7.146,2 3.244 5.804 1.222 4.24 0.757,3
ocixeMweN 4.573 5.13 2.43 1.02 2.2 6.364

kroYweN 0.870,9 4.660,2 0.786 0.842 2.511 6.491,21
aniloraChtroN 0.789,2 2.636 7.903 8.681 1.901 8.822,4

atokaDhtroN 2.102 2.47 8.73 7.93 6.4 4.753
oihO 5.439,2 1.428 2.733 6.771 3.15 8.423,4

amohalkO 1.425,1 7.821 0.68 3.15 6.5 7.597,1
nogerO 3.242,2 6.994 4.066 0.241 0.41 3.855,3

ainavlysnneP 0.792,6 9.681,1 5.476 1.543 9.14 3.545,8
ociRotreuP 3.300,1 6.492 9.79 5.13 4.9 7.634,1
dnalsIedohR 6.432 0.52 7.01 6.4 2.2 1.772

aniloraChtuoS 1.375 8.93 8.74 3.92 1.7 1.796
atokaDhtuoS 7.022 5.06 9.83 7.02 7.2 4.343

eessenneT 6.410,1 3.111 3.211 4.72 2.01 9.572,1
saxeT 2.479,9 6.189,2 8.656 2.673 3.15 1.040,41

hatU 1.283 7.13 5.46 9.41 4.1 7.494
tnomreV 3.751 9.43 9.42 1.41 2.2 5.332

ainigriV 0.799 2.471 5.031 4.95 4.31 6.473,1
notgnihsaW 7.891,3 2.582 1.975 3.112 2.22 7.692,4

ainigriVtseW 2.633 3.68 5.66 4.82 4.5 7.225
nisnocsiW 3.807,1 3.925 0.512 7.891 4.71 6.866,2

gnimoyW 8.69 0.51 3.71 7.8 1.1 8.831
latotbuS 9.414,811 9.042,32 9.273,21 0.835,6 9.595,1 5.261,261
aomaSnaciremA 4.11 1.4 9.01 6.2 1.1 0.03

mauG 6.402 7.7 6.72 1.23 3.6 5.872
.sIanairaMhtroN 2.65 8.46 2.21 5.7 9.2 6.341

sdnalsInigriV 7.07 1.42 7.33 5.01 2.1 1.041
latotbuS 9.243 7.001 4.48 7.25 4.11 2.295

latoT 8.757,811 5.143,32 3.754,21 7.095,6 4.706,1 7.457,261
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Exhibit D-3: Total Need for Water Systems in the States by System Size
(20-year need in millions of January 2003 dollars)

etatS sSWCegraL sSWCmuideM sSWCllamS 1 sSWCNPN 1
yltneceR

detaglumorP
eluRcinesrA 2

latoT

amabalA 2.516 4.287 1.882 2.3 0.0 9.886,1
aksalA 6.361 4.462 0.781 0.15 4.51 5.186
anozirA 5.655,5 3.889,2 1.764 5.51 5.29 8.911,9

sasnakrA 7.877 3.781,2 6.665 1.6 0.0 7.835,3
ainrofilaC 6.828,91 3.328,5 7.610,2 6.48 2.811 5.178,72
odaroloC 7.466,2 8.220,2 0.726 1.1 9.7 5.323,5

tucitcennoC 0.561 5.121 5.823 9.22 0.51 1.356
erawaleD 1.27 4.7 9.751 7.2 8.0 8.042

aibmuloCfotcirtsiD 4.941 0.0 0.0 0.0 0.0 4.941
adirolF 1.309,7 5.110,6 2.810,1 6.601 2.1 7.040,51
aigroeG 6.528,4 1.114,3 6.867 5.11 8.0 6.710,9
iiawaH 7.774 0.312 4.511 8.0 5.5 5.218

ohadI 4.38 8.961 9.804 5.13 3.33 0.727
sionillI 0.590,6 5.538,5 9.054,1 0.29 4.32 8.694,31
anaidnI 1.460,1 4.751,2 7.266 3.741 4.0 8.130,4

awoI 3.617 9.359,1 6.297 4.51 7.52 9.305,3
sasnaK 1.574 1.617 7.927 9.2 1.7 9.039,1

ykcutneK 9.656 8.878,1 2.272 9.0 0.0 8.808,2
anaisiuoL 6.341,1 8.571,2 5.757 5.21 4.71 8.601,4

eniaM 3.67 2.924 7.782 8.82 9.9 8.138
dnalyraM 0.749,2 4.046 7.292 0.28 2.1 2.369,3

sttesuhcassaM 7.808,2 5.954,5 7.842 5.72 3.01 7.455,8
nagihciM 0.499,5 8.048,3 2.210,1 4.493 7.96 1.113,11
atosenniM 9.354,1 2.810,3 3.347 1.422 0.12 5.064,5

ippississiM 2.56 5.466 0.609 0.8 8.0 5.446,1
iruossiM 1.720,1 0.988,3 5.500,1 7.23 0.4 2.859,5
anatnoM 1.121 2.642 0.373 3.24 7.6 3.987
aksarbeN 1.484 4.274 5.573 4.31 7.8 0.453,1

adaveN 8.225 4.171 8.271 9.11 3.33 1.219
erihspmaHweN 4.22 5.121 9.963 7.15 1.03 6.595

yesreJweN 6.788,2 3.684,3 9.073 0.071 8.0 6.519,6
ocixeMweN 8.963 8.951 8.853 8.21 0.12 2.229

kroYweN 4.031,01 6.715,2 0.300,2 4.501 2.65 5.218,41
aniloraChtroN 5.236,4 2.799,4 8.530,1 8.803 9.5 2.089,01

atokaDhtroN 6.53 8.343 8.902 5.4 1.31 8.606
oihO 1.981,4 2.681,4 0.450,1 7.532 0.91 1.486,9

amohalkO 7.060,1 8.758,2 0.458 6.81 1.31 2.408,4
nogerO 0.904,1 5.221,2 2.476 4.64 4.51 6.762,4

ainavlysnneP 7.337,5 3.594,3 7.025,1 3.532 1.5 3.099,01
ociRotreuP 5.490,1 1.707 0.174 0.1 1.5 8.872,2
dnalsIedohR 9.432 7.611 0.63 5.31 6.1 6.204

aniloraChtuoS 7.154 6.894 2.082 5.31 6.1 6.542,1
atokaDhtuoS 1.11 2.227 5.342 3.4 7.8 8.989

eessenneT 0.035 4.028,1 0.693 1.42 0.0 4.077,2
saxeT 5.212,51 8.698,9 2.469,2 8.93 2.65 6.961,82

hatU 3.451 5.003 4.132 8.01 9.9 9.607
tnomreV 2.2 9.701 6.472 1.0 9.9 8.493

ainigriV 5.302,1 3.278 1.907 6.67 6.3 0.568,2
notgnihsaW 6.992,2 2.467,2 8.404,1 9.69 1.601 7.176,6

ainigriVtseW 6.34 1.902 3.865 2.04 8.0 9.168
nisnocsiW 3.598,1 7.438,2 6.677 8.304 7.72 1.839,5

gnimoyW 2.61 3.221 7.441 2.01 8.4 2.892
latotbuS 0.555,221 6.218,201 1.589,33 5.793,3 8.549 1.696,362

aomaSnaciremA 0.0 2.31 7.81 0.0 4.0 3.23
mauG 6.122 2.05 2.7 0.0 0.0 0.972

.sIanairaMhtroN 0.57 9.69 1.52 0.0 8.0 8.791
sdnalsInigriV 0.0 6.44 4.531 0.0 4.0 4.081

latotbuS 7.692 8.402 4.681 0.0 6.1 5.986
latoT 7.158,221 4.710,301 5.171,43 5.793,3 4.749 6.583,462

1 dna003,3gnivressmetsysrofdeenehtetaluclacotdesuerewsgnidniftnemssessAdnayevruSsdeeNerutcurtsarfnIretaWgniknirD9991
yraunaJotdetsujdaerewstlusertnemssessAsdeeN9991.)sSWCNPN(smetsysretawytinummocnontiforp-rof-tondna)sllams(elpoeprewef

.srallod3002
2 .eluRcinesrAdetaglumorpyltnecerehtrofezismetsysybstsocfonoitacollawollatondidataD
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Exhibit D-4: Current Regulatory Need for Water Systems in the States
(20-year need in millions of January 2003 dollars)

etatS
/RTWS
RTWSEI

RCT
/etartiN

etirtiN
dnadaeL

eluRreppoC
sMHTT rehtO latoT

amabalA 9.51 0.0 0.0 8.3 0.0 8.4 6.42
aksalA 2.61 8.6 1.0 6.0 0.0 2.2 0.62
anozirA 7.353 4.0 2.0 1.9 0.1 9.11 3.673

sasnakrA 9.012 2.0 1.0 9.3 0.0 0.3 2.812
ainrofilaC 2.320,3 2.162 7.27 5.41 4.61 5.332 4.126,3
odaroloC 5.634 9.0 2.0 7.6 0.0 8.0 1.544

tucitcennoC 5.27 2.0 3.0 0.1 0.0 4.0 4.47
erawaleD 2.7 0.0 1.0 4.0 0.0 4.0 2.8

aibmuloCfotcirtsiD 0.0 0.0 0.0 4.1 0.0 0.0 4.1
adirolF 9.46 4.4 5.0 7.641 0.04 1.11 8.762
aigroeG 0.384 1.0 5.0 3.35 5.2 5.1 9.045
iiawaH 5.41 0.0 0.0 7.0 3.31 4.0 9.82

ohadI 7.63 3.0 3.0 3.1 0.0 5.0 1.93
sionillI 6.324 0.55 1.6 0.181 0.0 3.271 1.838
anaidnI 6.971 5.1 2.0 6.03 0.0 3.2 3.412

awoI 6.13 3.12 5.371 1.8 0.0 1.72 6.162
sasnaK 8.93 0.0 7.11 6.61 0.0 0.2 1.07

ykcutneK 5.541 3.22 0.0 8.04 7.2 9.0 3.212
anaisiuoL 3.731 2.1 2.0 3.3 2.2 6.2 9.641

eniaM 9.23 3.33 1.0 4.2 4.0 1.2 3.17
dnalyraM 0.405 4.1 1.0 5.72 6.0 7.2 4.635

sttesuhcassaM 3.352 5.46 1.0 8.88 0.0 1.64 9.254
nagihciM 7.588 4.745 4.0 0.552 6.9 1.42 3.227,1
atosenniM 6.45 0.4 8.1 4.04 0.0 3.93 1.041

ippississiM 5.02 2.0 1.0 3.4 0.0 7.3 9.82
iruossiM 2.79 8.0 4.0 6.31 0.0 7.2 6.411
anatnoM 8.22 4.0 2.0 4.1 0.0 5.0 3.52
aksarbeN 8.622 1.0 0.15 7.3 0.0 4.61 0.892

adaveN 1.7 1.0 1.0 7.0 0.0 4.0 5.8
erihspmaHweN 8.41 5.0 3.0 5.1 0.0 5.0 5.71

yesreJweN 1.592 5.3 1.0 2.19 0.0 1.72 1.714
ocixeMweN 2.01 1.0 2.0 3.1 0.0 7.0 6.21

kroYweN 0.789,1 6.4 7.5 3.18 2.01 3.51 1.401,2
aniloraChtroN 3.505 0.501 4.2 4.71 0.0 9.52 9.556

atokaDhtroN 3.83 1.3 1.0 8.0 0.0 8.0 1.34
oihO 2.217 0.44 1.93 0.851 9.02 5.5 7.979

amohalkO 4.19 2.0 2.0 6.31 0.0 9.1 4.701
nogerO 2.125 9.0 3.0 5.51 0.0 5.2 4.045

ainavlysnneP 2.848 4.3 3.9 1.56 3.0 5.51 8.149
ociRotreuP 2.833 0.0 1.0 5.4 0.0 5.0 2.343
dnalsIedohR 8.61 1.0 0.0 9.23 0.0 1.0 9.94

aniloraChtuoS 4.52 8.2 1.0 0.3 0.0 8.0 1.23
atokaDhtuoS 7.72 0.0 1.0 6.0 0.0 5.0 9.82

eessenneT 9.67 2.0 1.0 4.3 5.1 9.1 0.48
saxeT 0.124,2 7.51 9.0 7.62 4.1 2.43 0.005,2

hatU 5.51 1.0 1.0 8.0 0.0 6.0 1.71
tnomreV 9.72 1.0 1.0 3.2 0.0 3.0 8.03

ainigriV 3.041 6.51 4.0 5.4 4.0 6.02 8.181
notgnihsaW 5.79 3.24 9.0 1.51 0.0 3.2 2.851

ainigriVtseW 1.66 4.0 1.0 6.5 0.0 8.1 0.47
nisnocsiW 0.611 0.11 9.12 7.421 0.0 7.992 3.375

gnimoyW 5.9 1.0 1.0 1.1 0.0 2.0 0.11
latotbuS 0.002,61 4.282,1 1.404 6.236,1 5.321 1.570,1 8.717,02
aomaSnaciremA 4.0 0.0 0.0 0.0 0.0 0.0 4.0

mauG 6.7 0.0 0.0 0.0 0.0 0.0 6.7
.sIanairaMhtroN 7.04 0.0 0.0 0.0 0.0 0.0 7.04

sdnalsInigriV 2.04 0.0 0.0 7.0 0.0 0.0 9.04
latotbuS 9.88 0.0 0.0 7.0 0.0 1.0 6.98

latoT 9.882,61 4.282,1 1.404 3.336,1 5.321 2.570,1 4.708,02
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Exhibit D-5: Total Existing Regulatory Need for Water Systems in the States
(20-year need in millions of January 2003 dollars)

etatS
/RTWS
RTWSEI

RCT
/etartiN

etirtiN

yltneceR
detaglumorP
eluRcinesrA

dnadaeL
reppoC

eluR
sMHTT rehtO latoT

amabalA 7.313 1.0 0.0 0.0 0.4 1.0 8.4 7.223
aksalA 3.91 2.7 1.0 4.51 6.0 0.0 5.15 2.49
anozirA 7.876 8.1 2.0 5.29 1.9 0.1 2.21 4.597

sasnakrA 6.274 5.0 1.0 0.0 9.4 0.0 2.4 3.284
ainrofilaC 1.119,3 0.993 3.911 2.811 3.43 9.81 8.852 5.958,4
odaroloC 0.568 6.1 2.0 9.7 9.6 0.0 8.0 5.288

tucitcennoC 1.78 0.1 3.0 0.51 0.1 0.0 4.0 8.401
erawaleD 2.7 3.0 1.0 8.0 4.0 0.0 8.1 7.01

aibmuloCfotcirtsiD 0.0 0.0 0.0 0.0 9.12 0.0 0.0 9.12
adirolF 2.101 6.81 5.0 2.1 9.641 0.04 1.11 6.913
aigroeG 2.327 6.1 5.0 8.0 3.35 5.2 5.1 4.387
iiawaH 5.51 1.0 0.0 5.5 7.0 3.31 4.0 5.53

ohadI 7.14 2.1 3.0 3.33 5.1 0.0 7.1 6.97
sionillI 2.758,1 0.582 8.7 4.32 3.642 9.0 8.622 4.746,2
anaidnI 4.122 0.2 2.0 4.0 4.43 0.0 3.2 8.062

awoI 4.86 8.32 5.371 7.52 4.8 7.1 8.33 4.533
sasnaK 2.06 7.0 8.42 1.7 6.61 0.0 9.81 3.821

ykcutneK 6.062 5.23 0.0 0.0 1.06 2.3 9.0 4.753
anaisiuoL 9.582 9.1 2.0 4.71 3.3 2.2 8.01 7.123

eniaM 8.95 7.44 1.0 9.9 4.2 4.0 1.2 6.911
dnalyraM 7.425 9.1 5.0 2.1 5.72 6.0 7.2 2.955

sttesuhcassaM 8.127 0.86 1.0 3.01 0.99 0.0 1.64 4.549
nagihciM 3.222,1 2.299 4.0 7.96 3.723 1.61 6.63 7.466,2
atosenniM 7.331 9.4 8.1 0.12 6.56 0.0 2.24 2.962

ippississiM 3.43 6.0 1.0 8.0 3.4 0.0 7.3 9.34
iruossiM 9.833 1.2 4.0 0.4 8.31 0.0 7.2 9.163
anatnoM 7.19 2.1 2.0 7.6 5.1 0.0 5.0 7.101
aksarbeN 3.042 7.0 0.27 7.8 9.3 0.0 6.91 2.543

adaveN 0.39 4.0 1.0 3.33 5.91 0.0 4.0 7.641
erihspmaHweN 6.81 3.1 3.0 1.03 5.1 3.5 5.0 6.75

yesreJweN 3.643 9.3 1.0 8.0 9.521 0.0 3.13 4.805
ocixeMweN 8.681 8.0 2.0 0.12 4.1 0.0 7.0 8.012

kroYweN 8.750,2 5.8 4.31 2.65 3.49 8.31 7.32 8.762,2
aniloraChtroN 9.715,1 4.701 4.2 9.5 8.81 4.1 8.73 8.196,1

atokaDhtroN 3.701 8.5 1.0 1.31 8.3 0.0 8.0 9.031
oihO 2.669 1.564 1.93 0.91 8.581 9.07 9.5 1.257,1

amohalkO 4.735 4.3 2.0 1.31 9.31 0.0 9.1 9.965
nogerO 8.795 9.1 3.0 4.51 9.61 0.0 5.2 9.436

ainavlysnneP 6.730,1 4.5 3.9 1.5 2.56 9.2 5.51 1.141,1
ociRotreuP 9.005 2.0 1.0 1.5 6.4 0.0 5.0 3.115
dnalsIedohR 7.14 9.0 0.0 6.1 9.23 0.0 1.0 1.77

aniloraChtuoS 7.76 1.6 1.0 6.1 3.4 0.0 8.0 6.08
atokaDhtuoS 2.35 4.0 1.0 7.8 1.41 0.0 5.0 1.77

eessenneT 8.422 6.0 1.0 0.0 4.3 5.1 9.1 3.232
saxeT 7.105,4 7.81 9.0 2.65 9.62 4.1 1.94 9.456,4

hatU 9.84 4.0 1.0 9.9 8.0 0.0 6.0 8.06
tnomreV 9.24 5.0 1.0 9.9 5.2 0.0 3.0 2.65

ainigriV 0.382 7.32 4.0 6.3 3.5 4.0 2.23 7.843
notgnihsaW 1.122 1.75 9.0 1.601 8.61 0.0 3.2 5.404

ainigriVtseW 0.801 8.0 1.0 8.0 1.9 0.0 0.3 8.121
nisnocsiW 5.803 4.22 7.82 7.72 8.331 0.0 0.913 1.048

gnimoyW 0.32 3.0 1.0 8.4 0.3 0.0 2.0 5.13
latotbuS 0.052,72 5.136,2 4.105 8.549 5.400,2 7.891 6.033,1 5.268,43
aomaSnaciremA 5.0 0.0 0.0 4.0 0.0 0.0 0.0 9.0

mauG 6.7 0.0 0.0 0.0 0.0 0.0 0.0 6.7
.sIanairaMhtroN 7.04 0.0 0.0 8.0 0.0 0.0 0.0 5.14

sdnalsInigriV 0.84 0.0 0.0 4.0 7.0 0.0 0.0 1.94
latotbuS 8.69 0.0 0.0 6.1 7.0 0.0 1.0 1.99

latoT 8.643,72 5.136,2 4.105 4.749 2.500,2 7.891 6.033,1 7.169,43
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Exhibit D-6: Total Need for American Indian and Alaska Native Village
Systems by EPA Region

(20-year need in millions of January 2003 dollars)

noigeRAPE deeNlatoT 1

1noigeR 3.4

2noigeR 6.6

3noigeR 2 0.0

4noigeR 5.91

5noigeR 5.271

6noigeR 7.661

7noigeR 7.51

8noigeR 3.641

9noigeR 3 0.206

01noigeR 4 8.921

smetsySevitaNaksalA 5.071,1

ylpmoCotdeeNevitaNaksalAdnanaidnInaciremA
eluRcinesrAdetaglumorPyltneceRehthtiw 7.41

latoT 5.844,2

1 yraunaJotdetrevnocsgnidniftnemssessAdnayevruSsdeeNerutcurtsarfnIretaWgniknirD9991
.eluRcinesrAdetaglumorpyltnecerehthtiwdetaicossastsocsedulcnI.srallod3002

2 .3noigeRAPEnismetsysretawnaidnInaciremAoneraerehT
3 lla,tropersihtfosesopruproftub,9dna,8,6snoigeRAPEnidetacolerasmetsysretawojavaN

.9noigeRAPEninwohserasdeenojavaN
4 .latot01noigeRAPEehtnidedulcnitonerasmetsysretawegallivevitanaksalArofsdeeN
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Exhibit D-7: Total Need by Project Type for American Indian and Alaska
Native Village Water Systems

(20-year need in millions of January 2003 dollars)

epyTtcejorP sdeeNtnerruC sdeeNerutuF deeNlatoT 1

noitubirtsiDdnanoissimsnarT 0.782,1 3.06 3.743,1

tnemtaerT 2 9.404 3.75 2.264

egarotS 4.734 9.25 3.094

ecruoS 1.901 0.62 1.531

rehtO 6.31 0.0 6.31

latoT 0.252,2 5.691 5.844,2

1 stsocsedulcnI.srallod3002yraunaJotdetrevnocsgnidniftnemssessAdnayevruSsdeeNerutcurtsarfnIretaWgniknirD9991
.eluRcinesrAdetaglumorpyltnecerehthtiwdetaicossa

2 .eluRcinesrAdetaglumorpyltnecerehtrofsdeensedulcniyrogetactnemtaerT
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Exhibit D-8: Total Existing Regulatory Need for American Indian and Alaska
Native Village Water Systems

(20-year need in millions of January 2003 dollars)

noitalugeR sdeeNtnerruC sdeeNerutuF deeNlatoT

stnanimatnoCrofsnoitalugeR
stceffEhtlaeHetucAhtiw

3.571 1.5 4.081

stnanimatnoCrofsnoitalugeR
stceffEhtlaeHcinorhChtiw

2.0 7.41 9.41

latoT 5.571 8.91 3.591

stsocsedulcnI.srallod3002yraunaJotdetrevnocsgnidniftnemssessAdnayevruSsdeeNerutcurtsarfnIretaWgniknirD9991
.eluRcinesrAdetaglumorpyltnecerehthtiwdetaicossa
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Exhibit D-9: Total Proposed and Recently Promulgated Regulatory Need
(20-year need in millions of January 2003 dollars)

noitalugeR

stsoCfoegnaR dedulcnIetamitsE
sdeeN3002ehtni

tnemssessA
woL

etamitsE
hgiH

etamitsE

eluRstcudorpyBnoitcefnisiD/stnatcefnisiD1egatS 7.285,2

tnemtaerTretaWecafruSdecnahnE1mreT-gnoL
eluR

1.391

eluRgnilcyceRhsawkcaBretliF 8.751

eluRretaWdnuorG 8.639 2.051,1 2.051,1

eluRstcudorpyBnoitcefnisiD/stnatcefnisiD2egatS 7.194

tnemtaerTretaWecafruSdecnahnE2mreT-gnoL
eluR

9.092,1 7.586,1 7.586,1

eluRnodaR 8.441 2.497,5 8.287,2

eluRsedilcunoidaR 1 2.761 3.388 3.388

latoT 2 4.729,9

1 ehtfosisylanAcimonocE"0002rebmevoNehtnidetneserpsehcaorppaowtehttneserpersetamitsewoldnahgihehT
latipaclatotehtgnigarevaybdenimretederewstsoclatipaclatotehT".snoitalugeRretaWgniknirDyramirPlanoitaNsedilcunoidaR
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2 ,noitpodaelehtdesuAPE,snoitalugerdetaglumorpyltnecerdnadesoporphtiwdetaicossadeennoillib9.9$ehtgnitaluclacnI
latipacehtylnoedulcnisetamitseesehT.etamitseevitavresnoceromehtdesuAPEesachcihwnielbaliavatonsawenosselnu
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APPENDIX E—SUMMARY OF FINDINGS FOR
SYSTEMS SERVING 10,000 AND FEWER PEOPLE

Needs for Water Systems in the States 28 (community water systems)

Exhibit E-1—Total Need for Systems Serving 10,000 and Fewer People

Note: Numbers in Exhibit E-1 may not total due to rounding.

28 Exhibit E-1 does not include costs associated with proposed or recently promulgated SDWA regulations, including the recently promulgated
Arsenic Rule.
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Exhibit E-1: Total Need for Systems Serving 10,000 and Fewer People
(20-year need in millions of January 2003 dollars)

elpoePreweFdna000,01gnivreSsSWC )seziSllA(deeNSWC rofdeeNfotnecreP
000,01gnivreSsSWC

elpoePreweFdnaetatS deeNtnerruC deeNerutuF deeNlatoT deeNlatoT
amabalA 2.562 3.852 5.325 7.586,1 %1.13

aksalA 9.203 5.841 4.154 0.516 %4.37
anozirA 2.670,1 2.182 5.753,1 9.110,9 %1.51

sasnakrA 0.440,1 1.185 0.526,1 6.235,3 %0.64
ainrofilaC 2.312,2 3.347,1 5.659,3 6.866,72 %3.41
odaroloC 4.377 1.866 5.144,1 5.413,5 %1.72

tucitcennoC 4.432 4.221 8.653 1.516 %0.85
erawaleD 4.801 5.94 9.751 3.732 %5.66

aibmuloCfotcirtsiD 0.0 0.0 0.0 4.941 %0.0
adirolF 3.951,2 9.514 2.575,2 9.239,41 %2.71
aigroeG 4.958,1 7.853 1.812,2 3.500,9 %6.42
iiawaH 2.031 2.15 4.181 1.608 %5.22

ohadI 7.533 7.551 4.194 2.266 %2.47
sionillI 4.821,2 1.081,1 5.803,3 4.183,31 %7.42
anaidnI 1.221,1 9.774 0.006,1 2.488,3 %2.14

awoI 9.178 6.983 5.162,1 8.264,3 %4.63
sasnaK 4.217 9.203 3.510,1 9.029,1 %9.25

ykcutneK 1.856 5.292 6.059 9.708,2 %9.33
anaisiuoL 7.442,1 4.074 1.517,1 9.670,4 %1.24

eniaM 9.903 4.651 3.664 1.397 %8.85
dnalyraM 2.052 2.321 3.373 0.088,3 %6.9

sttesuhcassaM 3.602,1 0.284 3.886,1 9.615,8 %8.91
nagihciM 0.692,1 3.679 3.272,2 0.748,01 %9.02
atosenniM 2.039 9.059 1.188,1 4.512,5 %1.63

ippississiM 9.769 2.014 1.873,1 7.536,1 %3.48
iruossiM 7.554,1 3.375,1 0.920,3 6.129,5 %2.15
anatnoM 2.092 6.051 8.044 3.047 %5.95
aksarbeN 5.063 3.572 7.536 0.233,1 %7.74

adaveN 1.871 1.041 2.813 0.768 %7.63
erihspmaHweN 8.052 4.231 2.383 8.315 %6.47

yesreJweN 8.908 2.584 0.592,1 8.447,6 %2.91
ocixeMweN 9.803 1.131 0.044 4.888 %5.94

kroYweN 8.268,1 4.310,1 2.678,2 9.056,41 %6.91
aniloraChtroN 7.623,1 6.194,1 4.818,2 4.566,01 %4.62

atokaDhtroN 9.852 2.49 1.353 3.985 %9.95
oihO 2.715,1 8.610,1 0.435,2 4.924,9 %9.62

amohalkO 4.121,1 9.719 3.930,2 5.277,4 %7.24
nogerO 9.450,1 5.103 5.653,1 7.502,4 %3.23

ainavlysnneP 8.512,2 2.295 1.808,2 8.947,01 %1.62
ociRotreuP 9.316 4.181 2.597 7.272,2 %0.53
dnalsIedohR 3.42 8.02 1.54 6.783 %6.11

aniloraChtuoS 2.642 6.561 8.114 5.032,1 %5.33
atokaDhtuoS 8.222 7.442 5.764 9.679 %9.74

eessenneT 0.408 0.356 0.754,1 4.647,2 %1.35
saxeT 3.766,3 3.866,2 6.533,6 5.370,82 %6.22

hatU 7.614 6.39 3.015 2.686 %4.47
tnomreV 5.712 3.921 8.643 7.483 %1.09

ainigriV 0.566 5.304 5.860,1 9.487,2 %4.83
notgnihsaW 9.148,1 9.647 8.885,2 7.864,6 %0.04

ainigriVtseW 4.674 4.912 8.596 9.028 %8.48
nisnocsiW 2.530,1 8.776 0.317,1 6.605,5 %1.13

gnimoyW 5.711 7.18 2.991 2.382 %3.07
latotbuS 9.065,54 8.746,52 6.802,17 7.253,952 %5.72
aomaSnaciremA 8.61 9.1 7.81 9.13 %7.85

mauG 9.52 5.0 4.62 0.972 %5.9
.sIanairaMhtroN 0.79 0.52 0.221 0.791 %9.16

sdnalsInigriV 2.511 0.12 2.631 0.081 %7.57
latotbuS 9.452 5.84 4.303 9.786 %1.44

latoT 8.518,54 2.696,52 0.215,17 6.040,062 %5.72
dna003,3gnivressmetsysrofdeenehtetaluclacotdesuerewsgnidniftnemssessAdnayevruSsdeeNerutcurtsarfnIretaWgniknirD9991

.srallod3002yraunaJotdetsujdaerewstlusertnemssessAsdeeN9991.elpoeprewef



Acute health effects: health effects resulting from exposure to a contaminant that causes severe symptoms to
occur quickly—often within a matter of hours or days. Examples include gastrointestinal illness and “blue baby
syndrome.”

Capital improvement plan (CIP): a document produced by a local government, utility, or water system that
thoroughly outlines, for a specified period of time, all needed capital projects, the reason for each project, and
their costs.

Chronic health effects: health effects resulting from long-term exposure to low concentrations of certain
contaminants. Cancer is one such health effect.

Coliform bacteria: a group of bacteria whose presence in a water sample indicates the water may contain
disease-causing organisms.

Community water system: a public water system that serves at least 15 connections used by year-round
residents or that regularly serves at least 25 residents year-round. Examples include cities, towns, and
communities such as retirement homes.

Current infrastructure needs: new facilities or deficiencies in existing facilities identified by the state or system
for which water systems would begin construction as soon as possible to avoid a threat to public health.

Engineer’s report: a document produced by a professional engineer that outlines the need and cost for a
specific infrastructure project.

Existing regulations: drinking water regulations promulgated under the authority of the Safe Drinking Water Act
by EPA; existing regulations can be found in the Code of Federal Regulations (CFR) at 40 CFR 141.

Finished water: water that is considered safe and suitable for delivery to customers.

Future infrastructure needs: infrastructure deficiencies that a system expects to address in the next 20 years
because of predictable deterioration of facilities. Future infrastructure needs do not include current
infrastructure needs. Examples are storage facility and treatment plant replacement where the facility currently
performs adequately but will reach the end of its useful life in the next 20 years. Needs solely to accommodate
future growth are not included in the Needs Assessment.

Ground water: any water obtained from a source beneath the surface of the ground, which has not been
classified as ground water under the direct influence of surface water.

Growth: needs planned solely to accommodate projected future growth are not included in the 2003 Needs
Assessment. Eligible projects, however, can be designed for growth expected during the design life of the
project. For example, the 2003 Needs Assessment would allow a treatment plant identified as a current need
and expected to treat water for 20 years. Such a plant could be designed for the population anticipated to be
served at the end of the 20-year period.

APPENDIX F—GLOSSARY
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Infrastructure needs: the capital costs associated with ensuring the continued protection of public health
through rehabilitating or building facilities needed for continued provision of safe drinking water. Categories of
need include source development and rehabilitation, treatment, storage, and transmission and distribution.
Operation and maintenance needs are not considered infrastructure needs and are not included in this
document.

Large water system: in this document, this phrase refers to a community water system serving more than
50,000 people.

Medium water system: in this document, this phrase refers to a community water system serving from 3,301 to
50,000 people.

Microbiological contamination: the occurrence of protozoan, bacteriological, or viral contaminants in a water
supply.

Noncommunity water system: a public water system that is not a community water system and that serves a
nonresidential population of at least 25 individuals or 15 service connections daily for at least 60 days of the
year. Examples of not-for-profit noncommunity water systems include schools and churches.

Potable water: water that is fit to drink.

Public water system: a system that provides water to the public for human consumption through pipes, other
constructed conveyances, if such system has at least 15 service connections or regularly serves an average
of at least 25 individuals daily at least 60 days out of the year.

Regulatory need: a capital expenditure required for compliance with regulations.

Safe Drinking Water Act (SDWA): a law passed by Congress in 1974 and amended in 1986 and 1996 to
ensure that public water systems provide safe drinking water to consumers. (42 U.S.C.A. §300f to 300j-26)

Small water system: in this document, this phrase refers to a community water system serving 3,300 people or
fewer.

Source rehabilitation and development: a category of need that includes the costs involved in developing or
improving sources of water for public water systems.

State: in this document, this term refers to all 50 States of the United States, Puerto Rico, the District of
Columbia, American Samoa, Guam, the Northern Mariana Islands, and the Virgin Islands.

Storage: a category of need that addresses finished water storage needs faced by public water systems.

Supervisory Control and Data Acquisition (SCADA): an advanced control system that collects all system
information for an operator and allows him/her, through user-friendly interfaces, to view all aspects of the
system from one place.
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Surface water: all water that is open to the atmosphere and subject to surface run-off, including streams,
rivers, and lakes.

Transmission and distribution: a category of need that includes replacement or rehabilitation of transmission or
distribution lines that carry drinking water from the source to the treatment plant or from the treatment plant to
the consumer.

Treatment: a category of need that includes conditioning water or removing microbiological and chemical
contaminants. Filtration of surface water sources, pH adjustment, softening, and disinfection are examples of
treatment.

Watering point: a central source from which people without piped water can draw drinking water for transport
to their homes.
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