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Granby Pumping Plant - Windy Gap Transmission Line Rebuild Project

Alternative A, Existing
Alternative B, Rebuild & Upgrade

Transmission,
Substations, &
Other Utilities

Windy Gap Water
Pipeline (NCWCD)

W

Alternative C, Reroute & Upgrade

Jurisdictions &
Surface Ownership

Granby Town Limits

BLM

State Land

USFS

Arapaho National Recreation Area

PrivateExisting Substation
! Existing Tap Location
# Existing Pumping Plant

Existing Willow Creek Tap
(69-kV), Not Being Rebuilt!

Alternatives

Western Area Power Administration
5555 E. Crossroads Blvd.
Loveland, CO 80538

Construct a 3-way 69-kV tap configuration 
by connecting the 69-kV Estes Park line 

to the 69-kV Windy Gap-Granby Pumping 
Plant line.  

Consolidated double-circuit line located 
east of CR 64 through the Lake Forest 

Subdivision. 

Remove wood H-frame poles

Construct approximately 12.2 
miles of 69/138-kV double circuit. 

Reroute and upgrade the transmission line between the 
Windy Gap Substation and the Granby Pumping Plant 
paralleling portions of the Windy Gap Pipeline ROW.  

No modification to the Willow Creek Pump-
ing Plant substation.  The existing 69-kV 

Willow Creek Tap would remain in service.

Consolidated double-circuit line located 
west of CR 64 through portion of the U.S. 

Forest Service campground. 

Consolidate the two existing 69-kV circuits 
onto one alignment terminating at the 

Granby Pumping Plant.

Existing 69-kV circuit through U.S. Forest 
Service campground removed.

New 138-kV switchyard (substation) 
installed at Granby Pumping Plant.

Remove the existing 4-way 
Granby tap. Construct a new 4-way tap to con-

nect Granby Substation and the 
Willow Creek Substion to the new 

69-kV line.


