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(1) Unrestricted freedom of move-
ment to the driver and his proper oper-
ation of the bus; 

(2) Unobstructed access to all exits 
by any occupant of the bus; and 

(3) Protection of occupants of the bus 
against injury resulting from the fall-
ing or displacement of articles trans-
ported in the bus. 

[63 FR 33278, June 18, 1998]

§ 392.63 Towing or pushing loaded 
buses. 

No disabled bus with passengers 
aboard shall be towed or pushed; nor 
shall any person use or permit to be 
used a bus with passengers aboard for 
the purpose of towing or pushing any 
disabled motor vehicle, except in such 
circumstances where the hazard to pas-
sengers would be increased by observ-
ance of the foregoing provisions of this 
section, and then only in traveling to 
the nearest point where the safety of 
the passengers is assured. 

[33 FR 19732, Dec. 25, 1968, as amended at 60 
FR 38747, July 28, 1995]

§ 392.64 Riding within closed commer-
cial motor vehicles without proper 
exits. 

No person shall ride within the closed 
body of any commercial motor vehicle 
unless there are means on the inside 
thereof of obtaining exit. Said means 
shall be in such condition as to permit 
ready operation by the occupant. 

[33 FR 19732, Dec. 25, 1968, as amended at 60 
FR 38747, July 28, 1995]

§ 392.65 [Reserved]

§ 392.66 Carbon monoxide; use of com-
mercial motor vehicle when de-
tected. 

(a) No person shall dispatch or drive 
any commercial motor vehicle or per-
mit any passengers thereon, when the 
following conditions are known to 
exist, until such conditions have been 
remedied or repaired: 

(1) Where an occupant has been af-
fected by carbon monoxide; 

(2) Where carbon monoxide has been 
detected in the interior of the commer-
cial motor vehicle; 

(3) When a mechanical condition of 
the commercial motor vehicle is dis-
covered which would be likely to 

produce a hazard to the occupants by 
reason of carbon monoxide. 

(b) [Reserved] 

[60 FR 38747, July 28, 1995]

§ 392.67 Heater, flame-producing; on 
commercial motor vehicle in mo-
tion. 

No open flame heater used in the 
loading or unloading of the commodity 
transported shall be in operation while 
the commercial motor vehicle is in mo-
tion. 

[33 FR 19732, Dec. 25, 1968, as amended at 60 
FR 38747, July 28, 1995]

§§ 392.68–392.69 [Reserved]

§ 392.71 Radar detectors; use and/or 
possession. 

(a) No driver shall use a radar detec-
tor in a commercial motor vehicle, or 
operate a commercial motor vehicle 
that is equipped with or contains any 
radar detector. 

(b) No motor carrier shall require or 
permit a driver to violate paragraph (a) 
of this section. 

[58 FR 67375, Dec. 21, 1993]

PART 393—PARTS AND ACCES-
SORIES NECESSARY FOR SAFE 
OPERATION

Subpart A—General

Sec.
393.1 Scope of the rules of this part. 
393.3 Additional equipment and accessories. 
393.5 Definitions. 
393.7 Matter incorporated by reference.

Subpart B—Lighting Devices, Reflectors, 
and Electrical Equipment

393.9 Lamps operable. 
393.11 Lighting devices and reflectors. 
393.13 Retroreflective sheeting and reflex 

reflectors, requirements for semitrailers 
and trailers manufactured before Decem-
ber 1, 1993. 

393.17 Lamps and reflectors—combinations 
in driveaway-towaway operation. 

393.19 Requirements for turn signaling sys-
tems. 

393.20 Clearance lamps to indicate extreme 
width and height. 

393.22 Combination of lighting devices and 
reflectors. 

393.23 Lighting devices to be electric. 
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