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APPENDIX N 
STANDARD OPERATING PROCEDURES FOR 

MINERAL MATERIAL SITES 

Before establishing a new community pit, free use area, 
collection area or exclusive sale, a Plan of Operation and a 
Reclamation Plan will be prepared.  The appropriate NEPA 
analysis will also be completed. 

When appropriate and necessary a reclamation bond will 
be collected. 

Reclamation and management of the site will when appro-
priate consist of the following: 

• Suitable topsoil, subsoil, or underlying soil parent ma-
terial that is suitable for plant growth will be removed 
and stored for site restoration. 

• Topcover stockpiles will be stabilized in order to pre-
vent erosion and dust. 

• The area will be fenced to exclude livestock, promote 
revegetation, increase safety and reduce theft. 

• A weed control plan will be developed or weed control 
will be addressed in the Plan of Operation. 

• Purchasers of material will be warned of potential weed 
seeds. 

• The pit walls will not exceed a safe working angle. 
• Reclaimed slopes will not exceed 2.5:1 (h:v). 

• Disturbed areas will be reclaimed to blend as closely 
as possible with natural contours. 

• Final blending to natural contours should be consid-
ered and incorporated into the Plan of Operation. 

• Stockpiled topcover will be replaced as soon as practi-
cally possible. 

• Disturbed areas will be scarified (where necessary) and 
reseeded as soon as possible in order to reduce erosion, 
dust and visual effects. 

• Measures may need to be taken to reduce visual ef-
fects.  Visual effects should be considered and incorpo-
rated into the Plan of Operation. 

• A seed mix approved by BLM and appropriate for the 
area will be used. 

• Erosion controls will be incorporated into the Plan of 
Operation. 

• If dust becomes excessive, measures will be taken to 
reduce the hazard. 

• The site will be returned to as close as possible to the 
“Post Mining Land Use” 

• All remaining litter or trash shall be removed from the 
site. 

Appendix N 



170 Dillon ROD/RMP 

Appendix N 


