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Addendum to           
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Post-Removal Site Control Plan 

1.1 General 

This attachment presents GE’s Post-Removal Site Control Plan for Hill 78 Area-Remainder.  
Such activities include periodic inspections and maintenance/repair (if required) of the 
backfilled, restored, and revegetated areas associated with the Hill 78-Remainder Removal 
Action.  In addition, certain of these activities will also be performed for the restored areas 
above the storm sewer, drainage swales, and sanitary sewer lines that were recently 
constructed within Hill 78 Area-Remainder (see Figure C-1).   

As indicated in the Final Removal Design/Removal Action Work Plan for Hill 78 Area-
Remainder (Final RD/RA Work Plan), GE will seed and mulch all areas that are backfilled 
during remediation, as well as any other disturbed areas, and may perform additional 
restoration activities at Hill 78 Area-Remainder based on information to be submitted to 
EPA following the completion of Phase III final cover operations for the Hill 78 OPCA.  As 
illustrated on Figure C-1, the areas above the re-routed storm sewer and sanitary sewer 
lines were restored by topsoiling, fertilizing, and seeding at areas that were previously 
unpaved, or asphalt replacement at areas that were previously paved, GE will incorporate 
any tree restoration and replacement activities as part of the planting of additional trees and 
shrubs along Tyler Street Extension required in Conditions #1 and #5 of EPA’s June 19, 
2007 conditional approval letter for GE’s April 13, 2007 submittal entitled Hill 78 On-Plant 
Consolidation Area Phase III Final Cover Installation Activities.  In addition, GE is proposing 
to construct a riprap drainage swale (proposed swale) south of the Hill 78 OPCA to manage 
stormwater runoff from upgradient areas, including areas that were re-graded during sewer 
relocation activities.  The proposed swale will be located west of an existing riprap drainage 
swale as shown on Figure C-1 and on Drawing No. 1 in Attachment B of this Addendum to 
Final RD/RA Work Plan.  The proposed drainage swale will be constructed of riprap and will 
be configured as shown on Drawing No. 2 in Attachment B of this Addendum to Final 
RD/RA Work Plan. 

This Post-Removal Site Control Plan describes the post-construction activities that GE will 
perform to monitor and maintain the restored areas.  This plan has been developed in 
accordance with Attachment J to the Statement of Work for Removal Actions Outside the 
River (SOW).  Following submission and EPA approval of a Final Completion Report for the 
Hill 78-Remainder Removal Action, this Post-Removal Site Control Plan will be replaced 
with a Post-Removal Site Control Plan to be set forth in the Final Completion Report.  
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1.2 Periodic Inspections 

GE will initiate post-construction inspections of the restored surfaces and new drainage 
swales associated with the Hill 78-Remainder Removal Action and realignment of storm 
and sanitary sewers at Hill 78 Area-Remainder following completion of construction 
activities.  Such inspections will be performed for areas that were backfilled, restored, 
and/or revegetated, and areas in which riprap was installed, and will be conducted in 
accordance with the requirements set forth below.  GE will provide EPA with a minimum 14-
day notification prior to conducting any of these inspections. 

For backfilled/restored areas (including areas where riprap was placed), the first inspection 
will be performed approximately one month after completion of construction activities.  
Thereafter, these areas will be inspected two times per year for the first year after 
implementation, and annually thereafter (subject to EPA approval of a different frequency).  
In addition, these areas will be inspected after severe storm events to ensure that they have 
not sustained significant damage.  For this purpose, a severe storm is defined as a storm 
event in which a 15-minute instantaneous peak of 3,500 cubic feet per second (cfs) or 
greater is measured on the Housatonic River at the United Stated Geological Survey 
(USGS) gauging station at Coltsville, Massachusetts.   

At a minimum, these inspections will consist of visual observations focusing on the 
following: (a) the effectiveness of erosion controls in areas where vegetation is not yet 
established; (b) any areas where excessive settlement has occurred relative to the 
surrounding areas; (c) any drainage or growth problems (e.g., debris in riprap); (d) any 
areas of erosion; and (e) other conditions that could jeopardize the performance of the 
completed remediation actions (e.g.,, burrows, vehicle ruts, unauthorized uses of areas, 
etc.) or drainage swale (e.g., obstructions or dislodged riprap).  Inspection is not required of 
any pavement within Hill 78 Area-Remainder because, as indicated in the Final RD/RA 
Work Plan, GE has elected to evaluate the entire RAA as unpaved.   

In addition, GE will inspect all revegetated areas at Hill 78 Area-Remainder two times per 
year for a two-year period after the planting of the vegetation to assess the condition of the 
vegetation, including any evidence of stressed or sparse cover, and to ensure that the 
vegetation is growing as anticipated and providing the desired degree of erosion control.  
These inspections will be conducted in May and in August or September of each year 
during this two-year period.   
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1.3 Maintenance/Repair 

GE will conduct maintenance and repair of site conditions and features as necessary to 
address any such problematic conditions noted during the above-described inspections (or 
otherwise observed by GE or by EPA or MDEP and communicated to GE).  
Maintenance/repair activities that may be identified and conducted include, but are not 
limited to: placement of additional topsoil in areas of erosion or settlement; removal of 
debris within riprap portions of the proposed drainage swale; repositioning or replacement 
of dislodged riprap; and repair or replacement of other components of the 
backfilled/restored areas exhibiting deficiencies or potential problems.  If needed, additional 
planting or seeding will be performed to replace dead, dying, or sparse vegetation.   

1.4 Inspection Reporting 

After each inspection, a report will be prepared and submitted to EPA within 30 days of the 
completion of the inspection.  These reports will include the name and contact phone 
number for the person(s) conducting the inspection and will document the inspection and 
maintenance activities performed since the submittal of the previous report, as well as 
future inspection and maintenance activities.  As required by Attachment J to the SOW, 
these reports will include the following information, as relevant: 

• Description of the type and frequency of inspection and/or monitoring activities 
conducted; 

• Description of any significant modifications to the inspection and/or monitoring program 
made since submittal of the preceding monitoring report; 

• Description of any conditions or problems noted during the inspection and/or monitoring 
period which are affecting or may affect the completed remediation; 

• Description of any corrective measures taken; 

• Results of sampling analyses and screening (if any) conducted as part of the inspection 
and/or monitoring program (if any); and 

• Description of any measures that may need to be performed to correct any conditions 
affecting the completed remediation. 

Any deficiencies identified during the inspections will be corrected within 90 days of the 
inspection date, unless otherwise proposed by GE and approved by EPA. 





Attachment D 

Revised Section 8.6 of Final 
Removal Design/ Removal Action 
Work Plan for Hill 78 Area-
Remainder 
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8.6 Perimeter Air Monitoring 

Similar to ongoing final cap placement activities at the OPCAs and recently completed 
activities associated with the sanitary and storm sewer pipeline re-routing, dust control will 
be conducted based on visual observations, monitoring performed by the Contractor, and/or 
the results of particulate monitoring conducted by GE.  The presence of visible dust during 
the performance of construction activities will result in temporary suspension of work 
activities and the implementation of appropriate dust control measures (e.g., spraying 
water, hauling materials in properly tarped vehicles, restricting vehicle speeds, covering soil 
piles with polyethylene sheeting).   

Perimeter particulate air monitoring will be conducted daily by GE during project activities 
that include active construction, materials handling, and off-site material transport.  
Perimeter PCB air monitoring activities will be conducted by GE on a weekly basis during 
the remediation activities described in the Work Plan.  It is anticipated that three monitoring 
locations currently used for OPCA operations (i.e., OPCA West, OPCA Northwest, and 
OPCA North monitoring stations) will also be used to evaluate air quality during the removal 
activities described herein, along with two additional air monitoring stations (to be placed 
between the areas to be excavated and Merrill Road and New York Avenue, respectively).   

During the time that the Hill 78 Area-Remainder soil remediation activities are being 
conducted, any available OPCA-related air monitoring data collected from the OPCA West, 
OPCA Northwest, and OPCA North monitoring stations will be utilized to satisfy that portion 
of the perimeter air monitoring requirements for the Hill 78 Area-Remainder soil remediation 
described above as well as the air monitoring requirements pertaining to the OPCA.  If 
OPCA-related air monitoring is not being conducted on at least a weekly basis during the 
Hill 78 Area-Remainder soil remediation activities, GE will conduct such monitoring on at 
least a weekly basis using the three OPCA air monitoring stations listed above, along with 
the additional two air monitoring stations added specifically for the Hill 78 Area-Remainder 
soil removal activities.   
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