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the gas is actually measured. Gas lost 
without measurement by meter shall 
be estimated in accordance with meth-
ods prescribed in applicable orders and 
notices. Off-lease measurement or com-
mingling with production from other 
sources prior to measurement may be 
approved by the authorized officer. 

[47 FR 47765, Oct. 27, 1982. Redesignated and 
amended at 48 FR 36583–36586, Aug. 12, 1983; 49 
FR 37364, Sept. 21, 1984; 52 FR 5392, Feb. 20, 
1987]

§ 3162.7–4 Royalty rates on oil; sliding 
and step-scale leases (public land 
only). 

Sliding- and step-scale royalties are 
based on the average daily production 
per well. The authorized officer shall 
specify which wells on a leasehold are 
commercially productive, including in 
that category all wells, whether pro-
duced or not, for which the annual 
value of permissible production would 
be greater than the estimated reason-
able annual lifting cost, but only wells 
that yield a commercial volume of pro-
duction during at least part of the 
month shall be considered in 
ascertaining the average daily produc-
tion per well. The average daily pro-
duction per well for a lease is computed 
on the basis of a 28-, 29-, 30-, or 31-day 
month (as the case may be), the num-
ber of wells on the leasehold counted as 
producing, and the gross production 
from the leasehold. The authorized of-
ficer will determine which commer-
cially productive wells shall be consid-
ered each month as producing wells for 
the purpose of computing royalty in 
accordance with the following rules, 
and in the authorized officer’s discre-
tion may count as producing any com-
mercially productive well shut in for 
conservation purposes. 

(a) For a previously producing lease-
hold, count as producing for every day 
of the month each previously pro-
ducing well that produced 15 days or 
more during the month, and disregard 
wells that produced less than 15 days 
during the month. 

(b) Wells approved by the authorized 
officer as input wells shall be counted 
as producing wells for the entire month 
if so used 15 days or more during the 
month and shall be disregarded if so 

used less than 15 days during the 
month. 

(c) When the initial production of a 
leasehold is made during the calendar 
month, compute royalty on the basis of 
producing well days. 

(d) When a new well is completed for 
production on a previously producing 
leasehold and produces for 10 days or 
more during the calendar month in 
which it is brought in, count such new 
wells as producing every day of the 
month in arriving at the number of 
producing well days. Do not count any 
new well that produces for less than 10 
days during the calendar month. 

(e) Consider ‘‘head wells’’ that make 
their best production by intermittent 
pumping or flowing as producing every 
day of the month, provided they are 
regularly operated in this manner with 
approval of the authorized officer. 

(f) For previously producing lease-
holds on which no wells produced for 15 
days or more, compute royalty on the 
basis of actual producing well days. 

(g) For previously producing lease-
holds on which no wells were produc-
tive during the calendar month but 
from which oil was shipped, compute 
royalty at the same royalty percentage 
as that of the last preceding calendar 
month in which production and ship-
ments were normal. 

(h) Rules for special cases not subject 
to definition, such as those arising 
from averaging the production from 
two distinct sands or horizons when the 
production of one sand or horizon is 
relatively insignificant compared to 
that of the other, shall be made by the 
authorized officer as need arises. 

(i)(1) In the following summary of op-
erations on a typical leasehold for the 
month of June, the wells considered for 
the purpose of computing royalty on 
the entire production of the property 
for the months are indicated.

Well No. and record 
Count 

(marked 
X) 

1. Produced full time for 30 days ............................. X 
2. Produced for 26 days; down 4 days for repairs .. X 
3. Produced for 28 days; down June 5, 12 hours, 

rods; June 14, 6 hours, engine down; June 26, 
24 hours, pulling rods and tubing.

X 

4. Produced for 12 days; down June 13 to 30.
5. Produced for 8 hours every day (head well) ....... X 
6. Idle producer (not operated).
7. New well, completed June 17; produced for 14 

days.
X 
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Well No. and record 
Count 

(marked 
X) 

8. New well, completed June 22; produced for 9 
days.

(2) In this example, there are eight 
wells on the leasehold, but wells No. 4, 
6, and 8 are not counted in computing 
royalties. Wells No. 1, 2, 3, 5, and 7 are 
counted as producing for 30 days. The 
average production per well per day is 
determined by dividing the total pro-
duction of the leasehold for the month 
(including the oil produced by wells 4 
and 8) by 5 (the number of wells count-
ed as producing), and dividing the 
quotient thus obtained by the number 
of days in the month. 

[53 FR 1226, Jan. 15, 1988, as amended at 53 
FR 17364, May 16, 1988]

§ 3162.7–5 Site security on Federal and 
Indian (except Osage) oil and gas 
leases. 

(a) Definitions. 
Appropriate valves. Those valves in a 

particular piping system, i.e., fill lines, 
equalizer or overflow lines, sales lines, 
circulating lines, and drain lines that 
shall be sealed during a given oper-
ation. 

Effectively sealed. The placement of a 
seal in such a manner that the position 
of the sealed valve may not be altered 
without the seal being destroyed. 

Production phase. That period of time 
or mode of operation during which 
crude oil is delivered directly to or 
through production vessels to the stor-
age facilities and includes all oper-
ations at the facility other than those 
defined by the sales phase. 

Sales phase. That period of time or 
mode of operation during which crude 
oil is removed from the storage facili-
ties for sales, transportation or other 
purposes. 

Seal. A device, uniquely numbered, 
which completely secures a valve. 

(b) Minimum Standards. Each operator 
of a Federal or Indian lease shall com-
ply with the following minimum stand-
ards to assist in providing account-
ability of oil or gas production: 

(1) All lines entering or leaving oil 
storage tanks shall have valves capable 
of being effectively sealed during the 
production and sales operations unless 

otherwise modified by other subpara-
graphs of this paragraph, and any 
equipment needed for effective sealing, 
excluding the seals, shall be located at 
the site. For a minimum of 6 years the 
operator shall maintain a record of seal 
numbers used and shall document on 
which valves or connections they were 
used as well as when they were in-
stalled and removed. The site facility 
diagram(s) shall show which valves will 
be sealed in which position during both 
the production and sales phases of op-
eration. 

(2) Each Lease Automatic Custody 
Transfer (LACT) system shall employ 
meters that have non-resettable total-
izers. There shall be no by-pass piping 
around the LACT. All components of 
the LACT that are used for volume or 
quality determinations of the oil shall 
be effectively sealed. For systems 
where production may only be removed 
through the LACT, no sales or equal-
izer valves need be sealed. However, 
any valves which may allow access for 
removal of oil before measurement 
through the LACT shall be effectively 
sealed. 

(3) There shall be no by-pass piping 
around gas meters. Equipment which 
permits changing the orifice plate 
without bleeding the pressure off the 
gas meter run is not considered a by-
pass. 

(4) For oil measured and sold by hand 
gauging, all appropriate valves shall be 
sealed during the production or sales 
phase, as applicable. 

(5) Circulating lines having valves 
which may allow access to remove oil 
from storage and sales facilities to any 
other source except through the treat-
ing equipment back to storage shall be 
effectively sealed as near the storage 
tank as possible. 

(6) The operator, with reasonable fre-
quency, shall inspect all leases to de-
termine production volumes and that 
the minimum site security standards 
are being met. The operator shall re-
tain records of such inspections and 
measurements for 6 years from genera-
tion. Such records and measurements 
shall be available to any authorized of-
ficer or authorized representative upon 
request. 

(7) Any person removing oil from a 
facility by motor vehicle shall possess 
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