
U.  S.  ARMY ENGINEER DISTRICT,  NEW ORLEANS

CORPS OF ENGINEERS

DATE: FILE NO.

OMPUTER

IDED

ESIGN

RAFTING

C
A
D
D

F
O

R
M

 S
I
Z

E
 1

2
0

LAKE PONTCHARTRAIN, LA. AND VICINITY

DESIGN MEMORANDUM NO. 20 GENERAL DESIGN

ORLEANS PARISH - JEFFERSON PARISH

17TH. STREET OUTFALL CANAL

( METAIRIE RELIEF )

H-2-30300

HIGH LEVEL PLAN

TYPICAL SECTIONS

0

5

10

-5

-10

15

20

E
L

E
V

A
T

IO
N

S
 I

N
 F

E
E

T
, 

N
.G

.V
.D

.

0

5

10

-5

-10

15

20

E
L

E
V

A
T

IO
N

S
 I

N
 F

E
E

T
, 

N
.G

.V
.D

.

0

SCALE: 1’’ = 10’
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TYPICAL SECTION

JEFFERSON PARISH

FLOOD SIDE PROTECTED SIDE1’-9’’

10 1/2 ’’

B/L

EL. 14.0

1V ON 3H

ORLEANS PARISH

PROTECTED SIDE FLOOD SIDE1’-9’’

10 1/2 ’’

BOTTOM OF CANAL, EL.-18.5

EXISTING LEVEE TO BE DEGRADED

1V ON 3H

EL. 14.0

EXISTING CANAL TO BE DREDGED BY OTHERS

W/L(W/B)
W/L(E/B)
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TYPICAL SECTION

JEFFERSON PARISH

FLOOD SIDE PROTECTED SIDE1’-9’’

10 1/2 ’’

B/L

EL. 14.0

EXISTING LEVEE TO BE DEGRADED

W/L(W/B)

36.4’

EXISTING

RETAINING WALL

EXISTING

RETAINING WALL

226.4’

225.1’

EL.-28.0

6.1’9.9’

EL. 8.5 (NET)

EL. 6.0 (NET)

EL.-1.0

(REQ’D EL.-17.5)

EXISTING CONCRETE CAP

AND SHEET PILING

TO BE REMOVED.

RIPRAP

ORLEANS PARISH

PROTECTED SIDE FLOOD SIDE1’-9’’

10 1/2 ’’

BOTTOM OF CANAL, EL.-18.5

1V ON 3H

EL. 14.0

EXISTING CANAL TO BE DREDGED BY OTHERS

W/L(E/B)

EL.-28.0

6.1’

EL. 6.0 (NET)

EL.-1.0

(REQ’D EL.-17.5)

EXISTING CONCRETE CAP

AND SHEET PILING

TO BE REMOVED.

RIPRAP

EXISTING LEVEE TO BE DEGRADED

SEMI-COMPACTED FILL

22.1’ 2.9’

EL.-2.0

VARIES (MIN. 25’)10’ 18’

EL. 3.5

EL. 9.5 (NET)

EXISTING PAVEMENT

EXISTING TREATED TIMBER

MOORING PILES

EXISTING TREATED

TIMBER PILES

EXISTING CONCRETE

TIE-BACK ANCHOR

EXISTING

TIE RODS

1V ON 3H

SEMI-COMPACTED FILL

1V ON 3H

EXISTING

SHEET PILE

BULKHEAD

PZ-22 SHEET PILINGNEW ORPHEUM AVE.

PAVING

EXISTING ORPHEUM AVE.

PAVING TO BE REMOVED

EL. 0.0

EXISTING TREATED TIMBER

MOORING PILES

EXISTING

TIE RODS

EXISTING

SHEET PILE

BULKHEAD EXISTING TREATED

TIMBER PILES

EXISTING CONCRETE

TIE-BACK ANCHOR

EXISTING PAVEMENT

EL. 3.5

NEW ORPHEUM AVE.

PAVING

EXISTING ORPHEUM AVE.

PAVING TO BE REMOVED

EL. 9.5 (NET) SEMI-COMPACTED FILL

PZ-22 SHEET PILING

EL. 14.0

EL. 0.0

2.9’35.1’

1V ON 3H

EL.-2.0

1V ON 3H

1V ON 3H

10’ VARIES (MIN. 25’) 18’

17’C/L RELOCATED

ORPHEUM AVE.

VICINITY STA. 4+92.00 W/L (E/B) AND STA. 0+50.00 W/L (W/B)

VICINITY STA. 6+92.00 W/L (E/B) AND STA. 2+55.00 W/L (W/B)

PLATE 10

EXISTING FRODINGHAM 1 B

SHEET PILING, 14’ LONG,

TO BE REMOVED.

EXISTING FRODINGHAM 1 B

SHEET PILING, 14’ LONG,

TO BE REMOVED.

MARCH 1990

EXISTING ARBED BZ 12.1 L

SHEET PILING TO REMAIN

EXISTING ARBED BZ 12.1 L

SHEET PILING TO REMAIN


