
FIGURE C-5
Rosecrans Street: Qualtrough Street to 744 Rosecrans Street
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Remove parking and southbound bike lane.
Shift northbound vehicle lane to the west
to provide one northbound and one
southbound lane on the west side of the
street.   Post share the road signs

Remove parking and southbound bike lane.
Shift northbound vehicle lane to the west
to provide one northbound and one
southbound lane on the west side of the
street.   Post share the road signs

Utilize �agger operations to maintain tra�c 
in both directions; remove parking and bike 
lanes as needed.
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FIGURE C-6
Rosecrans Street: 744 Rosecrans Street to 867 Rosecrans Street
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Remove parking and southbound bike lane.
Shift northbound vehicle lane to the west
to provide one northbound and one
southbound lane on the west side of the
street.   Post share the road signs
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FIGURE C-7
Rosecrans Street: 867 Rosecrans Street to Bessemer Street
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See Figure 6

See Figure 8
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Remove parking and southbound bike lane.
Shift northbound vehicle lane to the west
to provide one northbound and one
southbound lane on the west side of the
street.   Post share the road signs

Detour tra�c to/from
Bessemer Street to 
Talbot Street
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FIGURE C-8
Rosecrans Street: Bessemer Street to Talbot Street
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Remove parking and southbound bike lane.
Shift northbound vehicle lane to the west
to provide one northbound and one
southbound lane on the west side of the
street.   Post share the road signs

Detour tra�c to eastbound 
Talbot Street to Upshur Street.
Detour northbound Talbot Street
tra�c to Canon Street.
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 FIGURE C-9
Rosecrans Street atTalbot Street to Scott Street at Canon Street
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Detour traffic to westbound
Talbot Street to Upshur Street

UDetour turning traffic to/from
Upshur Street to Talbot Street 

S
Close Talbot Street at Rosecrans Street. Keep
southern half of Talbot Street open for local
traffic only for parcels on the south side of
Talbot Street.

Eliminate parking on southbound Scott Street.
Shift southbound traffic and maintain two
lanes on Scott Street.
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See Figure 10
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FIGURE C-10
Scott Street: Canon Street to Avenida De Portugal
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Detour traffic except
for local access

Detour traffic except
for local access

Detour westbound through 
traffic to Canon Street

Eliminate parking on southbound Scott Street.
Shift southbound traffic and maintain two
lanes on Scott Street.

Detour westbound through
traffic to Shelter Island 
Drive or Talbot Street
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See Figure 9

See Figure 11

St
Eliminate parking on northbound and southbound 
Scott Street. Shift southbound traffic to the west to 
maintain one southbound lane on Scott Street. 
Shift northbound traffic  to the east to maintain one 
northbound lane on Scott Street.
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FIGURE C-11
Scott Street: Avenida De Portugal to Carleton Street 
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Detour westbound traffic to 
Canon Street

Detour traffic except
for local access Carleton St

See Figure 10

See Figure 12

Eliminate parking on southbound Scott Street.
Shift southbound traffic and maintain two
lanes on Scott Street.

Close one southbound lane on Scott Street.
Maintain one southbound lane on Scott Street
and two northbound lanes.
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FIGURE C-12
Scott Street: Carleton Street to Dickens Street
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Detour turning traffic to/from
Dickens Street to Emerson Street
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See Figure 11

See Figure 13

CarrlleetonDetour turning traffic to/from
Carleton Street to Shelter 
Island Drive

Close both existing southbound lanes on Scott
Street.  Convert northbound direction to one
northbound lane and one southbound lane.
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Detour traffic except
for local access

Detour traffic except
for local access
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FIGURE C-13
Scott Street: Dickens Street to Emerson Street
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Detour turning traffic to/from 
Emerson Street to Dickens Street

Detour traffic except
for local access

Close both existing southbound lanes on Scott
Street.  Convert northbound direction to one
northbound lane and one southbound lane.

Dickens St

See Figure 12

See Figure 14
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FIGURE C-14
Scott Street: Emerson Street to Garrison Street
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See Figure 13

See Figure 15
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Close both existing southbound lanes on Scott
Street.  Convert northbound direction to one
northbound lane and one southbound lane.

Detour traffic except
for local access

Detour traffic except
for local access

Detour turning traffic to/from 
Garrison Street to Fenelon Street

Close inside southbound lane on Scott Street.
Maintain outside southbound lane on Scott
Street.  Maintain both northbound lanes.

Close both existing southbound lanes on Scott
Street.  Convert northbound direction to one
northbound lane and one southbound lane.

h hb d l

Detour turning traffic to/from 
Fenelon Street to Garrison Street
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FIGURE C-15
Scott Street: Garrison Street to Ingelow Street
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See Figure 14

See Figure 16

Trenchless Construction

Close inside southbound lane on Scott Street.
Maintain outside southbound lane on Scott
Street.  Maintain both northbound lanes.

Detour traffic except
for local access

Close southbound Scott Street. Maintain
northbound Scott Street and on-street
parking on east side of street.

LEGEND
8” REPLACEMENT PIPELINE

CONSTRUCTION PHASING
(MAXIMUM 500 LINEAR FEET)

TRENCHLESS CONSTRUCTION PIT

CLOSE ROAD TO SOUTHBOUND
TRAFFIC
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FIGURE C-16
Scott Street: Ingelow Street to Jarvis Street
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See Figure 15

See Figure 17
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CLOSE ROAD TO SOUTHBOUND
TRAFFIC

Close southbound Scott Street. Maintain
northbound Scott Street and on-street
parking on east side of street.

Detour traffic except
for local access

Detour turning traffic to/from
Jarvis Street to Keats Street

Close southbound Scott Street. Maintain
northbound Scott Street and on-street
parking on east side of street.
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     FIGURE C-17
Keats Street: Scott Street to Rosecrans Street
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TRENCHLESS CONSTRUCTION PIT

CLOSE ROAD TO SOUTHBOUND
TRAFFIC

Detour traffic except
for local access

Close access to westbound Keats Street.
Restrict eastbound Keats Street to
right-turn only.

St

D t

Trenchless Construction

Eliminate parking on both sides of Keats
Street.  Shift westbound traffic south
and maintain both directions of travel.

Close southbound Scott Street. Maintain
northbound Scott Street and on-street
parking on east side of street.

See Figure 16

See Figure 18
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During trenching, close outside southbound lane
on Rosecrans Street. 

Figure

DurDuringing trtrencenchinhingg, cloclosese outoutsidside se soutouthbohboundund lalanene
on Rosecrans Street

During resurfacing, close both existing southbound lanes on
Rosecrans Street. Detour traffic to Nimitz Boulevard and
North Harbor Drive.

Close both southbound lanes on Rosecrans Street
during trenchless construction. Alternatively, remove
 median and shift one southbound traffic lane east. 
Maintain northbound Rosecrans Street. 
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     FIGURE C-18
Rosecrans Street: Keats Street to Macaulay Street 
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See Figure 17

See Figure 19

During trenching, close outside southbound lane on 
Rosecrans Street and maintain one shared through/right-turn 
lane.  Maintain northbound Rosecrans Street. 
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8” REPLACEMENT PIPELINE

CONSTRUCTION PHASING
(MAXIMUM 500 LINEAR FEET)

TRENCHLESS CONSTRUCTION PIT

CLOSE ROAD TO SOUTHBOUND
TRAFFIC

Trenchless ConstructionTT

 During resurfacing, close both southbound through 
lanes and maintain one left-turn/through/right-turn lane.

Close both southbound through lanes on Rosecrans Street
during trenchless construction and maintain  one 
left-turn/through/right-turn lane. Alternatively, remove median 
and shift southbound through and left-turn lanes east. Maintain 
northbound Rosecrans Street. 

During trenching, close outside southbound lane
on Rosecrans Street. 

g trrencenchinhingg, cloclosese outoutsidside se soutouthbohboundund lalaneneDurDuringing tg trtregg ttr
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During resurfacing, close both existing southbound lanes on
Rosecrans Street. Detour traffic to Nimitz Boulevard and
North Harbor Drive.

itz Bo
Close both southbound lanes on Rosecrans Street
during trenchless construction. Alternatively, remove
median and shift one southbound traffic lane east. 
Maintain northbound Rosecrans Street. 
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     FIGURE C-19
Rosecrans Street: Macaulay Street to Newell Street
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See Figure 18

See Figure 20
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CONSTRUCTION PHASING
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Close outside southbound lane on Rosecrans
Street. Provide one shared left-turn/right-turn
lane. Eliminate intersection through movement.
Maintain northbound Rosecrans Street.

Close outside southbound lane on Rosecrans Street.
Remove bollards and shift inside southbound lane
to the east.  Remove northbound left-turn lane to
Newell Street. Maintain northbound through lanes
on Rosecrans Street.

Detour turning traffic to/from
Newell Street to Nimitz
Boulevard or Poe Street.
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      FIGURE C-20
Rosecrans Street: Newell Street to Poe Street
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See Figure 19

See Figure 21
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Close outside southbound lane on Rosecrans Street.
Shift inside southbound lane to the east. Remove
northbound left-turn lane to Oliphant Street.
Maintain northbound through lanes on Rosecrans
Street.

Detour turning traffic to/from
Oliphant Street to Nimitz 
Boulevard or Poe Street.

Detour traffic except
for local access

Close outside southbound lane on Rosecrans Street.
Shift inside southbound lane to the east. Remove
northbound left-turn lane to Poe Street.
Maintain northbound through lanes on Rosecrans
Street.
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     FIGURE C-21
Rosecrans Street: Poe Street to Quimby Street 
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See Figure 22
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Stt

Close outside southbound lane on Rosecrans Street.
Shift inside southbound lane to the east. Remove
northbound left-turn lane to Poe Street and Quimby
Street. Maintain northbound through lanes on
Rosecrans Street.

Detour eastbound traffic to
Oliphant Street or Russell Street.

Detour turning traffic to/from 
Poe Street to Oliphant Street or 
Russell Street.

QQQQQQQuuuuiiimb
Q

Close outside southbound lane on Rosecrans Street.
Shift inside southbound lane to the east. Remove
northbound left-turn lane to Russell Street. Maintain
northbound through lanes on Rosecrans Street.

Detour turning traffic to/from 
Quimby Street to Poe Street.
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     FIGURE C-22
Rosecrans Street: Quimby Street to Sterne St 
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See Figure 21

See Figure 23
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Close outside southbound lane on Rosecrans Street.
Shift inside southbound lane to the east. Remove
northbound left-turn lane to Russell Street. Maintain
northbound through lanes on Rosecrans Street.

Detour turning traffic to/from 
Russell Stret to Poe Street.

Detour traffic except
for local access

Close outside southbound lane on Rosecrans
Street. Provide one shared left-turn/through
lane.  Maintain northbound Rosecrans Street.

Laning Road

Laning Road
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     FIGURE C-23
Rosecrans Street: Sterne St to Tennyson Street
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Street with no secondary access
(9 single-family units affected)
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WW EvMinimize duration of closure of work across
median opening at Tennyson Street to limit
restriction of access.

Stern

During trenching, close outside
southbound lane on Rosecrans Street.

During resurfacing, close both existing southbound lanes
on Rosecrans Street. Close northbound left-turns to Udall
Street and Voltaire Street.  Modify northbound direction to
provide single southbound lane and two northbound
lanes between Laning Road and Farragut Road.

W Porter Wy

See Figure 22

See Figure 24

Detour turning traffic to/from
Sterne Street to Russell Street.
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     FIGURE C-24
Rosecrans Street: Tennyson Street to Voltaire Street
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Street with no secondary access
(10 single-family units affected)

W Porter Wy

See Figure 23

See Figure 25

Street with no secondary access
(6 single-family units affected)
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WW
P

Minimize duration of closure of work across
median opening at Udall Street to limit
restriction of access.

During resurfacing, close both existing southbound lanes
on Rosecrans Street. Close northbound left-turns to Udall
Street and Voltaire Street.  Modify northbound direction to
provide single southbound lane and two northbound
lanes between Laning Road and Farragut Road.

During trenching, close outside southbound lane on
Rosecrans Street. Close northbound left-turns to Udall
Street and Voltaire Street. 

ng trenching, close outside southbound lane on

During resurfacing, close both existing southbound lanes
on Rosecrans Street. Close northbound left-turns to Udall
Street and Voltaire Street.  Modify northbound direction to
provide single southbound lane and two northbound
lanes between Laning Road and Farragut Road.

S

During trenching, close outside
southbound lane on Rosecrans Street.

Se

Minimize duration of closure of work across
median opening at Voltaire Street to limit
restriction of access.
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     FIGURE C-25
Rosecrans Street: Voltaire Street to Whittier Street 

Voltaire St

Tr
uxto

n R
d

Tr
uxto

n R
d

Voltaire St

Whittier St

StStStStSt
e St

aire St
rereeireeireire

airair
oltair

taitaitataltaltaii
oltolt

Volt
Vol
VooVoVoV

See Figure 24
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Street with no secondary access
(9 single-family units affected)

Close outside southbound lane on Rosecrans
Street. Provide one shared left-turn/through
lane.  Maintain northbound Rosecrans Street.

See Figure 26
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During trenching, close outside southbound lane
on Rosecrans Street. Close northbound left-turn to
Xenophon Street. 

During resurfacing, close both existing southbound lanes on
Rosecrans Street. Close northbound left-turns to Xenophon Street,
Yonge Street, and u-turn at Womble Road. Modify northbound
direction to provide single southbound lane and two northbound
lanes between Farragut Road and Womble Road.

Maintain access to/from Whittier Street
to the extent feasible during trenching.
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     FIGURE C-26
Rosecrans Street: Xenophon Street to Womble Road 
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See Figure 25

See Figure 27

Street with no secondary access
(6 single-family units affected)
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Detour turning traffic to/from
Xenophon Street to Zola Street

opphhon S

During trenching, close outside southbound lane
on Rosecrans Street. Close northbound left-turns to
Xenophon Street. 

During resurfacing, close both existing southbound lanes on
Rosecrans Street. Close northbound left-turns to Xenophon Street,
Yonge Street, and u-turn at Womble Road. Modify northbound
direction to provide single southbound lane and two northbound
lanes between Farragut Road and Womble Road.

ondary access

Minimize duration of closure of work across
median opening at Yonge Street to limit
restriction of access.

YYYon

During trenching, close outside southbound lane
on Rosecrans Street. Close northbound left-turns to
Yonge Street and preclude u-turns at Womble Road. 

During resurfacing, close both existing southbound lanes on
Rosecrans Street. Close northbound left-turns to Xenophon Street,
Yonge Street, and u-turn at Womble Road. Modify northbound
direction to provide single southbound lane and two northbound
lanes between Farragut Road and Womble Road.
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     FIGURE C-27
Rosecrans Street: Womble Road to Alcott Street
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See Figure 26

See Figure 27

See Figure 28
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CONSTRUCTION PHASING
(MAXIMUM 500 LINEAR FEET)

Close outside southbound lane on Rosecrans
Street. Provide one left-turn lane and one 
through lane.  Maintain northbound
Rosecrans Street.

Detour traffic except
for local access

Detour turning traffic to/from
Alcott Street to Dumas Street

Detour turnng traffic to/from 
Zola Street to Alcott Street.

During trenching, close outside southbound lane
on Rosecrans Street. Close northbound left-turns to
Browning Street. 

cottttt SSStt
t StDuring resurfacing, close both existing southbound lanes on

Rosecrans Street. Close northbound left-turns to Browning Street 
and Curtis Street. Modify northbound direction to provide single
southbound lane and two northbound lanes between Womble
Road and Roosevelt Road.
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     FIGURE C-28
Rosecrans Street: Alcott Street to Curtis Street
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See Figure 27

See Figure 29
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Detour southbound traffic turning to 
Browning Street back at Dumas Street. 
Detour northbound traffic turning to 
Browning Street to Freeman Street.

During trenching, close outside southbound lane
on Rosecrans Street. Close northbound left-turns to
Browning Street. 

During resurfacing, close both existing southbound lanes on
Rosecrans Street. Close northbound left-turns to Browning Street 
and Curtis Street. Modify northbound direction to provide single
southbound lane and two northbound lanes between Womble
Road and Roosevelt Road.

During trenching, close outside southbound lane
on Rosecrans Street. Close northbound left-turns to
Curtis Street. 

Fig

During resurfacing, close both existing southbound lanes on
Rosecrans Street. Close northbound left-turns to Browning Street 
and Curtis Street. Modify northbound direction to provide single
southbound lane and two northbound lanes between Womble
Road and Roosevelt Road.
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     FIGURE C-29
Rosecrans Street: Curtis Street to Dumas Street
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See Figure 28

See Figure 30
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(MAXIMUM 500 LINEAR FEET)

Rooosse
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sevelt R
Detour southbound traffic turning to Curtis 
Street to Dumas Street. Detour northbound
traffic turning to Curtis Street to Freeman 
Street.

ec
ssee

Detour southbound traffic turning 
to  Dumas Street to Curtis Street.

e 30

Close outside southbound lane on Rosecrans
Street. Provide one shared left-turn/through
lane.  Maintain northbound Rosecrans Street.

CCCCCurti

During trenching, close outside southbound lane
on Rosecrans Street. Close northbound left-turns to
Curtis Street. 

During resurfacing, close both existing southbound lanes on
Rosecrans Street. Close northbound left-turns to Browning Street 
and Curtis Street. Modify northbound direction to provide single
southbound lane and two northbound lanes between Womble
Road and Roosevelt Road.
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     FIGURE C-30
Rosecrans Street: Dumas Street to Freeman Street
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See Figure 29

See Figure 31
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Detour southbound traffic turning to
Elliott Street back at Goldsmith Street.

liotttt St

During trenching, close outside southbound lane
on Rosecrans Street. Close northbound left-turns to
Freeman Street. 

During resurfacing, close both existing southbound lanes on
Rosecrans Street. Close northbound left-turns to Freeman Street.
Modify northbound direction to provide single southbound lane
and two northbound lanes between Roosevelt Road and Freeman
Street.
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     FIGURE C-31
Rosecrans Street: Freeman Street to Goldsmith Street
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See Figure 30

See Figure 32
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e 30

Detour turning traffic to/from Freeman 
Street to Goldsmith Street

Close outside southbound lane on Rosecrans Street.
Shift inside southbound lane to the east and close
two-way left-turn lane.  Preclude northbound left-
turns to Goldsmith Street and Homer Street.
Maintain northbound Rosecrams Street.

Detour turning traffic to/from 
Goldsmith Street to Freeman Street

t

During trenching, close outside southbound lane
on Rosecrans Street. Close northbound left-turn lane
to Freeman Street. 

During resurfacing, close both existing southbound lanes on
Rosecrans Street. Close northbound left-turns to Freeman Street.
Modify northbound direction to provide single southbound lane
and two northbound lanes between Roosevelt Road and Freeman
Street.
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     FIGURE C-32
Rosecrans Street: Goldsmith Street to Ibsen Street 
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See Figure 31

See Figure 33
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LEGEND
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CONSTRUCTION PHASING
(MAXIMUM 500 LINEAR FEET)

Close outside southbound lane on Rosecrans Street.
Shift inside southbound lane to the east and close
two-way left-turn lane.  Preclude northbound left-
turns to Goldsmith Street and Homer Street.
Maintain northbound Rosecrams Street.

Detour northbound left-turn traffic
to Freeman Street.

etour northhbbou dnd l fleft-turn tr ffiaffic
Freeman Street

Detour traffic accessing Homer Street
to Freeman Street.

Detour traffic except
for local access

Close outside southbound lane on Rosecrans Street.
Shift inside southbound lane to the east and close
two-way left-turn lane.  Preclude northbound left-
turns to Homer Street, Ibsen Street and James Street.
Maintain northbound Rosecrams Street.
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     FIGURE C-33
Rosecrans Street: Ibsen Street to James Street 
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See Figure 32

See Figure 34
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(MAXIMUM 500 LINEAR FEET)

Close outside southbound lane on Rosecrans Street.
Shift inside southbound lane to the east and close
two-way left-turn lane.  Preclude northbound left-
turns to Homer Street, Ibsen Street and James Street.
Maintain northbound Rosecrams Street.

Detour traffic accessing Ibsen Street
to Goldsmith Street and Kingsley
Street.

Detour northbound left-turn
traffic to Kingsley Street.

JJJJJJaaame

Close outside southbound lane on Rosecrans Street.
Shift inside southbound lane to the east and close
two-way left-turn lane.  Preclude northbound left-
turns to James Street and Kingsley Street. Maintain
northbound Rosecrams Street.

Detour traffic accessing James
Street to Ibsen Street
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     FIGURE C-34
Rosecrans Street: James Street to Lytton Street 
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(MAXIMUM 500 LINEAR FEET)

TRENCHLESS CONSTRUCTION PIT

CLOSE ROAD TO SOUTHBOUND
TRAFFIC

Detour traffic except
for local access

James St
See Figure 33

Close outside southbound lane on Rosecrans Street.
Shift inside southbound lane to the east and close
two-way left-turn lane.  Preclude northbound left-
turns to James Street and Kingsley Street. Maintain
northbound Rosecrans Street.

Trenchless Construction

Close outside southbound through lane and southbound 
right-turn lane. Allow right turns from remaining 
southbound through lane. Maintain path for bicyclists 
along curb and maintain northbound Rosecrans Street.

C

Close both southbound lanes on Rosecrans Street. 
Convert outside left-turn lane to a through lane.  
Maintain northbound Rosecrans Street.  Post share 
the road signs for bicyclists to use southbound right-turn lane.

C
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     FIGURE C-35
Kurtz Street at Camino del Rio to Rosecrans Street at Hancock Street
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TRENCHLESS CONSTRUCTION PIT

CLOSE ROAD TO SOUTHBOUND
TRAFFIC 

N

Close one receiving lane but maintain southbound 
left-turn and eastbound through movements to 
southern receiving lane. 

Eliminate parking on north side of Kurtz Street
and close alley access

Close southbound Rosecrans Street except to local
traffic. Detour traffic to westbound Hancock Street.
Close northbound left-turn lane to Hancock Street.
Detour traffic to Jefferson Street and Gaines Street.
Maintain northbound Rosecrans Street.

Trenchless Construction

Hancock St

See Figure 36
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     FIGURE C-36
Rosecrans Street: Hancock Street to Moore Street
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See Figure 35

See Figure 37

LEGEND
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CONSTRUCTION PHASING
(MAXIMUM 500 LINEAR FEET)

Close inside lane on southbound Rosecrans Street.
Mantain outside southbound lane, parking land and
both northbound Rosecrans Street lanes. Close
two-way left-turn lane and preclude northbound
left-turn movements to Hancock Street and Moore Street.

Detour northbound left-turn tra�c
to Je�erson Street.

N
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     FIGURE C-37
Rosecrans Street: Moore Street to Jefferson Street
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TRENCH CONSTRUCTION PIT

Moo

Close inside lane on southbound Rosecrans Street.
Mantain outside southbound lane, parking lane and
both northbound Rosecrans Street lanes. Preclude
northbound left-turn movements to Hancock Street
and Moore Street.

Rose

Detour northbound left-turn traffic
to Jefferson Street.

Close inside lane on northbound Rosecrans Street
and northbound left-turn lane to Jefferson Street.
Mantain southbound Rosecrans Street lanes. Shift
start of northbound right-turn lane to Pacific Highway 
further north.

N
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See Figure 36

See Figure 38
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Close northbound right-turn lane to Pacific Highway.
Mantain southbound Rosecrans Street lanes. Shift
start of northbound right-turn lane to Pacific Highway 
further north.

Close inside northbound through lane on Rosecrans Street. 
Shift remaining northbound through lane to the east. 
Shift start of northbound right-turn lane to Pacific Highway 
further north.
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     FIGURE C-38
Rosecrans Street: Jefferson Street to Pacific Highway
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See Figure 37

See Figure 39

RClose northbound right-turn lane and bus-only
lane on Rosecrans Street. Allow northbound
right-turn from through lanes. Mantain northbound
through and southbound Rosecrans Street lanes.

R
PPPa

Trenchless Construction

LEGEND
8” REPLACEMENT PIPELINE

CONSTRUCTION PHASING
(MAXIMUM 500 LINEAR FEET)

TRENCH CONSTRUCTION PIT
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Pacific Highway
Shift southbound lane to the west and remove
parking and bike lane. Post share the road signs.

Close southbound left-turn approach lane.  Convert
 inside southbound through lane to a southbound
 left-turn lane.

     FIGURE C-39
Pacific Highway: Rosecrans Street to Interstate 8 Flyover Ramp

See Figure 40

See Figure 38
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Shift southbound lane to the east and remove
two-way left-turn lane. Shift bike lane to the curb
and remove parking lane.

Close southbound left-turn approach lane.  Convert inside 
southbound through lane to a southbound left-turn lane. 
Close inside northbound through lane and northbound bike 
lane. Shift remaining northbound through lane east.  Post 
share the road signs.

095761003-Pipeline - ML\Illustrator

Miramar Pipeline Repair and Relocation 

NOT TO SCALE

NEW PIPELINE CONSTRUCTION ROADWAY GEOMETRICS AND CIRCULATION MODIFICATIONS



     FIGURE C-40
Pacific Highway: Interstate 8 Flyover Ramp to Interstate 8 Overpass

See Figure 41

See Figure 39
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Shift southbound lane to the east and remove
two-way left-turn lane. Shift bike lane to the curb
and remove parking lane.

Shift southbound lane to the east and remove
two-way left-turn lane. Shift bike lane to the curb
and remove parking lane.

N

Paci�c Highway
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     FIGURE C-41
Pacific Highway: Interstate 8 Overpass to San Diego River Bridge
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Shift southbound lane to the east and remove
two-way left-turn lane. Shift bike lane to the curb
and remove parking lane.

 remove

Shift southbound lane to the east and remove
two-way left-turn lane. Shift bike lane to the curb
and remove parking lane.

N

See Figure 40

See Figure 42
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gure 42To provide construction work area, shift
southbound vehicle and bike lanes to the east
and remove two-way left-turn lane.
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Provide detour for bike path 
under the bridge, routing bikes 
up to and over Paci�c Highway 
using the existing paths in place.
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     FIGURE C-42
Pacific Highway: San Diego River Bridge

See Figure 41

LEGEND

CONSTRUCTION PHASING

8” REPLACEMENT PIPELINE SUSPENDED
BENEATH BRIDGE

N

To provide construction work area, shift
northbound vehicle and bike lanes to the west
and remove two-way left-turn lane.

Pacific Highway

Pacific Highway

To provide construction work area, shift
southbound vehicle and bike lanes to the east
and remove two-way left-turn lane.
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